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Cat. No. AR10S2

Desc. Small Profile Straight Plug for Class II Appliance (RoHS 2)

Std. IRAM 2063 & IRAM-NM 60884-1

Max. Rating 10A, 250V

Safety Approval IRAM

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VAC7A, VAC7S

H05VV-F 2 x 0.75 VAC17S

H05VV-F 2 x 1.00 VAC17S

                  ARGENTINA
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Cat. No. VA2063

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. IRAM 2063  & IRAM-NM 60884-1

Max. Rating 10A, 250V

Safety Approval IRAM

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VAC7S, VAC7A

H05VVH2-F 2 x 0.75 SZC7S

H05VV-F 2 x 0.75  -

H05VV-F 2 x 1.00  -

H05RR-F 2 x 0.75  -

H05RR-F 2 x 1.00  -

H05RN-F 2 x 0.75  -

H05RN-F 2 x 1.00  -

                  ARGENTINA
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Cat. No. VA2073

Desc. Straight Plug for Class I Appliance (RoHS 2)

Std. IRAM 2063  & IRAM-NM 60884-1

Max. Rating 10A, 250V

Safety Approval IRAM

Cable Type Size (mm
2
) Matching Connector

H03VV-F 3 x 0.75 VNBC5S

H05VV-F 3 x 0.75 VNBC5S, V1625*, V1625A*, V1625LA*

H05VV-F 3 x 1.00 V1625, V1625A, V1625LA,VAC13AD

H05VV-F 3 x 1.50

H05RR-F 3 x 0.75  -

H05RR-F 3 x 1.00 VSCC15

H05RN-F 3 x 0.75  -

H05RN-F 3 x 1.00  -

H03RT-H 3 x 0.75  -

H03RT-H 3 x 1.00  -

Remarks: 

* Cable length limit to 2 meters.

                  ARGENTINA
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Cat. No. AR20S

Desc. High Amperage Straight Plug for 

Class I Appliance (RoHS 2)

Std. IRAM 2073 & IRAM - NM 60884-1

Max. Rating 20A, 250V

Safety Approval IRAM

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 1.50 VSC19,VAC19,VAC19A, VAC19LA

H05VV-F 3 x 2.50  -

H05RR-F 3 x 1.50  -

H07RN-F 3 x 1.50  -

                  ARGENTINA
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Cat. No. VNBAU1045A3  

Desc. 45 Degree Angled Plug for Class I Appliance

for Class I Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Approval SAA

Circular ordinary V-90 3x0.75 H05V2V2-F 3 x 0.75 Free End 10A

Circular ordinary V-90 3x1.0 H05V2V2-F 3 x1.00 Free End 10A

Matching 

Connector
Rated Current

                  AUSTRALIA

Australia Cord Description Type Size (mm
2
)

New!
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Cat. No. VNBAU10S3

Desc. Straight Plug with Insulated Pins 

for Class I and Class II Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Approval SAA

V-75, 250/250 V, Light Duty (Circular) H03VV-F 3 x 0.75 VNBC5S, VAC5AR 10A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 2 x 0.75 VAC7SR, VNBC17S* 10A

VNBC17S, VAC17A, 

VAC17KS

VNBC5S, VAC5AR, 

VAC5ALS, VNBC13S*, 

V1625A*, VAC13KS*

VNBC13S, V1625A, 

V1625LA, VAC13KS, 

VAC19*

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 3 x 1.50 VNBC13S, VAC13KS 10A

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F  2 x 0.75   - 10A

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F  2 x 1.00   - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RR-F 3 x 1.00 VSCC15 10A

Rated 

Current

                  AUSTRALIA

Australia Cord Description Type Size (mm
2
) Matching Connector

V-90, 300/500V, Heat-resistant PVC Ordinary 

Duty (Circular)
H05V2V2-F 2 x 1.00 - 10A

10AH03RT-H 3 x 1.00  -
250/250 V crosslinked elastomer insulated, texile 

braided

H05VV-F 

H05VV-F V-75, 250/440 V, Ordinary Duty (Circular) 3 x 0.75 10A

V-75, 250/440 V, Ordinary Duty (Circular) 3 x 1.00 10A

250/250 V crosslinked elastomer insulated, texile 

braided
10AH03RT-H 3 x 0.75  -

H05VV-F 

V-75, 250/440 V, Ordinary Duty (Circular) 2 x 1.00 10A

New!
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Cat. No. VNAU10S2

Desc. Australia 2 Pin Plug - Insulated Flat-Pins (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Mark SAA

V-75, 250/250V, PVC Light Duty (Circular) H03VV-F 2 x 0.75 - 7.5A /10A

V-75, 250/250V, PVC Light Duty (Flat) H03VVH2-F 2 x 0.75 - 7.5A /10A

V-75, 250/440V, PVC Ordinary Duty (Flat) H05VVH2-F 2 x 0.75 - 7.5A /10A

V-75, 250/440V, PVC Ordinary Duty (Circular) H05VV-F 2 x 0.75 VAC17S* 7.5A /10A

V-75, 250/440V, PVC Ordinary Duty (Circular) H05VV-F 2 x 1.00 VAC17S 7.5A /10A

Remarks: 

* Cable length limit to 2 meters.

                  AUSTRALIA

Australia Cord Description Type Size (mm
2
)

Matching 

Connector
Rated Current

V-90, 300/500V, Heat-resistant PVC Ordinary 

Duty (Circular)
H05V2V2-F 2 x 0.75 - 7.5A /10A

V-90, 300/500V, Heat-resistant PVC Ordinary 

Duty (Circular)
H05V2V2-F 2 x 1.00 - 10A

New!
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Cat. No. AU10LS2

Desc. Straight Plug with Insulated Pins for 

Class II Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Approval SAA

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F 
1)  2 x 0.75   - 7.5A /10A

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F 
1)  2 x 1.00   - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RR-F 2 x 0.75  - 7.5A /10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RN-F 2 x 0.75  - 7.5A /10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RN-F 2 x 1.00  - 10A

V-90, 250/440 V, Ordinary Duty (Circular) H05V2V2-F 2 x 0.75  - 7.5A /10A

V-90, 250/440 V, Ordinary Duty (Circular) H05V2V2-F 2 x 1.00  - 10A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 2 x 0.75  - 7.5A /10A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 2 x 1.0  - 10A

V-75, 250/440 V, Ordinary Duty (Flat) H05VVH2-F 2 x 0.75 VNBC7S 7.5A /10A

V-75, 250/250 V, Light Duty (Flat) H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 7.5A /10A

V-75, 250/250 V, Light Duty (Circular) H03VV-F 2 x 0.75  - 7.5A /10A

NOTE:

 1)  This is not available for <HAR> or IEC227 types of cable.

Australia Cord Description Type Size (mm
2
)

Matching 

Connector
Rated Current

                  AUSTRALIA
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Cat. No. AU10LSF2

Desc. Straight Plug with Insulated Pins for 

Class II Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Approval SAA

V-75, 250/250 V, Light Duty (Flat) H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 7.5A /10A

V-75, 250/440 V, Ordinary Duty (Flat) H05VVH2-F 2 x 0.75 VNBC7S 7.5A /10A

Australia Cord Description Type Size (mm
2
)

Matching 

Connector
Rated Current

                  AUSTRALIA
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Cat. No. AU10LS3

Desc. Straight Plug with Insulated Pins 

for Class I and Class II Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 10A, 250V

Safety Approval SAA

1) Dummy earth pin for 2 cores cable type

V-75, 250/250 V, Light Duty (Circular) H03VV-F 2 x 0.75 - 10A

V-75, 250/250 V, Light Duty (Circular) H03VV-F 3 x 0.75 VNBC5S, VAC5AR 10A

V-75, 250/250 V, Light Duty (Flat) H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 10A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 2 x 0.75 VAC7SR, VAC17S* 10A

VAC17S, VAC17A, 

VAC17KS

VNBC5S, VAC5AR, 

VAC5ALS, VNBC13S*, 

V1625A*, VAC13KS*

VNBC13S, V1625A, 

V1625LA, VAC13KS, 

VAC19*

V-75, 250/440 V, Ordinary Duty (Flat) H05VVH2-F 2 x 0.75 VNBC7S 10A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 3 x 1.50 VNBC13S, VAC13KS 10A

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F 
1)  2 x 0.75   - 10A

V-75 or V-90, 0.6/1 KV, Heavy Duty (Circular) H07VV-F 
1)  2 x 1.00   - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RN-F 2 x 0.75  - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RN-F 3 x 0.75  - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RN-F 3 x 1.00  - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RR-F 2 x 0.75  - 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RR-F 3 x 0.75 VSCC15* 10A

R-EP-90, 250/440 V, Ordinary Duty (Circular) H05RR-F 3 x 1.00 VSCC15 10A

10A

V-75, 250/440 V, Ordinary Duty (Circular) 10A2 x 1.00H05VV-F 

Type Size (mm
2
) Matching Connector

10A3 x 1.00H05VV-F V-75, 250/440 V, Ordinary Duty (Circular)

10A

Rated 

Current
Australia Cord Description

 -3 x 0.75H03RT-H

                  AUSTRALIA

10A -3 x 1.00H03RT-H

V-75, 250/440 V, Ordinary Duty (Circular) 3 x 0.75H05VV-F 

250/250 V crosslinked elastomer insulated, texile 

braided

250/250 V crosslinked elastomer insulated, texile 

braided
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V-90, 250/440 V, Ordinary Duty (Circular) H05V2V2-F 2 x 0.75  - 10A

V-90, 250/440 V, Ordinary Duty (Circular) H05V2V2-F 2 x 1.00  - 10A

V-90, 250/440 V, Ordinary Duty (Circular) H05V2V2-F 3 x 1.00  - 10A

NOTE:

 1)  This is not available for <HAR> or IEC227 types of cable.

 2) * Cable length limit to 2 meters.

AUSTRALIA (CONT...)

10AVAC13KS3 x 1.00

(H)05VV-F 

screened

(Al-Mylar)

-

Australia Cord Description Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. AU15S3

Desc. Straight Plug with Flat and insulated pins 

for Class I and Class II Appliance (RoHS 2)

Std. AS/NZS 3112: 2000

Max. Rating 15A, 250V

Safety Approval SAA

1) Dummy earth pin for 2 cores cable type

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 2 x 1.50  - 15A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 3 x 1.50 VNBC13S, VAC19 15A

 --- H07RN-F 3 x 1.50 - 15A

                  AUSTRALIA

Australia Cord Description Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. AU20LS3

Desc. Straight Plug with Non-Insulated Pins 

for Class I Appliance (RoHS 2)

Std. AS/NZS 3112: 2011 + A1

Max. Rating 20A, 250V

Safety Approval SAA

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 3 x 1.50 VNBC13S, VAC19 20A

V-75, 250/440 V, Ordinary Duty (Circular) H05VV-F 3 x 2.50  - 20A

Rated CurrentMatching ConnectorSize (mm
2
)Type

                  AUSTRALIA

Australia Cord Description
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                  BRAZIL

Cat. No. CH10S2

Desc. Straight Plug with non-insulated pins 

for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 52 (H03VVH2-F) 2 x 0.50 SZC7S* 2.5A

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VAC7S, VAC7A 10A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 SZC7S 10A

60227 IEC 52 (H03VV-F) 2 x 0.75  - 10A

60227 IEC 53 (H05VV-F) 2 x 0.75  - 10A

60227 IEC 53 (H05VV-F) 2 x 1.00  - 10A

60245 IEC 53 (H05RR-F) 2 x 0.75  - 10A

60245 IEC 53 (H05RR-F) 2 x 1.00  - 10A

60245 IEC 57 (H05RN-F) 2 x 0.75  - 10A

60245 IEC 57 (H05RN-F) 2 x 1.00  - 10A

Remarks: 

* Cable length limit to 2 meters.

Rated 

Current
Matching ConnectorSize (mm

2
)Cable Type
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Cat. No. CH10S3

Desc. Straight Plug with insulated pins for Class I Appliance

Std. NBR 6147 & NBR 14136 - Figure 4A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 52 (H03VV-F) 3 x 0.75 VNBC5S 10A

60227 IEC 53 (H05VV-F) 3 x 0.75 VNBC5S, V1625*, V1625A* 10A

60227 IEC 53 (H05VV-F) 3 x 1.00 V1625, V1625A 10A

60245 IEC 53 (H05RR-F) 3 x 1.00  - 10A

Remarks: 

* Cable length limit to 2 meters.

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. IT10S2

Desc. Straight Plug with insulated pins for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 52 (H03VVH2-F) 2 x 0.50 SZC7S* 2.5A

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VAC7S, VAC7A 10A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 SZC7S 10A

60227 IEC 52 (H03VV-F) 2 x 0.75  - 10A

60227 IEC 53 (H05VV-F) 2 x 0.75  - 10A

60227 IEC 53 (H05VV-F) 2 x 1.00  - 10A

60245 IEC 53 (H05RR-F) 2 x 0.75  - 10A

60245 IEC 53 (H05RR-F) 2 x 1.00  - 10A

60245 IEC 57 (H05RN-F) 2 x 0.75  - 10A

60245 IEC 57 (H05RN-F) 2 x 1.00  - 10A

60245 IEC 89 (H03RT-H) 2 x 0.75  - 10A

60245 IEC 89 (H03RT-H) 2 x 1.00  - 10A

Remarks: 

* Cable length limit to 2 meters.

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. CH10A2

Desc. Angled Plug with non-insulated pins 

for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 52 (H03VVH2-F) 2 x 0.50 SZC7S* 2.5A

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VAC7S, VAC7A 10A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 SZC7S 10A

Remarks: 

* Cable length limit to 2 meters.

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. BR10JS2

Desc. Straight Plug with insulated pins for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 57 (H05V2V2-F) 2 x 1.00  - 10A

60227 IEC 53 (H05VV-F) 2 x 1.50  - 10A

60245 IEC 66 (H07RN-F) 2 x 1.00  - 10A

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. BR20JS2

Desc. Straight Plug with insulated pins for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9B

Max. Rating 20A, 250V

Safety Approval INMETRO

60227 IEC 53 (H05VV-F) 2 x 1.50  - 16A

60245 IEC 66 (H07RN-F) 2 x 1.50  - 16A

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. BR20ES3

Desc. Straight Plug with insulated pins for Class I Appliance

Std. NBR 6147& NBR 14136 - Figure 4B

Max. Rating 20A, 250V

Safety Approval INMETRO

60227 IEC 53 (H05VV-F) 3 x 1.50  - 16A

60245 IEC 53 (H05RR-F) 3 x 1.50  - 16A

60245 IEC 66 (H07RN-F) 3 x 1.50  - 16A

                  BRAZIL

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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                  BRAZIL

Cat. No. VNBBR10S2

Desc. Straight Plug with non-insulated pins 

for Class II Appliance

Std. NBR 6147 & NBR 14136 - Figure 9A

Max. Rating 10A, 250V

Safety Approval INMETRO

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VNBC7S, VAC7A 10A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 VNBC7S 10A

60227 IEC 53 (H05VV-F) 2 x 0.75  - 10A

60227 IEC 53 (H05VV-F) 2 x 1.00  - 10A

60245 IEC 57 (H05RN-F) 2 x 0.75  - 10A

60245 IEC 57 (H05RN-F) 2 x 1.00  - 10A

Size (mm
2
) Matching Connector

Rated 

Current
Cable Type
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Cat. No. VNBEU16S3

Desc. Straight Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. CS IEC 60884-1:

2002 + A1 + A2

Max. Rating 16A, 250V

Safety Approval ISC

Combo

Approvals

H03VV-F 3 x 0.75 VNBC5S* VDE

H03VV-F + 

60227 KS IEC 52 (H03VV-F)+ 

60227 IEC 52 (H03VV-F)

H05VV-F 3 x 0.75 V1625A*, VNBC5S* VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

H05VV-F 3 x 1.00 V1625A, V1625LA VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

VAC19, VAC19A, VAC19LA,

VSC19

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

Remarks

* Cable length limit to 2 meters.

VDE/EAC/KCVNBC13S3 x 1.50

                  CAMBODIA

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 1.50 VDE

VDE/EAC/KCVNBC13S3 x 1.00

3 x 0.75 - VDE/EAC/KC

3 x 0.75 VNBC13S* VDE/EAC/KC
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Cat. No. VNBEU16A3

Desc. Angled Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. CS IEC 60884-1:

2002 + A1 + A2

Max. Rating 16A, 250V

Safety Approval ISC

Combo

Approvals

H03VV-F 3 x 0.75 VNBC5S* VDE

H03VV-F + 

60227 KS IEC 52 (H03VV-F)+ 

60227 IEC 52 (H03VV-F)

H05VV-F 3 x 0.75 V1625A*, VNBC5S* VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

H05VV-F 3 x 1.00 V1625A, V1625LA VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

VAC19, VAC19A, VAC19LA,

VSC19

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

Remarks

* Cable length limit to 2 meters.

                  CAMBODIA

Cable Type Size (mm
2
)

H05VV-F 3 x 1.50 VDE

Matching Connector

3 x 0.75 - VDE/EAC/KC

3 x 0.75 VNBC13S* VDE/EAC/KC

3 x 1.50 VNBC13S VDE/EAC/KC

3 x 1.00 VNBC13S VDE/EAC/KC
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Cat. No. VNBGB10S2

Desc. Straight Plug for Class II Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

2 x 0.50 2.5A

2 x 0.75 6A

2 x 0.75 6A

2 x 0.75 6A

2 x 0.75 6A

2 x 1.00 10A

Remarks:

* Cable length limit to 2 meters.

VNBC7S,VNBC7SL

VNBC7S

-

VNBC17S* 

VNBC17S

60227 IEC 53 (RVV) 300/500 (Flat)

Matching

Connecotr

VNBC7S*

                  CHINA

Cable Type Size (mm
2
)

Rated 

Current

60227 IEC 53 (RVV) 300/500 (Round)

60227 IEC 52 (RVV) 300/300 (Round)

60227 IEC 53 (RVV) 300/500 (Round)

60227 IEC 52 (RVV) 300/300 (Flat)

60227 IEC 52 (RVV) 300/300 (Flat)
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Cat. No. V301C

Desc. Straight Plug for Class II Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

Matching

Connector

 2 x 0.50 VAC7A* 2.5A

2 x 0.75 VAC7A 6A

2 x 1.00 VAC17A 10A

Remarks: 

* Cable length limit to 2 meters.

Cable Type

                  CHINA

60227 IEC 53 (RVV) 300/500 (Round)

60227 IEC 52 (RVV) 300/300 (Flat)

60227 IEC 52 (RVV) 300/300 (Flat)

Size (mm
2
)

Rated 

Current
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Cat. No. VNBGB10S3

Desc. Straight Plug for Class I Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

3 x 0.75 6A

3 x 0.75 6A

3 x 1.00 10A

3 x 1.00 10A

3 x 1.00 10A

Remarks: 

* Cable length limit to 2 meters.

6A3 x 0.7560227 IEC 53 (RVV) 300/500 (Round) VNBC13S*, VNBC5S

60245 IEC 53 (YZ) 300/500

60245 IEC 89 (RQB) 300/300

                  CHINA

Cable Type
Matching

Connector

VNBC5S

-

VNBC13S

-

-

60245 IEC 89 (RQB) 300/300

60227 IEC 53 (RVV) 300/500 (Round)

Size (mm
2
)

Rated 

Current

60227 IEC 52 (RVV) 300/300 (Round)
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Cat. No. V3203C

Desc. Straight Plug for Class I Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

3 x 0.75 VAC5AR 6A

VAC5AR, V1625A*, 

V1625LA*

3 x 1.00 V1625A, V1625LA 10A

60245 IEC 53 (YZ) 300/500 3 x 0.75 VSCC15* 6A

60245 IEC 53 (YZ) 300/500 3 x 1.00 VSCC15, VAC15A 10A

60245 IEC 57 (YZW) 3 x 0.75  - 6A

60245 IEC 57 (YZW) 3 x 1.00 VAC15A 10A

60245 IEC 89 (RQB) 300/300 3 x 0.75 VSCC15* 6A

60245 IEC 89 (RQB) 300/300 3 x 1.00 VSCC15 10A

Remarks: 

* Cable length limit to 2 meters.

Matching Connector
Rated 

Current

6A

                  CHINA

60227 IEC 52 (RVV) 300/300 (Round)

Size (mm
2
)

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75

60227 IEC 53 (RVV) 300/500 (Round)

Cable Type
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Cat. No. VNBGB10A3

Desc. Angled Plug for Class I Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

Matching

Connector

3 x 0.75 VNBC5S 6A

3 x 0.75 VNBC13S*, VNBC5S 6A/10A

3 x 1.00 VNBC13S 10A

Remarks: 

* Cable length limit to 2 meters.

                  CHINA

Cable Type Size (mm
2
)

Rated 

Current

60227 IEC 52 (RVV) 300/300 (Round)

60227 IEC 53 (RVV) 300/500 (Round)

60227 IEC 53 (RVV) 300/500 (Round)

New!
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Cat. No. V3203CA

Desc. Angled Plug for Class I Appliance (RoHS 2) 

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75 V1625A* 6A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.00 V1625A 10A

60245 IEC 53 (YZ) 300/500 3 x 0.75 VSCC15* 6A

60245 IEC 53 (YZ) 300/500 3 x 1.00  - 10A

60245 IEC 57 (YZW) 3 x 0.75  - 6A

60245 IEC 57 (YZW) 3 x 1.00  - 10A

60245 IEC 89 (RQB) 300/300 3 x 0.75 VSCC15* 6A

60245 IEC 89 (RQB) 300/300 3 x 1.00 VSCC15 10A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.50 - 10A

Remarks: 

* Cable length limit to 2 meters.

Rated 

Current
Matching ConnectorSize (mm

2
)Cable Type

                  CHINA

July-2022 Page 32 of 387



Cat. No. GB10S3

Desc. Straight Plug with double insulation 

for Class I Appliance (RoHS 2)

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

60227 IEC 52 (RVV) 300/300 (Round) 3 x 0.75 VAC5S 6A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75 VAC5S, VAC5AR, V1625A* 6A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.00 V1625A 10A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.50 VAC13KS 10A

Remarks: 

* Cable length limit to 2 meters.

                  CHINA

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. GB10BS

Desc. Straight Plug with double insulation and Larger 

Cable Size for Class II Appliance (RoHS 2)

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

60227 IEC 53 (RVV) 300/500 (Round) 2 x 1.00 VAC17A, VAC17S 10A

60245 IEC 57 (YZW) 2 x 1.00  - 10A

                  CHINA

Size (mm
2
)Cable Type

Rated 

Current
Matching Connector
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Cat. No. GB16C

Desc. High Ampereage Straight Plug 

for Class I Appliance (RoHS 2)

Std. GB2099.1 / GB1002

Max. Rating 16A, 250V

Safety Approval CCC

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.00 VAC19* 16A

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.50 VAC19, VSC19, VAC19LA 16A

60245 IEC 89 (RQB) 300/300 3 x 1.50  - 16A

Remarks: 

* Cable length limit to 2 meters.

Rated 

Current

                  CHINA

Cable Type Size (mm
2
) Matching Connector
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Cat. No. GB16CA

Desc. High Ampereage Angled Plug 

for Class I Appliance (RoHS 2)

Std. GB2099.1 / GB1002

Max. Rating 16A, 250V

Safety Approval CCC

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.50 VSC19, VAC19A 16A

Cable Type Size (mm
2
) Matching Connector

                  CHINA

Rated 

Current
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Cat. No. GB10FA2

Desc. Angled Plug for Class II Appliance (RoHS 2)

Std. GB2099.1 / GB1002

Max. Rating 10A, 250V

Safety Approval CCC

60227 IEC 53 (RVV) 300/500 (Round) 2 x 0.75 VAC17S* 10A

60227 IEC 52 (RVV) 300/300 (Flat) 2 x 0.75 - 10A

Remarks: 

* Cable length limit to 2 meters.

Size (mm
2
) Matching Connector

Rated 

Current
Cable Type

                  CHINA
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Cat. No. MP233

Desc. Straight Plug for Class I Appliance

Std. IEC 884-1 & SB107-2-DI (STANDARD SHEET DK2-5A)

Max. Rating 13A, 250V

Safety Approval DEMKO

Cable Type Size (mm
2
) Matching Connector

Rated 

Current

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 10A/13A

VNBC5S, VAC5AR, VNBC13S*, 

V1625A*

H05VV-F 3 x 1.00 VNBC13S, V1625A, VAC19* 10A/13A

H05RR-F 3 x 0.75 VSCC15* 10A/13A

 

Remarks: 

* Cable length limit to 2 meters.

                  DENMARK

10A/13A3 x 0.75H05VV-F

July-2022 Page 38 of 387



Cat. No. MP233D

Desc. Straight Plug with double insulation for Class I Appliance

Std. IEC 884-1 & SB107-2-DI (STANDARD SHEET DK2-5A)

Max. Rating 13A, 250V

Safety Approval DEMKO

Cable Type Size (mm
2
) Matching Connector

Rated 

Current

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 10A/13A

VNBC5S, VAC5AR, VNBC13S*

V1625A*

H05VV-F 3 x 1.00 VNBC13S, V1625A, VAC19* 10A/13A

H05VV-F 3 x 1.50 V1625LA, VAC19, VAC19A, VAC19LA 13A

Remarks: 

* Cable length limit to 2 meters.

H05VV-F 3 x 0.75

                  DENMARK

10A/13A
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Cat. No. DM133SH  (Hospital plug)

Desc. Non-Rewirable Two-Pole Hospital Plug with Earthing Pin

Std. DS 60884-2 D1 (STANDARD SHEET DK 2-8a)

Max. Rating 13A, 250V

Safety Approval DEMKO

Cable Type Size (mm
2
) Matching Connector

Rated 

Current

H05VV-F 3 x 1.00 VNBC13S, V1625A, VAC19* 10A/13A

H05VV-F 3 x 1.50 V1625LA, VAC19, VAC19A, VAC19LA 13A

Remarks: 

* Cable length limit to 2 meters.

                  DENMARK

New!
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Cat. No. VNBEU16S3

Desc. Straight Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. IEC 60884-1 

(CEE 7 Standard Sheet VII)

Max. Rating 16A, 250V

Safety Approval VDE

Matching Combo

Connector Approvals

H03VV-F 3 x 0.75 VNBC5S* ISC

H03VV-F + 

60227 KS IEC 52 (H03VV-F) + 

60227 IEC 52 (H03VV-F)

H05VV-F 3 x 0.75 V1625A*, VNBC5S* ISC

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H03RT-H 3 x 0.75 - EAC

H05RN-F 3 x 0.75 - EAC

H05RR-F 3 x 0.75 - EAC

60245 KS IEC 53 (H05RR-F) 3 x 1.00 - EAC/KC

H05V2V2-F 3 x 1.00 - EAC

H05RN-F 3 x 1.00 - EAC

H03RT-H 3 x 1.00 - EAC

H05VV-F 3 x 1.00 V1625A, V1625LA ISC

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

VAC19, VAC19A, VAC19LA,

VSC19

Remarks

* Cable length limit to 2 meters.

                  EUROPE

EAC/KC/ISCVNBC5S*3 x 0.75

3 x 0.75

Cable Type Size (mm
2
)

VNBC5S*

VNBC13S*
EAC/KC/ISC

3 x 1.50H05VV-F ISC

EAC/KC/ISCVNBC13S3 x 1.00

3 x 1.50 VNBC13S EAC/KC/ISC
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EUROPE (CONT…)
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Cat. No. M2511

Desc. Straight Plug with Dual-earth contacts for Class I Appliance

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating 16A,  250V

Safety Approval KEMA, CEBEC, DEMKO, FIMKO, NEMKO, 

SEMKO, SEV, OVE, VDE, IMQ 

Matching

Connector

H03VV-F 3 x 0.75 VAC5AR

H05RR-F 3 x 0.75 VSCC15*

H05RR-F 3 x 1.00 VSCC15

H05VV-F 3 x 0.75 VAC5AR, V1625LA*

H05VV-F 3 x 1.00 VAC19*

H05VV-F 3 x 1.50 V1625LA

Remarks 

* Cable length limit to 2 meters.

                  EUROPE

Cable Type Size (mm
2
)

vvv
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Cat. No. VNBEU16A3

Desc. Angled Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. IEC 60884-1 

(CEE 7 Standard Sheet VII)

Max. Rating 16A, 250V

Safety Approval VDE

Matching Combo

Connector Approvals

H03VV-F 3 x 0.75 VNBC5S* ISC

H03VV-F + 

60227 KS IEC 52 (H03VV-F) + 

60227 IEC 52 (H03VV-F)

H05VV-F 3 x 0.75 V1625A*, VNBC5S* ISC

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H03RT-H 3 x 0.75 - EAC

H05RN-F 3 x 0.75 - EAC

H05RR-F 3 x 0.75 - EAC

60245 KS IEC 53 (H05RR-F) 3 x 1.00 - EAC/KC

H05V2V2-F 3 x 1.00 - EAC

H05RN-F 3 x 1.00 - EAC

H03RT-H 3 x 1.00 - EAC

H05VV-F 3 x 1.00 V1625A, V1625LA ISC

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

VAC19, VAC19A, VAC19LA,

VSC19

Remarks

* Cable length limit to 2 meters.

                  EUROPE

Cable Type Size (mm
2
)

H05VV-F 3 x 1.50 ISC

3 x 0.75 VNBC5S* EAC/KC/ISC

3 x 0.75
VNBC5S*

VNBC13S*
EAC/KC/ISC

3 x 1.50

3 x 1.00 VNBC13S EAC/KC/ISC

VNBC13S EAC/KC/ISC
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EUROPE (CONT…)
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Cat. No. M2511A

Desc. Angled Plug with Dual-earth contacts for Class I Appliance

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating 16A,  250V

Safety Approval KEMA - ENEC , CEBEC, DEMKO, NEMKO, 

FIMKO, SEMKO, SEV, OVE, VDE, IMQ

Matching

Connector

H03VV-F 3 x 0.75 VAC5AR

H05RR-F 3 x 0.75 VSCC15*

H05RR-F 3 x 1.00 VSCC15

H05VV-F 3 x 0.75 VAC5AR, V1625LA*

H05VV-F 3 x 1.00 VAC19*

H05VV-F 3 x 1.50 V1625LA

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
)

                  EUROPE
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Cat. No. EU2.5S2

Desc. Small Profile Straight Plug for Class II Appliance

Std. EN 50075

Max. Rating 2.5A,  250V

Safety Approval KEMA - ENEC , CEBEC, DEMKO, NEMKO, 

FIMKO, SEMKO, SEV, OVE, VDE, IMQ

Matching

Connector

H03VVH2-F 2 x 0.75 VNBC7S ,VAC7A

Cable Type Size (mm
2
)

                  EUROPE
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Cat. No. M4206

Desc. Straight Plug for Class II Appliance

Std. EN 50075

Max. Rating 2.5A,  250V

Safety Approval KEMA - ENEC , CEBEC, DEMKO, NEMKO, 

FIMKO, SEMKO, SEV, OVE, VDE, IMQ

Matching

Connector

H03VV-F 2 x 0.75 -

H03VVH2-F 2 x 0.50 VNBC7S*, VAC7A*

H03VVH2-F  (Tin-Coated) 2 x 0.75 -

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VNBC17S, VAC17A

H05VVH2-F 2 x 0.75 -

Remarks 

* Cable length limit to 2 meters. ·

Cable Type Size (mm
2
)

                  EUROPE
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Cat. No. VNBEU16S2

Desc. Non-rewirable Straight Plug For Class II Equipment

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 

Max. Rating 16A,  250V

Safety Approval VDE

Safety 

Approval

H03VVH2-F 2 x 0.75 VNBC7S, VNC7A, VAC7A EAC

H05VVH2-F 2 x 0.75 VNBC7S EAC

H05VVH2-F 2 x 1.00 - EAC

H03VV-F 2 x 0.75 - EAC

H05VV-F 2 x 0.75 VAC7SR, VNBC17S* EAC

H05VV-F 2 x 1.00 VAC17KS, VNBC17S, VAC17A EAC

H05VV-F 2 x 1.50 - EAC

H05V2V2-F 2 x 0.75 VAC17S* EAC

H05V2V2-F 2 x 1.00 VAC17S EAC

H05RR-F 2 x 0.75 - EAC

H05RR-F 2 x 1.00 -

H05RN-F 2 x 0.75 -

H05RN-F 2 x 1.00 - EAC

H03RT-H 2 x 0.75 - EAC

H03RT-H 2 x 1.00 - EAC

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
)

                  EUROPE

Matching

Connector

New!
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Cat. No. EUC6

Desc. Straight Plug with rubber cable type for Class II Appliance

Std. IEC 60884-1 (CEE 7 Standard Sheet XVII)

Max. Rating 16A,  250V

Safety Approval KEMA, CEBEC, DEMKO, FIMKO, NEMKO, 

SEMKO, SEV, OVE, VDE, IMQ 

Matching

Connector

H05VV-F 2 x 1.50 -

H07RN-F 2 x 1.00 -

H07RN-F 2 x 1.50 -

Cable Type

                  EUROPE

Size (mm
2
)
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Cat. No. EU16JS2

Desc. Straight Plug for Class II Appliance with Long Strain Relief

Std. IEC 60884-1 (CEE 7 Standard Sheet XVII)

Max. Rating 16A,  250V

Safety Approval KEMA, CEBEC, DEMKO, FIMKO, NEMKO, 

SEMKO, SEV, OVE, VDE, IMQ 

Matching

Connector

H05V2V2-F 2 x 0.75 VAC17S*

H05V2V2-F 2 x 1.00 VAC17S

H05V2V2H2-F 2 x 0.75 -

H05V2V2H2-F 2 x 1.00 -

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VNBC17S, VAC17A

H05VVH2-F 2 x 0.75 -

H05VVH2-F 2 x 1.00 -

Remarks 

* Cable length limit to 2 meters.

Size (mm
2
)Cable Type

                  EUROPE
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Cat. No. EU16S3SP

Desc. IP54 Splash-proof EU 3P SCHUKO plug

Non-rewirable Plug with dual-earthing contacts for Class I Equipment

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating 16A,  250V

Safety Approval KEMA

Matching

Connector

H05VV-F 3 x 0.75 VNBC13S, V1625A, VAC13KS

H05VV-F 3 x 1.00 VNBC13S, V1625A, VAC13KS

H05VV-F 3 x 1.50 VNBC13S, V1625LA, VAC13KS

H05RN-F 3 x 0.75 -

H05RN-F 3 x 1.00 -

H05BQ-F 3 x 0.75 -

H05BQ-F 3 x 1.00 -

H07RN-F 3 x 1.50 -

                  EUROPE

Cable Type Size (mm
2
)

New!
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Cat. No. EU16S2SP

Desc. IP54 Splash-proof EU 2P SCHUKO plug

Non-rewirable Two-Pole Plug for Class II Equipment

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating 16A,  250V

Safety Approval KEMA

Matching

Connector

H05VV-F 2 x 0.75 VNBC17S

H05VV-F 2 x 1.00 VNBC17S, VAC17A, VAC17KS

H05VV-F 2 x 1.50 -

H05RN-F 2 x 0.75 -

H05RN-F 2 x 1.00 -

H07RN-F 2 x 1.50 -

                  EUROPE

Cable Type Size (mm
2
)

New!

July-2022 Page 53 of 387



Cat. No. VNBUK13A2

Desc. Angled Plug for Class II Appliance 

Std. IEC 60884

Max. Rating 10A, 250V

Safety Approval GCC

Matching Rated Max. Fuse Combo

Connector Current Rating Approvals

H03VVH2-F 2 x 0.50 VNBC7S* 3A 5A

H05V2V2-F 2 x 0.75 - 6A 13A

H05VV-F 2 x 0.75 - 6A 13A

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 6A 13A

H05VVH2-F 2 x 0.75 VNBC7S 6A 13A

H05RR-F 2 x 0.75 - 6A 13A

H05RN-F 2 x 0.75 - 6A 13A

H05V2V2-F 2 x 1.00 - 10A 13A

H05VV-F 2 x 1.00 - 10A 13A

H05RR-F 2 x 1.00 - 10A 13A

H05RN-F 2 x 1.00 - 10A 13A

Remarks

* Cable length limit to 2 meters.

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

                  GULF COUNTRIES

Cable Type Size (mm
2
)

ASTA/CPS
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Cat. No. VNBUK13A2B

Desc. Angled Plug for Class II Appliance 

Std. IEC 60884

Max. Rating 13A, 250V

Safety Approval GCC

Rated Max. Fuse Combo

Current Rating Approvals

H07RN-F 2 x 1.00 10A 13A

H05RR-F 2 x 1.50 13A 13A

H07RN-F 2 x 1.50 13A 13A

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

(Big Strain Relief for rubber cables) 

Cable Type Size (mm
2
)

                  GULF COUNTRIES

ASTA/CPS
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Cat. No. VNBUK13A3

Desc.

Std. IEC 60884

Max. Rating 13A, 250V

Safety Approval GCC

Matching Rated Max. Fuse

Connector Current Rating

H05V2V2-F 3 x 0.75 - 6A 13A

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

VNBC13S*,

V1625A*，VNBC5S

VNBC13S, 

V1625A

H05V2V2-F 3 x 1.00 - 10A 13A

H05VV-F 3 x 1.50 VNBC13S 13A 13A

Remarks

* Cable length limit to 2 meters.

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

H05VV-F

Angled Plug for Class I Appliance 

Cable Type Size (mm
2
)

Combo 

Approvals

                  GULF COUNTRIES

ASTA/CPS

13A6A

3 x 1.00H05VV-F

3 x 0.75

13A10A
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Cat. No. VNBUK13A3B

Desc. Angled Plug for Class I Appliance 

(Big Strain Relief for rubber cables) 

Std. IEC 60884

Max. Rating 13A, 250V

Safety Approval GCC

Rated Max. Fuse Combo

Current Rating Approvals

H03RT-H 3 x 0.75 6A 13A

H05RR-F 3 x 0.75 6A 13A  

H05RN-F 3 x 0.75 6A 13A

H05RR-F 3 x 1.00 10A 13A

H03RT-H 3 x 1.00 10A 13A

H05RN-F 3 x 1.00 10A 13A

H03RT-H 3 x 1.50 13A 13A

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

Cable Type Size (mm
2
)

                  GULF COUNTRIES

ASTA/CPS
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Cat. No. UK13A3

Desc. Angled Plug for Class I and Class II Appliance

Std. IEC 60884

Max. Rating 10A, 250V

Safety Approval GCC

Matching Rated Max. Fuse

Connector Current Rating

H05VV-F 2 x 1.00 VNBC17S 10A 13A

H05VV-F 3 x 0.75 VAC5AR, V1625LA* 6A 13A

H05VV-F 3 x 1.00 V1625LA, VAC19* 10A 13A

Remarks 

* Cable length limit to 2 meters.

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

                  GULF COUNTRIES

Cable Type Size (mm
2
)
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Cat. No. MP5004

Desc. Angled Plug for Class I and Class II Appliance

Std. IEC 60884

Max. Rating 13A, 250V

Safety Approval GCC

Matching Rated Max. Fuse

Connector Current Rating

H05V2V2-F 2 x 0.75 VAC17S* 6A 13A

H05V2V2-F 2 x 1.00 VAC17S 10A 13A

H05VV-F 2 x 1.00 VAC17A 10A 13A

H05RR-F 3 x 1.00 VSCC15 10A 13A

H05VV-F 3 x 0.75 VAC5AR, V1625LA* 6A 13A

H05VV-F 3 x 1.00 VAC19* 10A 13A

V1625LA, VAC19, VAC19A, 

VAC19LA, VSC19

Remarks 

* Cable length limit to 2 meters.

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

13A13A3 x 1.50H05VV-F

                  GULF COUNTRIES

Cable Type Size (mm
2
)
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Cat. No. MP5004A

Desc. Angled Plug for Class I and Class II Appliance

Std. IEC 60884

Max. Rating 13A, 250V

Safety Approval GCC

Matching Rated Max. Fuse

Connector Current Rating

H03VV-F 3 x 0.75 VNBC5S 6A 13A

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

                  GULF COUNTRIES

Cable Type Size (mm
2
)
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Cat. No. MP234

Desc. Angled Plug for Class I and II Appliance

Std. BS546

Max. Rating 5A, 250V

Safety Approval Cable Type Test with ITS Certificate of compliance

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A

H03VV-F 3 x 0.75 VNBC5S, VAC5AR

H05VV-F 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A*

Remarks: 

* Cable length limit to 2 meters.

                  HONG KONG
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Cat. No. MP235

Desc. Angled Plug for Class I Appliance

Std. BS546

Max. Rating 15A, 250V

Safety Approval Cable Type Test with ITS Certificate of compliance

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A*

H05VV-F 3 x 1.00 VNBC13S, VAC19*

H05VV-F 3 x 1.50 V1625LA, VAC19, VAC19A, VAC19LA

Remarks: 

* Cable length limit to 2 meters.

                  HONG KONG

July-2022 Page 62 of 387



Cat. No. MP235B

Desc. Angled Plug for Class I Appliance

Std. BS546

Max. Rating 15A, 250V

Safety Approval Cable Type Test with ITS Certificate of compliance

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 2.50  -

                  HONG KONG
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Cat. No. IA6S2

Desc. Straight Plug for Class II Appliance

Std. IS 1293: 2005

Max. Rating 6A, 250V

Safety Approval BIS

IS 694, Flat (PVC insulated cable) 2 x 0.50  - 2.5A

IS 694, Flat (PVC insulated cable) 2 x 0.75 VNBC7S 6A

IS 694, Round (PVC insulated cable) 2 x 1.00  - 6A

                  INDIA

Cable Type Size (mm
2
) Matching Connector

Rated 

Current

July-2022 Page 64 of 387



Cat. No. VNBIA6A3

Desc. Angled Plug for Class II Appliance

Std. IS 1293: 2005

Max. Rating 6A, 250V

Safety Approval BIS

IS 694, Round  (PVC insulated cable) 3 x 0.75 VNBC5S

IS 694, Round  (PVC insulated cable) 3 x 1.00 VNBC13S

                  INDIA

Matching ConnectorCable Type Size (mm
2
)
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Cat. No. IA6A3

Desc. Angled Plug for Class I Appliance

Std. IS 1293: 2005

Max. Rating 6A, 250V

Safety Approval BIS

IS : 9968  (Cotton-braided cable) 3 x 0.75  -

                  INDIA

Matching ConnectorCable Type Size (mm
2
)
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Cat. No. IA16A3

Desc. Angled Plug for Class I Appliance

Std. IS 1293: 2005

Max. Rating 16A, 250V

Safety Approval BIS

3 x 1.5 VSC19

3 x 1.5  -

Size (mm
2
)

                  INDIA

Cable Type Matching Connector

IS 694, Round (PVC insulated cable)

IS : 9968 (Cotton-braided cable)
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Cat. No. VNBEU16S3

Desc. Straight Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. SNI 04-3892.1

Max. Rating 16A, 250V

Safety Approval SNI

Matching

Connector

60227 IEC 53 (H05VV-F) 3 x 0.75 VNBC13S*, V1625A*, VNBC5S*

60245 IEC 89 (H03RT-H) 3 x 0.75 -

60245 IEC 57 (H05RN-F) 3 x 0.75 -

60245 IEC 53 (H05RR-F) 3 x 0.75 -

60227 IEC 53 (H05VV-F) 3 x 1.00 VNBC13S, V1625A

60245 IEC 89 (H03RT-H) 3 x 1.00 -

60245 IEC 57 (H05RN-F) 3 x 1.00 -

60245 IEC 53 (H05RR-F) 3 x 1.00 -

60227 IEC 53 (H05VV-F) 3 x 1.50 VNBC13S

Remarks

* Cable length limit to 2 meters

                 INDONESIA

Cable Type Size (mm
2
)
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Cat. No. M2511

Desc. Straight Plug with Dual-earth contacts 

for Class I Appliance

Std. SNI 04-3892.1

Max. Rating 16A, 250V

Safety Approval SNI

Matching

Connector

60245 IEC 53 (H05RR-F) 3 x 1.00 VSCC15

                 INDONESIA

Cable Type Size (mm
2
)

vvv
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Cat. No. VNBEU16A3

Desc. Angled Plug with Dual-earth contacts  

for Class I Appliance (RoHS 2)

Std. SNI 04-3892.1

Max. Rating 16A, 250V

Safety Approval SNI

Matching

Connector

60227 IEC 53 (H05VV-F) 3 x 0.75 VNBC13S*, V1625A*, VNBC5S*

60245 IEC 89 (H03RT-H) 3 x 0.75 -

60245 IEC 57 (H05RN-F) 3 x 0.75 -

60245 IEC 53 (H05RR-F) 3 x 0.75 -

60227 IEC 53 (H05VV-F) 3 x 1.00 VNBC13S, V1625A

60245 IEC 89 (H03RT-H) 3 x 1.00 -

60245 IEC 57 (H05RN-F) 3 x 1.00 -

60245 IEC 53 (H05RR-F) 3 x 1.00 -

60227 IEC 53 (H05VV-F) 3 x 1.50 VNBC13S

Remarks

* Cable length limit to 2 meters

                 INDONESIA

Cable Type Size (mm
2
)
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Cat. No. M2511A

Desc. Angled Plug with Dual-earth contacts 

for Class I Appliance

Std. SNI 04-3892.1

Max. Rating 16A, 250V

Safety Approval SNI

Matching

Connector

60245 IEC 53 (H05RR-F) 3 x 1.00 VSCC15

                 INDONESIA

Cable Type Size (mm
2
)
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Cat. No. M4206

Desc. Straight Plug for Class II Appliance

Std. SNI 04-3892.1

Max. Rating 2.5A, 250V

Safety Approval SNI

Matching

Connector

60227 IEC 52 (H03VVH2-F) 2 x 0.50 VNBC7S*

60228 IEC 52 (H03VVH2-F) 2 x 0.75 VNBC7S, VAC7A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 VNBC7S

60245 IEC 89 (H03RT-H) 2 x 0.75  -

Remarks

* Cable length limit to 2 meters

                 INDONESIA

Cable Type Size (mm
2
)
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Cat. No. M3204

Desc. Straight Plug for Class II Appliance

Std. SNI 04-3892.1

Max. Rating 16A, 250V

Safety Approval SNI

Matching

Connector

60227 IEC 52 (H03VVH2-F) 2 x 0.50 VNBC7S*

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VNBC7S, VAC7A

60227 IEC 53 (H05VVH2-F) 2 x 0.75 VNBC7S

60245 IEC 53 (H05RR-F) 2 x 0.75  -

60245 IEC 53 (H05RR-F) 2 x 1.00  -

60245 IEC 57 (H05RN-F) 2 x 0.75  -

60245 IEC 57 (H05RN-F) 2 x 1.00  -

60245 IEC 89 (H03RT-H) 2 x 0.75  -

60245 IEC 89 (H03RT-H) 2 x 1.00  -

Remarks

* Cable length limit to 2 meters

Size (mm
2
)

                 INDONESIA

Cable Type
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Cat. No. EU2.5S2

Desc. Small Profile Straight Plug for Class II Appliance

Std. SNI 04-3892.1

Max. Rating 2.5A, 250V

Safety Approval SNI

Matching

Connector

60227 IEC 52 (H03VVH2-F) 2 x 0.50 VNBC7S*

60227 IEC 52 (H03VVH2-F) 2 x 0.75 VNBC7S

Cable Type Size (mm
2
)

                 INDONESIA
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Cat. No. SI2.5S2

Desc. Straight Plug for Class II Appliance

Std. SI 32 Part 1.01

Max. Rating 2.5A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VAC7S, VAC7A

                  ISRAEL
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Cat. No. SI16S2

Desc. Straight Plug for Class II Appliance

Std. SI 32 Part 1.01

Max. Rating 16A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VAC17A, VNBC17S

H05VV-F 2 x 1.50  -

H03VV-F 2 x 0.75  -

H05V2V2-F 2 x 0.75 VAC17S*

H05V2V2-F 2 x 1.00 VAC17S

Remarks: 

* Cable length limit to 2 meters.

                  ISRAEL
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Cat. No. SI16A2

Desc. Angled Plug for Class II Appliance

Std. SI 32 Part 1.01

Max. Rating 16A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VNBC17S, VAC17A

H05VV-F 2 x 1.50  -

H03VV-F 2 x 0.75  -

Remarks: 

* Cable length limit to 2 meters.

                  ISRAEL
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Cat. No. SI16S3

Desc. Straight Plug for Class I Appliance

Std. SI 32 Part 1.01

Max. Rating 16A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H05VV-F  3 x 0.75 VNBC5S, VAC5AR, V1625*, V1625A*

H05VV-F  3 x 1.00 V1625, VAC19*

H05VV-F  3 x 1.50 V1625LA, VAC19, VAC19A, VAC19LA

H03VV-F  3 x 0.75 VNBC5S, VAC5AR

H05RR-F  3 x 1.00 VSCC15

Remarks: 

* Cable length limit to 2 meters.

                  ISRAEL
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Cat. No. SI16A3

Desc. Angled Plug for Class I Appliance

Std. SI 32 Part 1.01

Max. Rating 16A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H05VV-F  3 x 0.75 VNBC5S, VAC5AR, V1625*, V1625A*

H05VV-F  3 x 1.00 V1625, VAC19*

H05VV-F  3 x 1.50 V1625LA, VAC19,VAC19A, VAC19LA

H03VV-F  3 x 0.75 VNBC5S, VAC5AR

H05RR-F  3 x 1.00 VSCC15

Remarks: 

* Cable length limit to 2 meters.

                  ISRAEL

July-2022 Page 79 of 387



Cat. No. SA16A

Desc. Angled Plug for Class I Appliance

Std. SI 32 Part 1.01

Max. Rating 16A, 250V

Safety Approval SII

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 2.50  -

                  ISRAEL
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Cat. No. IT10S2

Desc. Straight Plug for Class II Appliance

Std. CEI 23-50

Max. Rating 10A, 250V

Safety Approval IMQ

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A

H05VVH2-F 2 x 0.75 -

H03VV-F 2 x 0.75  -

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VNBC17S

H05RN-F 2 x 0.75  -

H05RN-F 2 x 1.00  -

H05RR-F 2 x 0.75  -

H05RR-F 2 x 1.00  -

Remarks: 

* Cable length limit to 2 meters.

                 ITALY
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Cat. No. IT10S3

Desc. Straight Plug for Class I Appliance

Std. CEI 23-50

Max. Rating 10A, 250V

Safety Approval IMQ

Cable Type Size (mm
2
) Matching Connector

H03VV-F 3 x 0.75 VNBC5S, VAC5AR

VNBC5S, VAC5AR, VNBC13S*，

V1625A*

H05VV-F 3 x 1.00 VNBC13S, V1625A, V1625LA

H05RN-F 3 x 0.75  - 

H05RN-F 3 x 1.00  -

H05RR-F 3 x 0.75 VSCC15*

H05RR-F 3 x 1.00 VSCC15

H03RT-H 3 x 0.75 VSCC15*

H03RT-H 3 x 1.00  -

Remarks: 

* Cable length limit to 2 meters.

                 ITALY

3 x 0.75H05VV-F
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Cat. No. IT16S3

Desc. Straight Plug for Class I Appliance

Std. CEI 23-50

Max. Rating 16A, 250V

Safety Approval IMQ

Cable Type Size (mm
2
) Matching Connector

H05VV-F 3 x 1.50 V1625BS, VAC19, VAC19A

                 ITALY
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Cat. No. VNBUS15S3

Desc. 3 Pins Straight Plug - (Without sleeve) 

for Class I Appliance

Std. JIS C8303 & JIS C8306 

(Under Ordinance 1)

Max. Rating 15A, 125V

Safety Mark PSE

VCTF 3 x 2.00

Rated Current

15A, 125V

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. M711

Desc. Small Profile Straight Plug for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HVFF 2 x 0.75 VAC7A 7A

HHFF 2 x 0.75  - 7A

PSE IEC 52 (Flat) 2 x 0.75 VNBC7S 7A

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625, V1625A 7A

VFF 2 x 1.25 V1625 12A

HVFF 2 x 1.25  - 12A

Cable Type
Rated 

Current
Size (mm

2
) Matching Connector

                 JAPAN
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Cat. No. M711A

Desc. Small Profile Angled Plug for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HHFF 2 x 0.75  - 7A

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625A 7A

VFF 2 x 1.25 V1625 12A

VFF 2 x 2.00  - 15A

Matching Connector Rated CurrentCable Type Size (mm
2
)

                 JAPAN
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Cat. No. M733

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HVFF 2 x 0.75 VAC7A 7A

HHFF 2 x 0.75  - 7A

VCT 2 x 0.75  - 7A

VCTF 2 x 0.75 V1625, V1625A, VAC7S 7A

HVCTF 2 x 0.75  - 7A

PSE IEC 53 2 x 0.75  - 7A

PNCTF 2 x 0.75  - 7A

VCT 2 x 1.25  - 12A

VCTF 2 x 1.25 VNBC13S, VAC17A, VAC17S 12A

HVCTF 2 x 1.25  - 12A

PNCTF 2 x 1.25  - 12A

HHFF 2 x 1.25  - 12A

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

HVCTF 2 x 2.00  - 15A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. M733F

Desc. Straight Plug with Flat cable for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VFF 2 x 0.75 VNBC7S, VAC7A 7A

VCTFK 2 x 0.75  - 7A

HVFF 2 x 0.75 VAC7A 7A

HHFF 2 x 0.75  - 7A

HVCTFK 2 x 0.75 VNBC7S 7A

227 IEC 52 (Flat)  2 x 0.75 VNBC7S 7A

VFF 2 x 1.25 V1625 12A

HVFF 2 x 1.25  - 12A

HHFF 2 x 1.25  - 12A

VFF 2 x 2.00  - 15A

HVFF 2 x 2.00  - 15A

HHFF 2 x 2.00  - 15A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. M744

Desc. Straight Plug for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

HVCTF 3 x 0.75 VNBC5S, VNBC13S*, V1625A* 7A

PNCTF 3 x 0.75 V1625* 7A

HVCTF (AL/MY) 3 x 0.75 V1625* 7A

PSE 227 IEC 52 (Round) 3 x 0.75 VNBC5S 7A

PSE 227 IEC 53 (Round) 3 x 0.75 VNBC5S 7A

VCTF 3 x 1.25 VNBC13S, V1625A, VSCC15 12A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

PNCTF 3 x 1.25  - 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

HVCTF 3 x 2.00 VNBC13S, VAC19A, VAC19LA 15A

Remarks: 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
)

                 JAPAN

Matching Connector Rated Current
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Cat. No. M755

Desc. Straight Plug with external earth contact 

for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

SVCT 3 x 0.75  - 7A

PSE IEC 52 3 x 0.75 VNBC5S 7A

PSE IEC 53 3 x 0.75 VNBC5S, VNBC13S*, V1625A* 7A

HVCTF 3 x 0.75 VNBC5S, VNBC13S* 7A

VCTF 3 x 1.25 VNBC13S, V1625A 12A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

VCTF 3 x 2.00 VNBC13S, V1625LA, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

Matching Connector
Rated 

Current

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. JS15GS2

Desc. Straight Plug with Cord-grip for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 1.25 VNBC13S, VAC17A, VNBC17S 12A

HVCTF 2 x 1.25  - 12A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. JS15QS2

Desc. Straight Plug with Gold-plated blades for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 1.25 VNBC13S, VAC17A, VNBC17S 12A

VCTF 2 x 2.00 VNBC13S, VAC17BS 15A

                 JAPAN

Size (mm
2
)Cable Type Matching Connector Rated Current
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Cat. No. JS15QTS2

Desc. Straight Plug with Gold-plated blades (Housing Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

                 JAPAN

Cable Type Rated CurrentSize (mm
2
) Matching Connector
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Cat. No. JS15SC

Desc. Filtered Straight Plug with Radio Interference 

Suppression Choke for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HVFF 2 x 0.75 VAC7A 7A

NOTE:

Please check tooling availability.

Matching Connector Rated Current

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. JS15ES2

Desc. Straight Plug with double insulation & Quadrate 

Strain relief for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625A 7A

Cable Type Size (mm
2
)

                 JAPAN

Rated CurrentMatching Connector
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Cat. No. V722-S

Desc. Anti Tracking Straight Plug (Sleeve Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 0.75 V1625, V1625A, VAC17S 7A

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HVFF 2 x 0.75 VAC7A 7A

HVCTF 2 x 0.75  - 7A

PSE 227 IEC 52 2 x 0.75 VAC7A 7A

VFF 2 x 1.25 V1625 12A

HVFF 2 x 1.25  - 12A

VCTF 2 x 1.25 VNBC13S, VAC17A, VNBC17S 12A

VCTFK 2 x 1.25 VNBC13S 12A

VFF 2 x 2.00  - 15A

HVFF 2 x 2.00  - 15A

VCTFK 2 x 2.00  - 15A

Matching Connector Rated Current

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. V722

Desc. Anti Tracking Straight Plug (Housing Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625A 7A

227 IEC 52 (Flat) 2 x 0.75 VNBC7S 7A

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HVFF 2 x 0.75 VAC7A 7A

HHFF 2 x 0.75  - 7A

VCTF 2 x 0.75 V1625, V1625A, VAC17S 7A

HVCTF 2 x 0.75  - 7A

VFF 2 x 1.25 V1625 12A

HVFF 2 x 1.25  - 12A

HHFF 2 x 1.25  - 12A

VCTFK 2 x 1.25 VNBC13S 12A

VCTF 2 x 1.25 VNBC13S,VAC17A, VNBC17S 12A

HVCTF 2 x 1.25  - 12A

VFF 2 x 2.00  - 15A

HVFF 2 x 2.00  - 15A

HHFF 2 x 2.00  - 15A

VCTFK 2 x 2.00  - 15A

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

HVCTF 2 x 2.00  - 15A

                 JAPAN

Cable Type Rated CurrentSize (mm
2
) Matching Connector
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Cat. No. V722A-S

Desc. Anti Tracking Angled Plug (Sleeve Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 0.75 V1625, V1625A, VAC17S 7A

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625A 7A

VCTF 2 x 1.25 VNBC13S, VAC17A, VNBC17S 12A

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

                 JAPAN

Matching Connector Rated CurrentCable Type Size (mm
2
)
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Cat. No. V722A

Desc. Anti Tracking Angled Plug (Housing Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 2 x 0.75 V1625, V1625A, VAC17S 7A

VCTFK 2 x 0.75  - 7A

HVFF 2 x 0.75 VAC7A 7A

VCTF 2 x 1.25 VNBC13S, VAC17A, VNBC17S 12A

VCTFK 2 x 1.25 VNBC13S 12A

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

VCTFK 2 x 2.00  - 15A

VFF 2 x 2.00  - 15A

HVFF 2 x 2.00  - 15A

                 JAPAN

Cable Type Size (mm
2
) Rated CurrentMatching Connector
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Cat. No. V722F

Desc. Anti Tracking Straight Plug with Built-in Fuse 

(Sleeve Cable Type) for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HVFF 2 x 0.75 VAC7A 7A

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HHFF 2 x 0.75  - 7A

                 JAPAN

Rated CurrentCable Type Size (mm
2
) Matching Connector
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Cat. No. V722F

Desc. Anti Tracking Straight Plug with Built-in Fuse 

(Housing Cable Type) for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625A 7A

HVCTFK 2 x 0.75 VNBC7S 7A

HHFF 2 x 0.75  - 7A

                 JAPAN

Size (mm
2
) Matching Connector Rated CurrentCable Type
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Cat. No. V722AF

Desc. Anti Tracking Angled Plug with Built-in Fuse 

(Housing Cable Type) for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTFK 2 x 0.75 VNBC7S, VAC7A, V1625 7A

HVCTFK 2 x 0.75 VNBC7S 7A

227 IEC 52 (Flat) 2 x 0.75 VNBC7S 7A

VFF 2 x 0.75 VNBC7S, VAC7A 7A

VCTFK 2 x 1.25 VNBC13S 12A

VFF 2 x 2.00  - 15A

VCTFK 2 x 2.00  - 15A

HVFF 2 x 2.00  - 15A

                 JAPAN

Matching ConnectorSize (mm
2
) Rated CurrentCable Type
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Cat. No. V722T

Desc. Anti Tracking Straight Plug with Double crimp 

(Housing Cable Type) for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VFF 2 x 0.75 VNBC7S, VAC7A 7A

HVFF 2 x 0.75 VAC7A 7A

HHFF 2 x 0.75  - 7A

VFF 2 x 1.25 V1625 12A

HVFF 2 x 1.25  - 12A

HHFF 2 x 1.25  - 12A

HHFF 2 x 2.00  - 15A

                 JAPAN

Rated CurrentMatching ConnectorSize (mm
2
)Cable Type
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Cat. No. JS15T3

Desc. Anti Tracking Straight Plug (Sleeve Cable Type) with external 

earth contact for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

HVCTF 3 x 0.75 VNBC5S, VNBC13S*, V1625A* 7A

PSE IEC 52 3 x 0.75 VNBC5S 7A

PSE IEC 53 3 x 0.75 VNBC5S, V1625*, V1625A* 7A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

VCTF 3 x 2.00 V1625A, V1625LA, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

                 JAPAN

Cable Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. JS15TS2

Desc. Anti Tracking Straight Plug with big cable 

(Housing Cable Type) for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCT 2 x 2.00  - 15A

VCTF 2 x 2.00 VNBC13S, V1625BS, VAC17BS 15A

Rated Current

                 JAPAN

Size (mm
2
) Matching ConnectorCable Type

July-2022 Page 105 of 387



Cat. No. JS15TZS2

Desc. Anti Tracking Straight Plug (Housing Cable Type) for 

Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HHFF 2 x 1.25  - 12A

Cable Type

                 JAPAN

Size (mm
2
) Matching Connector Rated Current
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Cat. No. JS15TZS3

Desc. Anti Tracking Straight Plug (Sleeve Cable Type) for 

Class I Appliance

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HVCTF 3 x 0.75 VNBC5S, VNBC13S*, V1625A* 7A

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

VCT 3 x 0.75  - 7A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

HVCTF 3 x 2.00 VNBC13S, VAC19A, VAC19LA 15A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

Matching Connector Rated Current

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. JS15TS3

Desc. Anti Tracking Straight Plug (Housing Cable Type) with 

external earth contact for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

PSE IEC 52 3 x 0.75 VNBC5S 7A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

                 JAPAN

Rated 

Current
Cable Type Size (mm

2
) Matching Connector
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Cat. No. JP15TKS3

Desc. Anti Tracking Straight Plug (Twist Locking Cable Type) 

for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

HVCTF 3 x 0.75 VNBC5S, VNBC13S*, V1625A* 7A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

Remarks: 

* Cable length limit to 2 meters.

                 JAPAN

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. JP615S3

Desc. NEMA 6-15P Straight Plug for Class I Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 250V

Safety Approval PSE

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Matching ConnectorCable Type Size (mm
2
)

Rated 

Current

                 JAPAN
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Cat. No. JS15THS3

Desc. Anti Tracking Straight Plug (Housing Cable Type) for

Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

PSE 227 IEC 53 (IEC-J) 3 x 0.75 VNBC5S 7A

PSE 227 IEC 53 (IEC-J) 3 x 1.00 V1625A 7A

HVCTF 3 x 1.25 VNBC13S, V1625A, V1625LA 12A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Rated CurrentCable Type Size (mm
2
) Matching Connector

                 JAPAN
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Cat. No. JS15S3

Desc. Straight Plug for Class I Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

PSE 227 IEC 52 (Round) 3 x 0.75 VNBC5S 7A

PSE 227 IEC 53 (Round) 3 x 0.75 VNBC5S 7A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

Rated CurrentMatching ConnectorSize (mm
2
)Cable Type

                 JAPAN
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Cat. No. JP15CS3

Desc. Straight Plug (Hospital-grade) for Class I Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* 7A

PSE 227 IEC 53 (IEC-J) 3 x 1.00 V1625A 7A

VCTF 3 x 1.25 VNBC13S, V1625A, VAC15BS 12A

VCTF 3 x 2.00 VNBC13S, V1625A, VAC19, VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Matching Connector Rated Current

                 JAPAN
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Cat. No. JS15RS3

Desc. 3-pole Plug Receptacle with external earth contact

(RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VSF 1 x 2.00  - 15A

Matching Connector Rated CurrentCable Type Size (mm
2
)

                 JAPAN
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Cat. No. USJ15B

Desc. Two-pole Plug for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

SPT-2 + VFF AWG 18 x 2 + 2 x 0.75 VNBC7S rated 7A, 125V

NISPT-2 + VCTFK AWG 18 x 2 + 2 x 0.75 VNBC7S rated 7A, 125V

Cable Type Size (mm
2
) Matching Connector

Combo 

Approvals

UL/c-UL, CSA

                 JAPAN
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Cat. No. USJ15TS3

Desc. 3 Pins Plug - 125V (With or without sleeve)

Std. JIS C8303 & JIS C8306 (Under Ordinance 1)

Max. Rating 15A, 125V

Safety Approval PSE

VCTF 3 x 1.25 -

VCTF 3 x 2.00 -

Cable Type Size (mm
2
) Matching Connector

Combo 

Approvals

UL/c-UL, CSA

                 JAPAN
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Cat. No. US115S

Desc. 2 Pins Plug (Without sleeve) (RoHS 2)

Std. JIS C8303 & JIS C8306  (Under Ordinance 1)

Max. Rating 15A, 250V

Safety Approval PSE

SPT-2 + VFF AWG 18/2 + 2 x 0.75 - 7A, 125V

NISPT-2 + VCTFK AWG 18/2 + 2 x 0.75 - 7A, 125V

                 JAPAN

Cable Type Size (mm
2
) Matching Connector

Combo 

Approvals
Rated Current

BSMI + 

UL/CSA
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Cat. No. VNUS15S3

Desc. Straight Plug for Class I Appliance

Std. JIS C8303 & JIS C8306 (Under Ordinance 1)

Max. Rating 7A, 125V

Safety Mark PSE

VCTF 3 x 0.75

Remarks

* Cable length limit to 2 meters.

VNBC5S, VNBC13S*, VNC13A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector
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Cat. No. VNJS15S2

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306 (Under Ordinance I)

Max. Rating 15A, 125V

Safety Mark PSE

VCTFK 2 x 0.75 VNBC7S, VNC7A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector
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Cat. No. VNJS15FS2

Desc. Straight Plug (Flat Strain Relief) for Class II Appliance

(RoHS 2)

Std. JIS C8303 & JIS C8306 (Under Ordinance I)

Max. Rating 15A, 125V

Safety Mark PSE

VFF 2 x 0.75 VNBC7S, VNC7A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector
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Cat. No. VNJS15SS2

Desc. Anti-Tracking Straight Plug (Sleeve Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306 (Under Ordinance I)

Max. Rating 15A, 125V

Safety Mark PSE

VCTFK 2 x 0.75 VNBC7S, VNC7A

                 JAPAN

Cable Type Size (mm
2
) Matching Connector
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Cat. No. VNJS15FSS2

Desc. Anti-Tracking Straight Plug 

(Flat Strain Relief & Sleeve Cable Type) 

for Class II Appliance (RoHS 2)

Std. JIS C8303 & JIS C8306 (Under Ordinance I)

Max. Rating 15A, 125V

Safety Mark PSE

VFF 2 x 0.75 VNBC7S, VNC7A

Matching Connector

                 JAPAN

Cable Type Size (mm
2
)
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Cat. No. VNBEU16S3

Desc. Straight Plug with Dual-earth contacts  

for Class I Appliance (RoHS 2)

Std. K60884-1

Max. Rating 16A, 250V

Safety Approval KC

Matching Combo

Connector Approvals

H03VV-F + 

60227 KS IEC 52 (H03VV-F)+ 

60227 IEC 52 (H03VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

H05RR-F +

60245 KS IEC 53 (H05RR-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F)+

60227 IEC 53 (H05VV-F)

H05VV-F +

60227 IEC 53 (H05VV-F)

60227 KS IEC 53 (H05VV-F) 3 x 1.50 - -

Remarks

* Cable length limit to 2 meters.

3 x 0.75

3 x 0.75
VNBC5S*

VNBC13S*
VDE/EAC/ISC

VDE/EAC/ISC

3 x 1.50

3 x 1.00 VNBC13S VDE/EAC/ISC

VDE/EAC-3 x 1.00

EAC/ISCVNBC13S

VNBC5S*

                   KOREA

Cable Type Size (mm
2
)
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Cat. No. M2511

Desc. Straight Plug with Dual-earth contacts for Class I Appliance

Std. K60884-1

Max. Rating 16A, 250V

Safety Approval KC

60227 KS IEC 53 (H05VV-F) 3 x 0.75 VAC5AR, V1625A* 7A

60227 KS IEC 53 (H05VV-F) 3 x 1.00 V1625A, V1625LA 10A

60227 KS IEC 53 (H05VV-F) 3 x 1.50 VAC19A, VAC19LA, VSC19 15A

Remarks: 

* Cable length limit to 2 meters.

                   KOREA

Size (mm
2
)Cable Type

Rated 

Current
Matching Connector

vvv
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Cat. No. VNBEU16A3

Desc. Angled Plug with Dual-earth contacts  

for Class I Appliance (RoHS 2)

Std. K60884-1

Max. Rating 16A, 250V

Safety Approval KC

Matching Combo

Connector Approvals

H03VV-F + 

60227 KS IEC 52 (H03VV-F) + 

60227 IEC 52 (H03VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05RR-F +

60245 KS IEC 53 (H05RR-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05VV-F +

60227 IEC 53 (H05VV-F)

60227 KS IEC 53 (H05VV-F) 3 x 1.50 - -

Remarks

* Cable length limit to 2 meters.

3 x 1.50

3 x 0.75

3 x 0.75

3 x 1.00

VNBC13S EAC/ISC

- VDE/EAC

3 x 1.00 VNBC13S VDE/EAC/ISC

VNBC5S* VDE/EAC/ISC

VNBC5S*

VNBC13S*
VDE/EAC/ISC

                   KOREA

Cable Type Size (mm
2
)
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Cat. No. M2511A

Desc. Angled Plug with Dual-earth contacts for Class I Appliance

Std. K 60884-1

Max. Rating 16A, 250V

Safety Approval KC

60227 KS IEC 53 (H05VV-F) 3 x 0.75 V1625A* 7A

60227 KS IEC 53 (H05VV-F) 3 x 1.00 V1625A 10A

60227 KS IEC 53 (H05VV-F) 3 x 1.50 VAC19A 15A

Remarks: 

* Cable length limit to 2 meters.

                   KOREA

Cable Type Size (mm
2
) Matching Connector

Rated 

Current
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Cat. No. MP2217

Desc. Straight Plug for Class II Appliance

Std. K 60884-1

Max. Rating 2.5A, 250V

Safety Approval KC

60227 KS IEC 52 (H03VVH2-F ) 2 x 0.50 VAC7S*, VAC7A* 2.5A

60227 KS IEC 52 (H03VVH2-F ) 2 x 0.75 VAC7S, VAC7A 2.5A

60227 KS IEC 53 (H05VVH2-F) 2 x 0.75 - 2.5A

Remarks: 

* Cable length limit to 2 meters.

                   KOREA

Cable Type Size (mm
2
) Matching Connector Rated Current
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Cat. No. KR3SC2

Desc. Filtered Straight Plug with Radio Interference 

Suppression Choke for Class II Appliance

Std. K 60884-1

Max. Rating 2.5A, 250V

Safety Approval KC

60227 KS IEC 52 (H03VVH2-F) 2 x 0.75 SZC7S 1200µH to 1000µH

NOTE:

Please check tooling availability.

InductanceSize (mm
2
) Matching Connector

                   KOREA

Cable Type
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Cat. No. KR16S2

Desc. Straight Plug for Class II Appliance

Std. K 60884-1

Max. Rating 16A, 250V

Safety Approval KC

60227 KS IEC 52 (H03VVH2-F) 2 x 0.75 VAC7S 10A

60227 KS IEC 53 (H05VVH2-F) 2 x 0.75  - 10A

60227 KS IEC 53 (H05VV-F) 2 x 0.75 VAC17S* 10A

60227 KS IEC 53 (H05VV-F)   2 x 1.00 VAC17A 10A

60245 IEC 57 (H05RN-F) 2 x 1.00  - 10A

Remarks: 

* Cable length limit to 2 meters.

Cable Type

                   KOREA

Rated CurrentSize (mm
2
) Matching Connector
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Cat. No. UK13A2

Desc. Design Improved Cable Type 4 Angled Plug for 

Class II Appliance

Std. MS 589-1

Max. Rating 13A, 250V

Safety Approval SIRIM

Matching Max. Fuse

Connector Rating

H03VVH2-F 2 x 0.75 VAC7S 6A 13A

Remarks: 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Rated Current

                 MALAYSIA
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Cat. No. UK13A3

Desc. Design Improved Cable Type 4 Angled Plug 

for Class I and II Appliance

Std. MS 589-1

Max. Rating 13A, 250V

Safety Approval SIRIM

Matching Max. Fuse

Connector Rating

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

H05VV-F 3 x 0.75 VNBC5S, V1625*, V1625A* 6A 13A

Remarks: 

* Cable length limit to 2 meters.

Rated Current

                 MALAYSIA

Cable Type Size (mm
2
)
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                   NORTH AMERICA

Cat. No. VNBUS15S3

Desc. NEMA 5-15P Straight Plug for Class I Appliance  

Std. UL498 , UL817 , CSA Std C22.2

Max. Rating 15A, 125V

Safety Mark UL/c-UL

SJT 3 x AWG 14

Rated Current

15A, 125V

Cable Type Size
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                   NORTH AMERICA

Cat. No. US115RPS

Desc. NEMA 1-15P Plug Receptacle use only on Telephone

Appliance with a IEC Std. C7 configuration (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 10A, 125V

Safety Approval UL, CSA

SPT-2 2 x AWG 18 VNBC7S, VAC7A

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

NOTE:

Please check tooling availability.

Matching ConnectorSizeCable Type
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                   NORTH AMERICA

Cat. No. ME301S

Desc. NEMA 1-15P Straight Plug for Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: ME301P

* rated current at 7A

NISPT-1 2 x AWG 16 -

NISPT-1 2 x AWG 18 VNBC7S, VAC7A

NISPT-2 2 x AWG 16 -

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

SPT-1  2 x AWG 18 VNBC7S, VAC7A

SPT-2 2 x AWG 16 -

SPT-2 2 x AWG 18 VNBC7S, VAC7A

SPT-3 2 x AWG 18 -

XTW* 2 x AWG 20 -

Cable Type Size Matching Connector
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                   NORTH AMERICA

Cat. No. ME301RP

Desc. NEMA 1-15P Straight Polarized Plug 

for Hot Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Non-Polarized version catalogue No.: ME301R

HPN 2 x AWG 16 -

HPN 2 x AWG 18 -

Size Matching ConnectorCable Type
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                   NORTH AMERICA

Cat. No. ME302 

Desc. NEMA 1-15P Straight Plug for Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: ME302P

SJ 2 x AWG 16 -

SJ 2 x AWG 18 -

SJO 2 x AWG 16 -

SJO 2 x AWG 18 -

SJT  2 x AWG 16 VAC17S, VAC17A 

SJT  2 x AWG 18 VAC7S, VAC17S

SJTW 2 x AWG 16 -

SJTW 2 x AWG 18 -

SJTOW 2 x AWG 16 -

SJTOW 2 x AWG 18 -

SPT-2 2 x AWG 16 -

SPT-2 2 x AWG 18 VNBC7S, VAC7A

SVT 2 x AWG 16 VAC17S

SVT 2 x AWG 17 -

SVT 2 x AWG 18 VAC17S

Cable Type Size Matching Connector
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                   NORTH AMERICA

Cat. No. ME302GR

Desc. NEMA 1-15P Straight Plug with Cord-Grip for 

Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: ME302GR P

HPN  2 x AWG 16 -

HPN  2 x AWG 17 -

HPN  2 x AWG 18 -

SJO  2 x AWG 16 -

SJO  2 x AWG 18 -

SJT  2 x AWG 16 VAC17S, VAC17A 

SJT  2 x AWG 18 VAC7S, VAC17S

SJTO 2 x AWG 16 -

SJTO 2 x AWG 18 -

SJTOW 2 x AWG 16 -

SJTOW 2 x AWG 18 -

SJTW 2 x AWG 16 -

SJTW 2 x AWG 18 -

SPT-2 2 x AWG 18 VNBC7S, VAC7A

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

SV 2 x AWG 18 -

SVT 2 x AWG 16 VAC17S

SVT 2 x AWG 17 -

SVT 2 x AWG 18 VAC17S

Matching ConnectorSizeCable Type
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                   NORTH AMERICA

Cat. No. US15B

Desc. NEMA 1-15P Straight Plug for Class II Appliance 

with Enhanced Strain Relief (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: US15BP 

SJ 2 x AWG 14 -

SJ 2 x AWG 16 -

SJ 2 x AWG 18 -

SJT 2 x AWG 14 -

SJT 2 x AWG 16 VAC17S, VAC17A 

SJT 2 x AWG 18 VAC7S, VAC17S

SOW 2 x AWG 16 -

SJTOW 2 x AWG 18 -

S 2 x AWG 16 -

S 2 x AWG 18 -

ST 2 x AWG 18 -

SJO 2 x AWG 16 -

Matching ConnectorSizeCable Type
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Cat. No. US15S2

Desc. NEMA 1-15P Straight Plug with Folded-blades for 

Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

SPT-1  2 x AWG 18 VNBC7S, VAC7A

SPT-2 2 x AWG 18 VNBC7S, VAC7A

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

Cable Type Size Matching Connector
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Cat. No. US115SC

Desc. NEMA 1-15P Straight Plug with ferrite core 

for Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 7A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: US115PSC

NISPT-1 2 x AWG 18 VNBC7S, VAC7A

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

SPT-1  2 x AWG 18 VNBC7S, VAC7A

SPT-2 2 x AWG 18 VNBC7S, VAC7A

NOTE:

Please check tooling availability.

Cable Type Size InductanceMatching Connector

650μH -30% +30%
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Cat. No. USJ15B

Desc. NEMA 1-15P Straight Plug for Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

NISPT-2 2 x AWG 18 VNBC7S, VAC7A -

SPT-2 2 x AWG 18 VNBC7S, VAC7A -

SPT-2 + VFF 2 x AWG 18 + 2 x 0.75 VNBC7S rated 7A, 125V

NISPT-2 + VCTFK 2 x AWG 18 + 2 x 0.75 VNBC7S rated 7A, 125V

Matching ConnectorSizeCable Type
Combo 

Approvals

PSE
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Cat. No. US115LS

Desc. NEMA 1-15P Straight Plug  with larger face for 

use on Electric Toys (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Polarized version catalogue No.: US115LPS

NISPT-2 2 x AWG 18 VNBC7S, VAC7A

SPT-2 2 x AWG 18 VNBC7S, VAC7A

Size Matching ConnectorCable Type
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Cat. No. US115S 

Desc. NEMA 1-15P Double Insulated Straight Plug 

for Class II Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

NISPT-1 2 x AWG 18 VNBC7S, VAC7A -

NISPT-2 2 x AWG 16 - -

NISPT-2 2 x AWG 18 VNBC7S, VAC7A -

SPT-1  2 x AWG 18 VNBC7S, VAC7A -

SPT-2 2 x AWG 16 - -

SPT-2 2 x AWG 18 VNBC7S, VAC7A -

SPT-2 + VFF 2 x AWG 18 + 2 x 0.75 -

NISPT-2 + VCTFK 2 x AWG 18 + 2 x 0.75 -
BSMI + PSE

Combo 

Approvals
Cable Type Size Matching Connector
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Cat. No. US515RP

Desc. NEMA 5-15P Plug Receptacle use only on IT Appliance

with an IEC Std. C13 configuration (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 10A, 125V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, 

VNBC13S, V1625A, V1625LA, 

VAC15BS

VNBC13S, V1625A, V1625LA, 

VNBC5S, VAC5AR, VAC5AL

VNBC13S, V1625A, V1625LA, 

VAC5S, VAC5AR, VAC5AL

NOTE:

Please check tooling avaliability.

3 x AWG 18SVT (Shielded) 

3 x AWG 18SJTOW

3 x AWG 18SVT

Cable Type Size Matching Connector
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Cat. No. MP204

Desc. NEMA 5-15P Straight Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

HPN  3 x AWG 16

HPN  3 x AWG 18

NISPT-2 3 x AWG 16 -

NISPT-2 3 x AWG 18 VAC5S, VAC5AR, VAC5AL

NISPT-3 3 x AWG 16 -

NISPT-3 3 x AWG 18 -

SJ (Shielded) 3 x AWG 18 -

SJO 3 x AWG 14 -

SJO 3 x AWG 16 -

SJO 3 x AWG 18 -

SJO (Shielded) 3 x AWG 18 -

V1625LA, V1625BA, V1625BS, VAC15A

VAC19A, VAC19LA, VSC19

VNBC13S,V1625A, V1625LA, V1625BA, VAC15A,

VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S,V1625A, V1625LA, VSC19

SJT (Shielded) 3 x AWG 16 VNBC13S,V1625A, V1625LA

SJT (Shielded) 3 x AWG 18 VNBC13S,V1625A, V1625LA

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA,VAC15A, VSC19

SJTW 3 x AWG 18 VNBC13S,V1625A, V1625LA, VSC19

SJTO 3 x AWG 14 V1625BA, V1625BS

SJTO 3 x AWG 16 VNBC13S, V1625BA

SJTO 3 x AWG 18 VNBC13S, V1625A, V1625LA

SJTOW 3 x AWG 14 V1625BA, V1625BS,VAC15BS

SJTOW 3 x AWG 16 VNBC13S, V1625BA,VAC15BS

3 x AWG 14SJT

3 x AWG 16SJT

Matching ConnectorSizeCable Type
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SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA,VAC15BS

SPT-2  3 x AWG 16 -

SPT-2  3 x AWG 18 VNBC13S, VNBC5S, VAC5AR, VAC5AL

SPT-3 3 x AWG 14 -

SPT-3 3 x AWG 16 -

SPT-3 3 x AWG 18 -

SVT 3 x AWG 16 VNBC13S, V1625A, V1625LA, VSC19

VNBC13S, VNBC5S,  VAC5AR, VAC5AL, V1625A,

V1625LA, VSC19, V1625AT

VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, 

V1625LA

 

Matching ConnectorSizeCable Type

SVT 

SVT (Shielded)

3 x AWG 18

3 x AWG 18
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Cat. No. PS204 

Desc. NEMA 5-15P Straight Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

Cord-grip version catalogue No.: PS204GR

Polarized version catalogue No.: ME301R

Double-insulated version catalogue No.: PS204D

HPN  3 x AWG 16

HPN  3 x AWG 18

SPT-2  3 x AWG 16 -

SPT-2  3 x AWG 17 -

SPT-2  3 x AWG 18 VNBC13S, VNBC5S, VAC5AR, VAC5AL

SPT-3  3 x AWG 14 -

SPT-3  3 x AWG 16 -

SPT-3 3 x AWG 17 -

SPT-3 3 x AWG 18 -

NISPT-2 3 x AWG 16 -

NISPT-2 3 x AWG 17 -

NISPT-2 3 x AWG 18 VAC5S, VAC5AR, VAC5AL

NISPT-3 3 x AWG 16 -

NISPT-3 3 x AWG 17 -

NISPT-3 3 x AWG 18 -

SJ 3 x AWG 14 VAC15BS

SJ 3 x AWG 16 VAC15BS

SJ 3 x AWG 18 VAC15BS

SJ (Shielded) 3 x AWG 18 -

SJO  3 x AWG 14 -

SJO  3 x AWG 16 -

SJO  3 x AWG 17 -

SJO  3 x AWG 18 -

SJOW 3 x AWG 16 -

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 
3 x AWG 14SJT 

Cable Type Size Matching Connector
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VNBC13S, V1625A, V1625LA, V1625BA, 

VAC15A, VAC19A

VAC19LA, VSC19

SJT 3 x AWG 17 VNBC13S

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJT (Shielded) 3 x AWG 14 V1625BA, V1625BS

SJT (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA

SJT (Shielded) 3 x AWG 17 -

SJT (Shielded) 3 x AWG 18 VNBC13S, V1625A, V1625LA

SJTO 3 x AWG 14 V1625BA, V1625BS

SJTO 3 x AWG 16 VNBC13S, V1625BA

SJTO 3 x AWG 17 -

SJTO 3 x AWG 18 VNBC13S, V1625A, V1625LA

SJTOO 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOO 3 x AWG 16 VNBC13S, V1625BA, VAC15BS

SJTOO 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJTOOW 3 x AWG 14 VNBC13S, V1625BA, VAC15BS

SJTOOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJTOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 17 -

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJTOW (Shielded) 3 x AWG 18 -

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 17 -

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

SVT 3 x AWG 16 VNBC13S, V1625A, V1625LA, VSC19

SVT 3 x AWG 17 -

VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, 

V1625LA, V1625AT, VSC19

SVT (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA

3 x AWG 18SVT 

Matching ConnectorSizeCable Type

3 x AWG 16SJT 
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SVT (Shielded) 3 x AWG 17 -

VNBC13S, VNBC5S, VAC5AR, VAC5AL,V1625A, 

V1625LA

SVTO 3 x AWG 16 -

SVTO 3 x AWG 17 -

SVTO 3 x AWG 18 V1625, V1625A, V1625LA

SVTOO 3 x AWG 16 -

SVTOO 3 x AWG 17 -

SVTOO 3 x AWG 18 V1625, V1625A, V1625LA

SOW 3 x AWG 16 -

ST 3 x AWG 16 V1625BA

ST 3 x AWG 18 -

STO 3 x AWG 16 VAC15BS

STOO 3 x AWG 16 VAC15BS

STW 3 x AWG 16 V1625BA, V1625BA

STOW 3 x AWG 16 VAC15BS

STOOW 3 x AWG 16 VAC15BS

SV 3 x AWG 18 -

HSJO 3 x AWG 16 -

SJOOW 3 x AWG 16 -

3 x AWG 18SVT (Shielded)

Cable Type Size Matching Connector
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Cat. No. PS204A  

Desc. NEMA 5-15P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

SPT-2 3 x AWG 16 -

SPT-2 3 x AWG 18 VNBC13S, VNBC5S, VAC5AR, VAC5AL

SPT-3 3 x AWG 14 -

SPT-3  3 x AWG 16 -

SPT-3 3 x AWG 18 -

NISPT-2 3 x AWG 16 -

NISPT-2 3 x AWG 18 VAC5S, VAC5AR, VAC5AL

NISPT-3 3 x AWG 16 -

NISPT-3 3 x AWG 18 -

SJT  3 x AWG 14 VAC15BS, VAC15BS

SJT  3 x AWG 16 VNBC13S, VAC15BS

SJT  3 x AWG 18 VNBC13S, VAC15BS

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

SJTOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJO 3 x AWG 16

SJO 3 x AWG 18

SVT 3 x AWG 17 -

VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, V1625LA,

V1625AT, VSC19

SVT (Shielded) 3 x AWG 17 -

SVT (Shielded) 3 x AWG 18 VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, V1625LA

3 x AWG 18SVT 

Matching ConnectorCable Type Size
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Cat. No. US15S3

Desc. NEMA 5-15P Straight Plug with Folded-blades 

for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

VNBC13S, VNBC5S, VAC5AR, VAC5AL,

V1625A, V1625LA, V1625AT, VSC19

SJT  3 x AWG 18 VNBC13S, VAC15BS, VAC15BS

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SPT-2 3 x AWG 18 VNBC13S, VAC5S, VAC5AR, VAC5AL

Cable Type Size Matching Connector

3 x AWG 18SVT 
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Cat. No. PS206 

Desc. NEMA 5-15P Straight Hospital Grade Plug 

for Class I Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS,

VAC15A, VAC19A, 

VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA

V1625BA, VAC15A

VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJT  (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA

SJT  (Shielded) 3 x AWG 18 VNBC13S, V1625A, V1625LA

VNBC13S, VNBC5S, VAC5AR, 

VAC5AL, V1625A, V1625LA, 

V1625AT, VSC19

VNBC13S, VAC5S, VAC5AR, 

VAC5AL, V1625A, V1625LA

Matching ConnectorCable Type Size

3 x AWG 18SVT (Shielded)

3 x AWG 18SVT

3 x AWG 16

3 x AWG 14SJT 

SJT 
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Cat. No. PS206A

Desc. NEMA 5-15P Straight Hospital Grade Plug 

for Class I Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS, VAC15A

VAC19A, VAC19LA, VSC19 

SJT 3 x AWG 16 VNBC13S, VAC13AD, VAC13KS,VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJT  (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA

SJT  (Shielded) 3 x AWG 18 VNBC13S, V1625A, V1625LA

VNBC13S, VAC5S, VAC5AR, VAC5AL, V1625A, 

V1625LA
3 x AWG 18SVT (Shielded)

3 x AWG 14SJT 

Cable Type Size Matching Connector
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Cat. No. USL515PS3 

Desc. NEMA WD 6, L5-15P Straight Plug for Class I Appliance

(RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

SJT 3 x AWG 18 -

Size

3 x AWG 14SJT 

Matching ConnectorCable Type
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Cat. No. US515SC

Desc. Filtered NEMA 5-15P Straight Plug for Class I Appliance

(RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

VNBC13S, V1625A, V1625LA, 

V1625BS, VAC15A

VAC19A, VAC19LA, VSC19

NOTE:

Please check tooling availability.

InductanceMatching ConnectorSizeCable Type

950μH -35% +35%3 x AWG 16SJT 
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Cat. No. USI515A 

Desc. NEMA 5-15P 30-degree Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS

VAC15A VAC19A, VAC19LA

VSC19 

VNBC13S, V1625A, V1625LA

V1625BA, VAC15A, VAC19A

VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA,VSC19

NOTE:

Subject to tooling availablity

 

SizeCable Type

3 x AWG 14

3 x AWG 16SJT 

SJT 

Matching Connector
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Cat. No. US515A

Desc. NEMA 5-15P 45-degree Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, 

V1625BA, VAC15A, VAC19A, 

VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJT (Shielded) 3 x AWG 14 V1625BA, V1625BS

SJT (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA 

SJT (Shielded) 3 x AWG 18 VNBC13S,V1625A, V1625LA

NOTE:

Subject to tooling availablity

SJT 

3 x AWG 14SJT 

Matching ConnectorCable Type Size

3 x AWG 16
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Cat. No. USJ15TS3

Desc. NEMA 5-15P Straight Anti-Tracking Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, VAC15A, -

VAC19A, VAC19LA, VSC19 -

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19 -

SVT 3 x AWG 16 VNBC13S, V1625A, V1625LA, VSC19 -

VCTF 3 x 1.25 -

VCFT 3 x 2.00 -

Matching ConnectorSize

3 x AWG 16SJT

3 x AWG 14SJT -

Cable Type

PSE

Combo 

Approvals
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Cat. No. US515RS 

Desc. NEMA 5-15P Receptacle use only on Uninterrupted Power 

Supply Appliances

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 125V

Safety Approval UL/c-UL, CSA

SJ 3 x AWG 14 VAC15BS, VAC15BS

SJ 3 x AWG 16 VAC15BS, VAC15BS

SJO 3 x AWG 14 VAC15B

SJO 3 x AWG 16 VAC15BS

SJOO 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJOO 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJOOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJOOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

V1625LA, V1625BA, V1625BS, VAC15A,

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, 

VAC15A, VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SVT 3 x AWG 16 VNBC13S, V1625A, V1625LA, VSC19

VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, 

V1625LA, VSC19

Matching ConnectorSizeCable Type

3 x AWG 14SJT

3 x AWG 16SJT

3 x AWG 18SVT
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Cat. No. PS520

Desc. NEMA 5-20P Straight Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 125V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, VAC15A

VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA ,VSC19

SJT (Shielded) 3 x AWG 12 VAC19A

SJT (Shielded) 3 x AWG 14 V1625BA, V1625BS

SJT (Shielded) 3 x AWG 16 VNBC13S, V1625A, V1625LA

SJT (Shielded) 3 x AWG 18 VNBC13S, V1625A, V1625LA

SJTW 3 x AWG 12 VSC19

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, VAC15BS, VAC15A, VSC19 

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

Cable Type Size Matching Connector

3 x AWG 16SJT

3 x AWG 14SJT
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Cat. No. PS520A

Desc. NEMA 5-20P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 125V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

Cable Type Size Matching Connector
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Cat. No. US520A3 

Desc. NEMA WD 6, 5-20P Angled Anti-Tracking Plug for

Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 125V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

Cable Type Size Matching Connector
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                   NORTH AMERICA

Cat. No. USL520PS3 

Desc. NEMA WD 6, L5-20P Straight Plug for Class I Appliance

(RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 125V

Safety Approval UL/c-UL, CSA

SJ 3 x AWG 12 VAC19A, VAC19LA, VSC19

SJ 3 x AWG 14 VAC15BS, VAC15BS

SJ 3 x AWG 16 VAC15BS, VAC15BS

SJ 3 x AWG 18 VAC15BS, VAC15BS

SJO 3 x AWG 12 -

SJO 3 x AWG 14 VAC15BS

SJO 3 x AWG 16 VAC15BS

SJO 3 x AWG 18 VAC15BS

SJOW 3 x AWG 12 -

SJOW 3 x AWG 14 -

SJOW 3 x AWG 16 -

SJOW 3 x AWG 18 -

SJT 3 x AWG 12 VAC19A, VAC19LA,VSC19

V1625LA, V1625BA, V1625BS, VAC15A, VAC19A

VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, VAC15A

VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJTOW 3 x AWG 12 -

SJTOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJTW 3 x AWG 12 VSC19

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

3 x AWG 16SJT

Cable Type

3 x AWG 14SJT

Matching ConnectorSize
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                   NORTH AMERICA

Cat. No. VS205S 

Desc. NEMA 6-15P Straight Plug for Class I Appliance 

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 250V

Safety Approval UL/c-UL, CSA

V1625LA, V1625BA, V1625BS, VAC15A

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, 

VAC15A, VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJTOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

VNBC13S, VNBC5S, VAC5AR, VAC5AL, V1625A, 

V1625LA, V1625AT, VSC19
3 x AWG 18SVT 

SJT 3 x AWG 14

3 x AWG 16SJT

Matching ConnectorSizeCable Type
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                   NORTH AMERICA

Cat. No. VS205A 

Desc. NEMA 6-15P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 15A, 250V

Safety Approval UL/c-UL, CSA

SPT-3  3 x AWG 14 -

SPT-3  3 x AWG 16 -

NISPT-3 3 x AWG 14 -

NISPT-3 3 x AWG 16 -

V1625LA, V1625BA, V1625BS, VAC15A, VAC19A

VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, VAC15A 

VAC19A, VAC19LA, VSC19

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 16 VNBC13S, V1625BA, VAC15BS, VAC15A, VSC19

SJTW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS, VSC19

SJTOW 3 x AWG 14 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 16 V1625BA, V1625BS, VAC15BS

SJTOW 3 x AWG 18 VNBC13S, V1625A, V1625LA, VAC15BS

SJOW 3 x AWG 14 -

STW 3 x AWG 18 -

Cable Type

3 x AWG 14SJT

3 x AWG 16SJT

Matching ConnectorSize
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                   NORTH AMERICA

Cat. No. PS620  

Desc. NEMA 6-20P Straight Plug for Class I Appliance (RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 250V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

VNBC13S, V1625A, V1625LA, V1625BA, VAC15A, 

VAC19A, VAC19LA, VSC19

SJT 3 x AWG 18 VNBC13S, V1625A, V1625LA, VSC19

SJTW 3 x AWG 12 VSC19

NOTE:

Please check tooling availability.

Cable Type Size

3 x AWG 14SJT

3 x AWG 16SJT

Matching Connector
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                   NORTH AMERICA

Cat. No. VS207A

Desc. NEMA 6-20P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 250V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

SPT-3  3 x AWG 12 -

SPT-3  3 x AWG 14 -

NISPT-3 3 x AWG 12 -

NISPT-3 3 x AWG 14 -

Matching Connector

3 x AWG 14SJT

Cable Type Size
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                   NORTH AMERICA

Cat. No. USL620PS3 

Desc. NEMA WD 6, L6-20P Straight Plug for Class I Appliance

(RoHS 2)

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 20A, 250V

Safety Approval UL/c-UL, CSA

SJT 3 x AWG 12 VAC19A, VAC19LA, VSC19

V1625LA, V1625BA, V1625BS, VAC15A, 

VAC19A, VAC19LA, VSC19 

SJTW 3 x AWG 12 VSC19

SJTW 3 x AWG 14 V1625BA, V1625BS, VAC15BS, VAC15A, VSC19

Matching ConnectorCable Type Size

3 x AWG 14SJT
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                   NORTH AMERICA

Cat. No. VS208A

Desc. NEMA 6-30P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 25A, 250V

Safety Approval UL/c-UL, CSA

SPT-3  3 x AWG 12 -

NISPT-3 3 x AWG 12 -

Size Matching ConnectorCable Type
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                   NORTH AMERICA

Cat. No. USL630PS

Desc. NEMA WD 6, L6-30P Locking Cable Type Plug 

for Class I Appliance (RoHS 2)

Std. UL498 , UL817 , CSA STD C22.2

JIS C8303 & JIS C8306 (Under Ordinance 1) 

Max. Rating 30A, 250V

Safety Approval UL/c-UL, CSA

Combo 

Approvals

SJT 3 x AWG 10  -  -

ST + VCT 3 x AWG 9 + 3 x 5.50  - PSE

VCT 3 x 5.5  - PSE

Matching ConnectorSizeCable Type
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                   NORTH AMERICA

Cat. No. US650A 

Desc. NEMA 6-50P Angled Plug for Class I Appliance

Std. UL498, UL817, CSA Std C22.2 

Max. Rating 25A, 250V

Safety Approval UL/c-UL, CSA

SPT-3 3 x AWG 12 - 

ST 3 x AWG 12 - 

STO 3 x AWG 12 - 

STOO 3 x AWG 12 - 

STW 3 x AWG 12 - 

STOW 3 x AWG 12 - 

STOOW 3 x AWG 12 - 

Matching ConnectorSizeCable Type
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                   NORTH AMERICA

Cat. No. USL2130PS

Desc. NEMA WD 6, L21-30P Locking Cable Type Plug for Class I 

Appliance 3 phase Y, 4 pole, 5 wire, GRounding type

Std. UL498 , UL817 , CSA STD C22.2

Max. Rating 30A, 208V

Safety Approval UL/c-UL, CSA

SOOW 5 x AWG 10 -

Matching ConnectorSizeCable Type
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Cat. No. VNUS15S3

Desc. NEMA 5-15P Straight Plug for Class I Appliance

Std. UL498, UL817, CSA Std. C22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

SVT 3 x AWG 18 VNBC13S, VNBC5S 10A

SJT 3 x AWG 18 VNBC13S 10A

SJT 3 x AWG 16 VNBC13S 13A

                  NORTH AMERICA

Cable Type Size Matching Connector Rated Current
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Cat. No. VNUS15FS3

Desc. NEMA 5-15P Straight Plug for Class I Appliance

Std. UL498, UL817, CSA Std. C22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

SPT-2 3 x AWG 18 VNBC5S 10A

                  NORTH AMERICA

Cable Type Size Matching Connector Rated Current
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Cat. No. VNUS15S2

Desc. NEMA 1-15P Straight Plug for Class II Appliance

(RoHS 2)

Std. UL498, UL817, CSA Std. C22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

NISPT-2 2 x AWG 18 VNBC7S, VNC7A 10A

SPT-2 2 x AWG 18 VNBC7S, VNC7A 10A

Matching Connector Rated Current

                  NORTH AMERICA

Cable Type Size
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Cat. No. VNBEU16S2

Desc. Non-rewirable Straight Plug For Class II Equipment

Std. IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 

Max. Rating 16A,  250V

Safety Approval EAC

Combo

Approval

H03VVH2-F 2 x 0.75 VDE

H05VVH2-F 2 x 0.75 VDE

H05VVH2-F 2 x 1.00 VDE

H03VV-F 2 x 0.75 VDE

H05VV-F 2 x 0.75 VDE

H05VV-F 2 x 1.00 VDE

H05VV-F 2 x 1.50 VDE

H05V2V2-F 2 x 0.75 VDE

H05V2V2-F 2 x 1.00 VDE

H05RR-F 2 x 0.75 VDE

H05RN-F 2 x 1.00 VDE

H03RT-H 2 x 0.75 VDE

H03RT-H 2 x 1.00 VDE

Remarks 

* Cable length limit to 2 meters.

Remarks

* Cable length limit to 2 meters.

Matching Connector

VNBC7S, VNC7A, VAC7A

VNBC7S

-

VAC7SR, VNBC17S*

-

-

-

-

VAC17KS, VNBC17S, VAC17A

-

VAC17S*

VAC17S*

-

                 RUSSIA

Cable Type Size (mm
2
)
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Cat. No. VNBEU16S3

Desc. Straight Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. GOST R 51322.1     

(CEE 7 Standard Sheet VII)

Max. Rating 16A, 250V

Safety Approval EAC

Matching Combo

Connector Approvals

H03VV-F + 

60227 KS IEC 52 (H03VV-F) + 

60227 IEC 52 (H03VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H03RT-H 3 x 0.75 - VDE

H05RN-F 3 x 0.75 - VDE

H05RR-F 3 x 0.75 - VDE

H05RR-F + 3 x 1.00 - VDE/KC

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05V2V2-F 3 x 1.00 - VDE

H05RN-F 3 x 1.00 - VDE

H03RT-H 3 x 1.00 - VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

Remarks

* Cable length limit to 2 meters.

3 x 1.50 VNBC13S VDE/KC/ISC

VNBC5S*3 x 0.75 VDE/KC/ISC

3 x 0.75
VNBC5S*

VNBC13S*
VDE/KC/ISC

                 RUSSIA

Cable Type Size (mm
2
)
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RUSSIA (CONT...)
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Cat. No. M2511 

Desc. Straight Plug with Dual-earth contacts for 

Class I Appliance

Std. GOST R 51322.1    

Max. Rating 16A, 250V

Safety Approval EAC

Matching

Connector

H05VV-F 3 x 1.50 VSC19

05VV-F (Screened / Al-Mlyar) 3 x 1.00 -

RD 7056 (Screened cable) 3 x 1.00 -

Cable Type Size (mm
2
)

                 RUSSIA

vvv
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Cat. No. VNBEU16A3

Desc. Angled Plug with Dual-earth contacts    

for Class I Appliance (RoHS 2)

Std. GOST R 51322.1     

(CEE 7 Standard Sheet VII)

Max. Rating 16A, 250V

Safety Approval EAC

Matching Combo

Connector Approvals

H03VV-F + 

60227 KS IEC 52 (H03VV-F) + 

60227 IEC 52 (H03VV-F)

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H03RT-H 3 x 0.75 - VDE

H05RN-F 3 x 0.75 - VDE

H05RR-F 3 x 0.75 - VDE

H05RR-F + 3 x 1.00 - VDE/KC

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

H05V2V2-F 3 x 1.00 - VDE

H05RN-F 3 x 1.00 - VDE

H03RT-H 3 x 1.00 - VDE

H05VV-F +

60227 KS IEC 53 (H05VV-F) +

60227 IEC 53 (H05VV-F)

Remarks

* Cable length limit to 2 meters.

VDE/KC/ISC

3 x 0.75 VNBC5S* VDE/KC/ISC

3 x 0.75
VNBC5S*

VNBC13S*
VDE/KC/ISC

3 x 1.50 VNBC13S

                 RUSSIA

Cable Type Size (mm
2
)
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Cat. No. M2511A

Desc. Angled Plug with Dual-earth contacts for Class I Appliance

Std. GOST R 51322.1    

Max. Rating 16A, 250V

Safety Approval EAC

Matching

Connector

H05VV-F 3 x 1.50 VSC19

Cable Type Size (mm
2
)

                 RUSSIA
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Cat. No. M4206

Desc. Straight Plug for Class II Appliance

Std. GOST R 51322.1    

Max. Rating 2.5A, 250V

Safety Approval EAC

Matching

Connector

H03RT-H 2 x 0.75 -

H03VV-F 2 x 0.75 -

H03VVH2-F 2 x 0.50 SZC7S*

H03VVH2-F 2 x 0.75 SZC7S

H05VV-F 2 x 0.75 -

H05VV-F 2 x 1.00 -

H05VVH2-F 2 x 0.75 SZC7S

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
)

                 RUSSIA
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Cat. No. M3204

Desc. Straight Plug for Class II Appliance

Std. GOST R 51322.1    

Max. Rating 16A, 250V

Safety Approval EAC

Matching

Connector

H03RT-H 2 x 0.75 -

H03RT-H 2 x 1.00 -

H03VV-F 2 x 0.75 -

H03VVH2-F 2 x 0.75 -

H05RN-F 2 x 0.75 -

H05RN-F 2 x 1.00 -

H05RR-F 2 x 0.75 -

H05RR-F 2 x 1.00 -

H05V2V2H2-F 2 x 0.75 -

H05V2V2H2-F 2 x 1.00 -

H05VVH2-F 2 x 0.75 -

H05VVH2-F 2 x 1.00 -

                 RUSSIA

Cable Type Size (mm
2
)
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Cat. No. SA16A

Desc. Angled Plug for Class I and Class II Appliance

Std. SANS 164-1

Max. Rating 16A, 250V

Safety Approval SABS or SANS Compliance

Cable Type Size (mm
2
) Matching Connector

H03VVH2-F 2 x 0.75 VAC7S

H05VV-F 2 x 0.75 VAC17S*,VAC17A

H03VV-F 3 x 0.75 VAC5S, VAC5AR

H03VV-F 3 x 0.75 -

H05VV-F 3 x 0.75 V1625*, V1625A, VAC5S

H05VV-F 3 x 1.00 V1625, V1625A

H05VV-F 3 x 1.50 VSC19

H03RT-F 3 x 0.75 -

H03RT-F 3 x 1.00 -

H05RR-F 3 x 1.00 VSCC15

H05RR-F 3 x 0.75 VSCC15*

Remarks

* Cable length limit to 2 meters.

                 SOUTH AFRICA

July-2022 Page 187 of 387



                   SINGAPORE

Cat. No. VNBUK13A2

Desc.

Std. SS145/A  

Max. Rating 10A, 250V

Safety Approval CPS

Matching Max. Fuse Combo

Connector Rating Approvals

H03VVH2-F 2 x 0.50 VNBC7S* 3A 5A

H05V2V2-F 2 x 0.75 - 6A 13A

H05VV-F 2 x 0.75 - 6A 13A

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 6A 13A

H05VVH2-F 2 x 0.75 VNBC7S 6A 13A

H05RR-F 2 x 0.75 - 6A 13A

H05RN-F 2 x 0.75 - 6A 13A

H05V2V2-F 2 x 1.00 - 10A 13A

H05VV-F 2 x 1.00 - 10A 13A

H05RR-F 2 x 1.00 - 10A 13A

H05RN-F 2 x 1.00 - 10A 13A

Remarks

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Rated Current

Angled Plug for Class II Appliance 

ASTA/GCC
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Cat. No. VNBUK13A2B

Desc.

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

Max. Fuse Combo

Rating Approvals

H07RN-F 2 x 1.00 10A 13A

H05RR-F 2 x 1.50 13A 13A

H07RN-F 2 x 1.50 13A 13A

                   SINGAPORE

Angled Plug for Class II Appliance  

(Big Strain Relief for rubber cables) 

Cable Type Size (mm
2
)

Rated 

Current

ASTA/GCC
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                   SINGAPORE

Cat. No. UK13A2

Desc. Angled Plug for Class II Appliance

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

H03VVH2-F 2 x 0.50 VAC7A* 5A 

Remarks

* Cable length limit to 2 meters.

Cable Type
Max. Fuse 

Rating
Matching ConnectorSize (mm

2
)
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                   SINGAPORE

Cat. No. VNBUK13A3

Desc.

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

Matching Rated Max. Fuse Combo

Connector Current Rating Approvals

H05V2V2-F 3 x 0.75 - 6A 13A

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

VNBC13S*, 

V1625A*, VNBC5S

H05VV-F 3 x 1.00 VNBC13S, V1625A 10A 13A

H05V2V2-F 3 x 1.00 - 10A 13A

H05VV-F 3 x 1.50 VNBC13S 13A 13A

Remarks

* Cable length limit to 2 meters.

Angled Plug for Class I Appliance 

Cable Type Size (mm
2
)

6A3 x 0.75H05VV-F 13A
ASTA/GCC
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                   SINGAPORE

Cat. No. VNBUK13A3B

Desc. Angled Plug for Class I Appliance  

(Big Strain Relief for rubber cables) 

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

Rated Max. Fuse Combo

Current Rating Approvals

H03RT-H 3 x 0.75 6A 13A

H05RR-F 3 x 0.75 6A 13A

H05RN-F 3 x 0.75 6A 13A

H05RR-F 3 x 1.00 10A 13A

H03RT-H 3 x 1.00 10A 13A

H05RN-F 3 x 1.00 10A 13A

H03RT-H 3 x 1.50 13A 13A

ASTA/GCC

Cable Type Size (mm
2
)
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                   SINGAPORE

Cat. No. UK13A3

Desc. Angled Plug for Class I and Class II Appliance

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

H05VV-F 2 x 0.75 VNBC17S* 13A

H05VV-F 2 x 1.00 VNBC17S, VAC17A 13A

H03VV-F 3 x 0.75 VNBC5S 13A

H05RR-F 3 x 0.75 VSCC15* 13A

H05RR-F 3 x 1.00 VSCC15 13A

H05VV-F 3 x 0.75 VNBC5S, VAC5AR, V1625LA* 13A

H05VV-F 3 x 1.00 V1625LA, VAC19* 13A

Remarks 

* Cable length limit to 2 meters.  

Cable Type Size (mm
2
) Matching Connector

Max. Fuse 

Rating
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                   SINGAPORE

Cat. No. MP5004

Desc. Angled Plug for Class I and Class II Appliance

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

H05V2V2-F 2 x 0.75 VAC17S* 13A

H05V2V2-F 2 x 1.00 VAC17S 13A

H05VV-F 2 x 0.75 VNBC17S* 13A

H05VV-F 2 x 1.00 VNBC17S, VAC17A 13A

H03RT-F 3 x 0.75 VSCC15* 13A

H05RR-F 3 x 0.75 VSCC15* 13A

H05RR-F 3 x 1.00 VSCC15 13A

H05VV-F 3 x 0.75 VAC5AR, V1625LA* 13A

H05VV-F 3 x 1.00 V1625LA, VAC19* 13A

V1625LA, VAC19, VAC19A, 

VAC19LA,  VSC19

Remarks 

* Cable length limit to 2 meters.

13A3 x 1.50H05VV-F

Cable Type Size (mm
2
) Matching Connector

Max. Fuse 

Rating
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                   SINGAPORE

Cat. No. MP5004A

Desc. Angled Plug for Class I and Class II Appliance

Std. SS145/A  

Max. Rating 13A, 250V

Safety Approval CPS

H03VVH2-F 2 x 0.75 VAC7A 13A

H05VVH2-F 2 x 0.75 VNBC17S* 13A

H05VVH2-F 2 x 1.00 VNBC17S 13A

H03VV-F 3 x 0.75 VNBC5S 13A

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Matching Connector

Max. Fuse 

Rating
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                   SINGAPORE

Cat. No. MP235

Desc. Angled Plug for Class I Appliance

Std. SS 472: 1999 and Selected Clauses of SS 241: 1996 

Max. Rating 15A, 250V

Safety Approval CPS

H05VV-F 3 x 1.00 V1625, V1625A, V1625LA

V1625BS, V1625LA, VAC19, VAC19A, 

VAC19LA,  VSC19

Remarks 

* Cable length limit to 2 meters.

Matching Connector

3 x 1.50H05VV-F

Cable Type Size (mm
2
)
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                   SINGAPORE

Cat. No. MP235B

Desc. Angled Plug with Big Strain Relief Design 

for Class I Appliance

Std. SS 472: 1999 and Selected Clauses of SS 241: 1996 

Max. Rating 15A, 250V

Safety Approval CPS

H05VV-F 3 x 2.50 -

Matching ConnectorSize (mm
2
)Cable Type
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Cat. No. SW10ZS2

Desc. Straight Plug for Class II Appliance

Std. IEC 60884-1 & SEV 1011, Standard Sheet SEV 5934-2

Max. Rating 10A, 250V

Safety Approval SEV

Cable Type Size (mm
2
) Matching Connector

H03RT-H 2 x 0.75 -

H03RT-H 2 x 1.00 -

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A

H05V2V2-F 2 x 0.75 VAC17S*

H05V2V2-F 2 x 1.00 VAC17S

H05VV-F 2 x 0.75 VNBC17S*

H05VV-F 2 x 1.00 VNBC17S, VAC17A

H05VVH2-F 2 x 0.75 -

H05VVH2-F 2 x 1.00 -

Remarks 

* Cable length limit to 2 meters.

                SWITZERLAND
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Cat. No. SW10BS2

Desc. Straight Plug for Class II Appliance

Std. IEC 60884-1 & SEV 1011, Standard Sheet SEV 5934-2

Max. Rating 10A, 250V

Safety Approval SEV

Cable Type Size (mm
2
) Matching Connector

H05RN-F 2 x 1.00 -

H05RR-F 2 x 1.00 -

H05VV-F 2 x 1.50 -

H07RN-F 2 x 1.00 -

H07RN-F 2 x 1.50 -

                 SWITZERLAND
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Cat. No. SW10ZS3 

Desc. Straight Plug for Class I Appliance

Std. IEC 60884-1 & SEV 1011, Standard Sheet SEV 5934-2

Max. Rating 10A, 250V

Safety Approval SEV

Cable Type Size (mm
2
) Matching Connector

H03VV-F 3 x 0.75 VNBC5S, VAC5AR

H05VV-F 3 x 0.75 VNBC5S, VAC5AR, VNBC13S*, V1625A* , V1625LA*

H05VV-F 3 x 1.00 VNBC13S, V1625A, V1625LA, VAC19*

H05V2V2-F 3 x 1.00 -

H05RR-F 3 x 0.75 VSCC15*

H05RR-F 3 x 1.00 VSCC15

H03RT-H 3 x 0.75 VSCC15*

H03RT-H 3 x 1.00 -

Remarks 

* Cable length limit to 2 meters.

                 SWITZERLAND
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Cat. No. CH16S3

Desc. Straight Plug for Class I Appliance

Std. IEC 60884-1 & SEV 1011, Standard Sheet SEV 5934-2

Max. Rating 16A, 250V

Safety Approval SEV

Cable Type Size (mm
2
) Matching Connector

V1625BS, V1625LA, VAC19, VAC19A, VAC19LA, 

VSC19

                 SWITZERLAND

3 x 1.50H05VV-F
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Cat. No. TW15CS2

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 15A,125V

Safety Approval BSMI

Polarized version catalogue no.: TW15CPS2

Cable Type Size (mm
2
) Matching Connector Rated Current

HVCTF 2 x 0.75 - 7A, 125V

HVCTF 2 x 1.25 - 11A, 125V

HVCTF 2 x 2.00 - 15A, 125V

VCTF 2 x 0.75 - 7A, 125V

VCTF 2 x 1.25 11A, 125V

VCTF 2 x 2.00 - 15A, 125V

                TAIWAN

July-2022 Page 202 of 387



Cat. No. TW15GS2

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 15A, 125V

Safety Approval BSMI

Polarized version catalogue no.: TW15GPS2

Cable Type Size (mm
2
) Matching Connector Rated Current

HVCTFK 2 x 0.75 SZC7S 7A, 125V

HVCTFK 2 x 1.25 - 11A, 125V

HVCTFK 2 x 2.00 - 15A, 125V

VCTFK 2 x 0.75 VAC7A 7A, 125V

VCTFK 2 x 1.25 - 11A, 125V

VCTFK 2 x 2.00 - 15A, 125V

 

                 TAIWAN
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Cat. No. TW15ES2

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 15A, 125V

Safety Approval BSMI

Polarized version catalogue no.: TW15EPS2

Cable Type Size (mm
2
) Matching Connector Rated Current

HVFF 2 x 1.25 - 11A, 125V

HVFF 2 x 2.00 - 15A, 125V

VFF 2 x 0.75 - 7A, 125V

VFF 2 x 1.25 - 11A, 125V

VFF 2 x 2.00 - 15A, 125V

                 TAIWAN
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Cat. No. US115S

Desc. Straight Plug for Class II Appliance (RoHS 2)

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 15A, 125V

Safety Approval BSMI

Cable Type Size (mm
2
) Matching Connector Rated Current

Combo 

Approvals

HVCTFK 2 x 0.75 VAC7S 7A, 125V -

VCTFK 2 x 0.75 VAC7S 7A, 125V -

VFF 2 x 0.75 VAC7S 7A, 125V -

SPT-2 + VFF AWG 18/2 + 2 x 0.75 - 7A, 125V

NISPT-2 + VCTFK AWG 18/2 + 2 x 0.75 - 7A, 125V

PSE + 

UL/CSA

                 TAIWAN
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Cat. No. TW15CS3

Desc. Straight Plug for Class I Appliance

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 15A, 125V

Safety Approval BSMI

Cable Type Size (mm
2
) Matching Connector Rated Current

245 IEC 89 (H03RT-H) 3 x 1.00 - 10A, 125V

HVCTF 3 x 0.75 V1625*, V1625A* 7A, 125V

HVCTF 3 x 1.25 V1625, V1625A, V1625LA 11A, 125V

HVCTF 3 x 2.00 - 13A/15A, 125V

PNCTF 3 x 0.75 VAC15BS*, VAC15A* 7A, 125V

PNCTF 3 x 1.25 VAC15BS, VAC15A 11A, 125V

PNCTF 3 x 2.00 VAC15BS 15A, 125V

VCTF 3 x 0.75 VAC5AR, VAC5S, V1625*, V1625A* 7A, 125V

VCTF 3 x 1.25 V1625, V1625A 11A, 125V

VCTF 3 x 2.00 V1625, V1625BA, V1625BS, VSC19 13A/15A, 125V

Remarks 

* Cable length limit to 2 meters.

                 TAIWAN
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Cat. No. TW20A3

Desc. Straight Plug for Class I Appliance

Std. CNS15663, CNS690, CNS15767-1

Max. Rating 20A, 250V

Safety Approval BSMI

Cable Type Size (mm
2
) Matching Connector Rated Current

VCTF 3 x 1.25 V1625, V1625A 11A, 250V

VCTF 3 x 2.00 VAC19A 15A, 250V

HVCTF 3 x 2.00 VSC19 16A, 250V

                 TAIWAN
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Cat. No. TI16S2

Desc. Straight Plug for Class II Appliance

Std. TIS166-2549

Max. Rating 16A, 250V

Safety Approval Non-Mandatory (TISI 166 Compliant)?

Cable Type Size (mm
2
) Matching Connector Rated Current

H05RR-F 2 x 0.75 VAC7A, VAC7S 2.5A, 250V

H05VV-F 2 x 0.75 VAC17S 2.5A, 250V

H05V2V2-F 2 x 1.00 VAC17S 16A, 250V

H03RT-H 2 x 0.75 - 2.5A, 250V

H03VVH2-F 2 x 0.50 VAC7S 2.5A, 250V

H03VVH2-F 2 x 0.75 VAC7A, VAC7S 2.5A, 250V

H05VVH2-F 2 x 1.00 VAC17S 2.5A/6A, 250V

H05VVH2-F 2 x 0.75 VAC7S 2.5A, 250V

H05VV-F 2 x 1.00 VAC17S 6A, 250V

VKF 2 x 1.00 - 6A, 250V

NOTE:

Subject to TIS Safety Mark Application.

                 THAILAND
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Cat. No. TI16S3

Desc. Straight Plug for Class I Appliance

Std. TIS166-2549

Max. Rating 16A, 250V

Safety Approval Non-Mandatory (TISI 166 Compliant)

Cable Type Size (mm
2
) Matching Connector Rated Current

VCT 2 x 1.0 + 1.0 - 10A,250V

VCT 2 x 1.5 + 1.0 - 16A,250V

H03VV-F 3 x 0.75 VAC5AR, VAC5S 6A,250V

VAC5S, VAC5AR, V1625*, 

V1625A*, V1625LA*

V1625, V1625A, V1625LA, 

VAC19*

H05V2V2-F 3 x 1.00 - 16A,250V

V1625BS, V1625LA, VAC19, 

VAC19A, VAC19LA, VSC19

H05V2V2-F 3 x 1.50 - 16A,250V

H03RT-H 3 x 1.50 - 16A,250V

H03RT-H 3 x 0.75 VSCC15 6A,250V

H03RT-H 3 x 1.00 - 10A,250V

H03RR-H 3 x 1.00 - 10A,250V

H05RR-H 3 x 1.00 - 10A,250V

H05RR-F 3 x 0.75 VSCC15 16A,250V

H05RN-F 3 x 1.00 - 16A,250V

Remarks 

* Cable length limit to 2 meters.

Subject to TIS Safety Mark Application.

H05VV-F 3 x 1.50 16A,250V

                 THAILAND

H05VV-F 3 x 0.75 6A,250V

H05VV-F 3 x 1.00 10A,250V
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                   UNITED KINGDOM

Cat. No. VNBUK13A2

Desc.

Std. BS 1363/A

Max. Rating 10A, 250V

Safety Approval ASTA

Matching Max. Fuse Combo

Connector Rating Approvals

H03VVH2-F 2 x 0.50 VNBC7S*, VAC7A* 3A 5A

H05V2V2-F 2 x 0.75 - 6A 13A

H05VV-F 2 x 0.75 - 6A 13A

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 6A 13A

H05VVH2-F 2 x 0.75 VNBC7S 6A 13A

H05RR-F 2 x 0.75 - 6A 13A

H05RN-F 2 x 0.75 - 6A 13A

H05V2V2-F 2 x 1.00 - 10A 13A

H05VV-F 2 x 1.00 - 10A 13A

H05RR-F 2 x 1.00 - 10A 13A

H05RN-F 2 x 1.00 - 10A 13A

Remarks

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Rated Current

Angled Plug for Class II Appliance 

CPS/GCC
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                   UNITED KINGDOM

Cat. No. VNBUK13A2B

Desc.

(Big Strain Relief for rubber cables) 

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

Max. Fuse Combo

Rating Approvals

H07RN-F 2 x 1.00 10A 13A

H05RR-F 2 x 1.50 13A 13A

H07RN-F 2 x 1.50 13A 13A

Cable Type
Rated 

Current

Angled Plug for Class II Appliance 

Size (mm
2
)

CPS/GCC
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Cat. No. VNBUK13A3

Desc. Angled Plug for Class I Appliance 

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

Rated Max. Fuse Combo

Current Rating Approvals

H05V2V2-F 3 x 0.75 - 6A 13A

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

VNBC13S*,V1625A*,

VNBC5S

H05VV-F 3 x 1.00 VNBC13S,V1625A 10A 13A

H05V2V2-F 3 x 1.00 - 10A 13A

H05VV-F 3 x 1.50 VNBC13S 13A 13A

Remarks

* Cable length limit to 2 meters.

Matching ConnectorCable Type Size (mm
2
)

3 x 0.75H05VV-F 6A 13A
CPS/GCC

                   UNITED KINGDOM
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Cat. No. VNBUK13A3B

Desc.

(Big Strain Relief for rubber cables) 

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

Rated Max. Fuse Combo

Current Rating Approvals

H05RN-F 3 x 0.75 6A 13A

H05RR-F 3 x 0.75 6A 13A

H03RT-H 3 x 0.75 6A 13A

H03RT-H 3 x 1.00 10A 13A

H05RN-F 3 x 1.00 10A 13A

H05RR-F 3 x 1.00 10A 13A

H03RT-H 3 x 1.50 13A 13A

                   UNITED KINGDOM

Angled Plug for Class I Appliance 

Cable Type Size (mm
2
)

CPS/GCC
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Cat. No. UK13A3

Desc. Angled Plug for Class I and Class II Appliance

Std. BS 1363/A

Max. Rating 10A, 250V

Safety Approval ASTA

H05VV-F 2 x 0.75 VAC17S* 6A 13A

H05VV-F 2 x 1.00 VAC17S, VAC17A 10A 13A

H05RR-F 3 x 0.75 VSCC15* 6A 13A

H05RR-F 3 x 1.00 VSCC15 10A 13A

H05VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

H05VV-F 3 x 1.00 V1625LA, VAC19* 10A 13A

Remarks 

* Cable length limit to 2 meters.

Matching Connector
Rated 

Current

Max. Fuse 

Rating
Cable Type Size (mm

2
)

                   UNITED KINGDOM
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Cat. No. MP235

Desc. Angled Plug for Class I Appliance

Std. BS BS546/A

Max. Rating 15A, 250V

Safety Approval ASTA

V1625BS, V1625LA, VAC19, VAC19A, VAC19LA, 

VSC19

Size (mm
2
) Matching Connector

3 x 1.50

Cable Type

H05VV-F 

                   UNITED KINGDOM
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Cat. No. MP5004

Desc. Angled Plug for Class I and Class II Appliance

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

H03VVH2-F 2 x 0.75 VAC7A 6A 13A

H05V2V2-F 2 x 0.75 VAC17S* 6A 13A

H05V2V2-F 2 x 1.00 VAC17S 10A 13A

H05VV-F 2 x 0.75 VNBC17S* 6A 13A

H05VV-F 2 x 1.00 VNBC17S, VAC17A 10A 13A

H05VV-F 2 x 1.50 - 13A 13A

H05VV-F(With cotton filler) 2 x 1.00 - 10A 13A

H03RT-F 3 x 0.75 VSCC15* 6A 13A

H03RT-F 3 x 1.00 - 10A 13A

H05RR-F 3 x 0.75 VSCC15* 6A 13A

H05RR-F 3 x 1.00 VSCC15 10A 13A

H05V2V2-F 3 x 1.50 - 13A 13A

H05VV-F 3 x 0.75 VNBC5S, VAC5AR, V1625LA* 6A 13A

H05VV-F 3 x 1.00 V1625LA, VAC19* 10A 13A

H05VV-F 3 x 1.25 - 13A 13A

VNBC13S, V1625LA, VAC19, 

VAC19A, VAC19LA, VSC19

Remarks 

* Cable length limit to 2 meters.

Max. Fuse Rating
Rated 

Current
Cable Type Size (mm

2
) Matching Connector

3 x 1.50H05VV-F 13A13A

                   UNITED KINGDOM
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Cat. No. MP5004A

Desc. Angled Plug for Class I and Class II Appliance

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

H03VVH2-F 2 x 0.75 VNBC7S, VAC7A 6A 13A

H05VVH2-F 2 x 0.75 - 6A 13A

H05VVH2-F 2 x 1.00 - 10A 13A

H05VV-F 2 x 0.75 VNBC17S* 6A 13A

H03VV-F 3 x 0.75 VNBC5S, VAC5AR 6A 13A

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Matching Connector

Rated 

Current

Max. Fuse 

Rating

                   UNITED KINGDOM
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Cat. No. MP5004H 

Desc. Angled Plug for Class II Appliance

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Approval ASTA

H07RN-F 2 x 1.00 - 10A 13A

H07RN-F 2 x 1.50 - 13A 13A

Rated 

Current

Max. Fuse 

Rating
Matching ConnectorCable Type Size (mm

2
)

                   UNITED KINGDOM
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CONNECTORS 
02
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CONNECTORS IEC STD.C5

Cat. No. VNBC5S

Desc. 3-pole Straight Connector

Std. GB17465.1

K60320-1

JIS C8358 & JIS C8306, under Ordinance 1

EN 60320-1, IEC 60320-1 - STD SHT C5

AS/NZS 60320.1 (STANDARD SHEET C5)

 UL 60320-1 , CSA STD C22.2 No. 60320-1-11

60227 IEC 52 (RVV) 300/300 (Round) 3 x 0.75 2.5A, 250V

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75 2.5A, 250V

60227 KS IEC 52 (H03VV-F) 3 x 0.75 2.5A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 0.75 2.5A, 250V

VCTF 3 x 0.75 7A, 125V

HVCTF 3 x 0.75 7A, 125V

PSE IEC 52 3 x 0.75 7A, 125V

PSE IEC 53 3 x 0.75 7A, 125V

H03VV-F 3 x 0.75 2.5A, 250V

H05VV-F 3 x 0.75 2.5A, 250V

V-75, 250/250 V, Light Duty (Circular) 

(H03VV-F)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

SVT  3 x AWG 18 7A,125V/2.5A250V

SPT-2  3 x AWG 18 7A,125V/2.5A250V

SVT(Shielded) 3 x AWG 18 7A,125V/2.5A250V

IS694 3 x 0.75 2.5A, 250V Non-Approval

3 x 0.75

3 x 0.75

2.5A, 250V

2.5A, 250V

Cable Type Size (mm
2
) Rated Current Safety Approval

CCC

SAA

PSE

KC

ENEC - NEMKO 

UL/C-UL

New!
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CONNECTORS IEC STD.C5 (CONT...)

227 KETI IEC 52 +H03VV-F 3 x 0.75 2.5A, 250V

227 KETI IEC 53 +H05VV-F 3 x 0.75 2.5A, 250V

3 x 0.75+

3 x AWG 18

3 x 0.75+

3 x AWG 18+

3 x 0.75

3 x AWG 18+

3 x 0.75

 

7A, 125V

ENEC+UL/C-UL+CCC

UL/C-UL+PSE

Cable Type

2.5A, 250V

ENEC+KC

ENEC+UL/C-UL

2.5A, 250V

Cable Type Cable Type

H05VV-F+SVT+RVV300/500

SVT+IEC-J

H05VV-F+SVT

Cable Type
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CONNECTORS IEC STD.C5

Cat. No. VAC5S 

Desc. 3-pole Straight Connector

Std. AS/NZS 60320.1 (STANDARD SHEET C5)

IEC 60320-1 Standard Sheet C5 

GB17465.1  

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1 

 BS 4491-1 & EN 60320-1:1994 Standard Sheet C5 by A.S.T.A. 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934 

K60799  

SANS 60799  

CNS10917, CNS109717-3, IEC60320-1

60227 IEC 52 (RVV) 300/300 (Round) 3 x 0.75 2.5A, 250V

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75 2.5A, 250V

60227 KS IEC 52 (H03VV-F) 3 x 0.75 2.5A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 0.75 2.5A, 250V

VCTF 3 x 0.75 3A, 125V PSE, BSMI

HVCTF 3 x 0.75 3A, 125V

227 IEC 52 (Flat) 3 x 0.75 3A, 125V

227 IEC 53 (VCTFK) 3 x 0.75 3A, 125V

HVCTF Shieled 3 x 0.75 3A, 125V

HVCTF 2 x 0.75 3A, 125V

J60320-1 IEC-J 

(under Ordinance 2)

V-75, 250/250 V, Light Duty (Circular) 

(H03VV-F)

SEMKO, VDE, SNI, 

ASTA, IRAM, SABS, EAC

SEMKO, VDE, SNI, 

ASTA, IRAM, SABS, EAC
H05VV-F 3 x 0.75 2.5A, 250V

SAA

H03VV-F 3 x 0.75 2.5A, 250V

3 x 0.75 2.5A, 250V

PSE

IEC-J 52 3 x 0.75 2.5A, 250V

Safety Approval

CCC

KC

Size (mm
2
)Cable Type Rated Current 
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CONNECTORS IEC STD.C5 (CONT...)

SPT-2  3 x AWG 18 2.5A, 125V/250V

SVT  3 x AWG 18 2.5A, 125V/250V

3 x 0.75 +

3 x AWG 18

3 x AWG 18 +

3 x 0.75

3 x 0.75 +

3 x AWG 18 +

3 x 0.75 

3 x 0.75 +

3 x AWG 18 +

3 x 0.75 

227 KETI IEC 52 + H03VV-F 3 x 0.75 2.5A, 250V

H05VV-F 3 x 0.75 2.5A, 250V

H03VV-F 3 x 0.75 2.5A, 250V

 

Rated Current Size (mm
2
)Cable Type

H05VV-F + SVT 2.5A, 250V

2.5A, 250VSVT + IEC-J 53 (H05VV-F)

H05VV-F + SVT + RVV 2.5A, 250V

H05VV-F + SVT + 

Circular Ordinary V-75
2.5A, 250V

Safety Approval

UL/C-UL, CSA

UL/CSA + EU

UL/CSA + PSE

EU + UL/CSA + CCC

EU / ASTA / BRAZIL

EU + UL/CSA + SAA

EU + KC
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CONNECTORS IEC STD.C5

Cat. No. VAC5AR

Desc. 3-pole Right-Angled Connector

Std. AS/NZS 60320.1 (STANDARD SHEET C5)

GB17465.1  

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

IEC 60320-1, Standard Sheet C5

BS 4491-1

EN 60320-1:1994 Std Sheet C5 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB15934

SANS 60799

CNS10917, CNS109717-3, IEC60320-1

60227 IEC 52 (RVV) 300/300 (Round) 3 x 0.75 2.5A, 250V

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75 2.5A, 250V

H03VV-F 3 x 0.75 2.5A, 250V SEMKO(CB), VDE, ASTA, SABS

H05VV-F 3 x 0.75 2.5A, 250V SEMKO(CB), VDE, ASTA

PSE IEC 53 3 x 0.75 3A, 125V

PSE IEC 52 3 x 0.75 3A, 125V

VCTF 3 x 0.75 3A, 125V

60227 KS IEC 52 (H03VV-F) 3 x 0.75 2.5A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 0.75 2.5A, 250V

SPT-2 3 x AWG 18 2.5A, 125V

NISPT-2 3 x AWG 18 2.5A, 125V

SVT  3 x AWG 18 2.5A, 125V

SVT  Shielded 3 x AWG 18 2.5A, 125V

3 x 0.75 +

3 x AWG 18

VCTF 3 x 0.75 2.5A, 125V BSMI

H05VV-F + SVT 2.5A, 125V UL/CSA + EU

UL/C-UL, CSA

KC

CCC

PSE

Rated Current Safety Approval

SAA

V-75, 250/250 V, Light Duty (Circular) 

(H03VV-F)
2.5A, 250V3 x 0.75

2.5A, 250V3 x 0.75
V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

Cable Type Size (mm
2
)
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CONNECTORS IEC STD.C5 (CONT...)
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Cat. No. VNBC7S

Desc.

Std. GB17465.1 / GB15934

IEC/EN 60320-1,Standard Sheet C7

K60320-1 / K60799

AS/NZS 60320.1,Standard Sheet C7

JIS C 8358 & JIS C8306, under Ordinance 1

J60320-1 (IEC-J), under Ordinance 2

UL 60320-1 , CSA STD C22.2 , No. 60320-1-11

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

2.5A, 250V

7A, 125V

7A, 125V

7A, 125V

7A, 125V

2.5A, 250V

7A, 125V / 250V

7A, 125V / 250V

7A, 125V / 250V

7A, 125V / 250V2 x AWG 18

UL, c-UL

2 x AWG 18

2 x 0.75
7A, 125V

UL+PSE

7A, 125VNISPT-2 + VCTFK

CONNECTORS IEC STD.C7

2-pole Straight Connector

Cable Type Rated Current
Safety 

Approval

H03VVH2-F

H03VVH2-F 2 x 0.50*

H05VVH2-F 2 x 0.75

ENEC2 x 0.75

KC
2 x 0.50*

SAA

PSE

VCTFK 2 x 0.75

227 IEC 52 (Flat) 2 x 0.75

2 x 0.75

60227 KS IEC 52 

2 x 0.50*

2 x 0.50*

PSE, BMSI

V-75, 250/250 V, Light Duty (Flat)

H03VVH2-F

V-75, 250/250 V, Light Duty (Flat)  H03VVH2-F 2 x 0.75

60227 KS IEC 52 (H03VVH2-F)

SPT-2 + VFF

NISPT-2

Size 

(mm2
)

60227 IEC 52 (RVV) 300/300 (Flat) 2 x 0.50*

CCC60227 IEC 52 (RVV) 300/300 (Flat) 2 x 0.75

60227 IEC 53 (RVV) 300/500 (Flat) 2 x 0.75

SPT-2 2 x AWG 18

NISPT-1 2 x AWG 18

2 x AWG 18 + 

2 x AWG 18 + 

V-75, 250/440 V, Ordinary Duty (Flat)  H05VVH2-F 2 x 0.75

VFF 2 x 0.75

HVFF 2 x 0.75

2 x 0.75

SPT-1
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Remarks

1). * Cable length limit to 2 meters.

2). VNBC7S with yellow full-insertion indicators are also available.
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CONNECTORS IEC STD.C7

Cat. No. VAC7S

Desc. 2-pole Straight Connector

Std. AS/NZS 3109.1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

J60320-1 (IEC-J), under Ordinance 2

K60320-1

IEC 60320-1, Standard Sheet C7

EN 60320-1, Std Sheet C7 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934

K60799

SANS 60799, CNS10917, CNS109717-3, IEC60320-1

60227 IEC 52 (H03VVH2-F) 2 x 0.75 2.5A, 250V INMETRO

60227 IEC 52 (RVV) 300/300 (Round)  2 x 0.75 2.5A, 250V CCC

HVCTFK 2 x 0.75 7A, 125V

VCTFK 2 x 0.75 7A, 125V

60227 KS IEC 52 (H03VVH2-F) 2 x 0.50* 2.5A, 250V

60227 KS IEC 52 (H03VVH2-F) 2 x 0.75 2.5A, 250V

H03VVH2-F 2 x 0.50* 2.5A, 250V ENEC - KEMA, ASTA

ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, IMQ,

 LCIE,  ASTA, IRAM, SABS

ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, IMQ

2 x AWG 18 +

2 x 0.75

2 x AWG 18 +

2 x 0.75

H03VVH2-F 2 x 0.75 2.5A, 250V ASTA, CCC, ENEC, INMETRO

Remarks: 

* Cable length limit to 2 meters.

7A, 125V

UL/CSA + PSE + BSMI

7A, 125V

Safety ApprovalRated Current 

SPT-2 + VFF

H05VVH2-F 2 x 0.75 2.5A, 250V

2.5A, 250V2 x 0.75H03VVH2-F

Size (mm
2
)

BSMI

KC

Cable Type

NISPT-2 + VCTFK
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、
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CONNECTORS IEC STD.C7

Cat. No. VAC7A

Desc. 2-pole Right-Angled Connector

Std. AS/NZS 3109.1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

J60320-1 (IEC-J), under Ordinance 2

K60320-1

IEC 60320-1, Standard Sheet C7

EN 60320-1, Std Sheet C7 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799                  

GB15934

K60799

V-75, 250/250 V, Light Duty (Flat)             

( H03VVH2-F )

60227 IEC 52 ( H03VVH2-F ) 2 x 0.75 2.5A, 250V INMETRO

60227 IEC 52 (RVV) 300/300 (Flat) 2 x 0.50* 2.5A, 250V

60227 IEC 52 (RVV) 300/300 (Flat) 2 x 0.75 2.5A, 250V

60227 IEC 53 (RVV) 300/500 (Flat) 2 x 0.75 2.5A, 250V

IEC-J 52 (H03VVH2-F) 2 x 0.75 7A, 125V

IEC-J 53 (H05VVH2-F) 2 x 0.75 7A, 125V

PSE IEC 52 2 x 0.75 7A, 125V

IEC-J 53 2 x 0.75 7A, 125V

HVFF 2 x 0.75 7A, 125V

HVCTFK 2 x 0.75 7A, 125V

VFF 2 x 0.75 7A, 125V

VCTFK 2 x 0.75 7A, 125V

60227 KS IEC 52 (H03VVH2-F) 2 x 0.50* 2.5A, 250V

60227 KS IEC 52 (H03VVH2-F) 2 x 0.75 2.5A, 250V

H03VVH2-F 2 x 0.50* 2.5A, 250V ENEC - KEMA, ASTA

ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, IMQ, 

LCIE,  ASTA, IRAM, SABS

KC

2 x 0.75

CCC

2 x 0.75H03VVH2-F 2.5A, 250V

PSE, BSMI

CNS10917, CNS109717-3, IEC60320-1

PSE

SAA2.5A, 250V

Cable Type Size (mm
2
) Rated Current Safety Approval
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SPT-1 2 x AWG 18 7A, 125V

SPT-2 2 x AWG 18 7A, 125V

NISPT-2 2 x AWG 18 7A, 125V

Remarks: 

* Cable length limit to 2 meters.

Safety ApprovalRated CurrentSize (mm
2
)Cable Type

UL/C-UL, CSA
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Cat. No. VNC7A

Desc. 2-Pole Right-Angled Connector

Std. EN/IEC 60320-1 Standard Sheet C7

GB17465.1  

JIS C8358, JIS C8306 (Under Ordinance I)

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

H03VVH2-F 2 x 0.50* 2.5A, 250V

H03VVH2-F 2 x 0.75 2.5A, 250V

NISPT-2 2 x AWG 18 7A, 125V/ 250V UL/C-UL, CSA

RVV 300/300 2 x 0.50* 2.5A, 250V

RVV 300/300 2 x 0.75 2.5A, 250V

VFF 2 x 0.75 7A, 125V/ 250V

VCTFK 2 x 0.75 7A, 125V/ 250V

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm2) Rated Current Safety Approval

ENEC-KEMA

CCC

PSE

July-2022 Page 232 of 387



CONNECTORS IEC STD.C7

Cat. No. VAC7PS

Desc. 2-pole Double-insulated Straight and Polarised Connector

Std. JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

HVFF 2 x 0.75 7A, 125V

HVCTFK 2 x 0.75 7A, 125V

VFF 2 x 0.75 7A, 125V

VCTFK 2 x 0.75 7A, 125V

SPT-1 2 x AWG 18 7A, 125V

SPT-2 2 x AWG 18 7A, 125V

NISPT-2 2 x AWG 18 7A, 125V

Safety Approval

PSE

UL/C-UL, CSA

Cable Type Size (mm2) Rated Current
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WORLD WIDE CONNECTORS IEC STD.C13

Cat. No. VNBC13S

Desc.

Std. GB17465.1 / GB15934

IEC/EN 60320-1 - Standard Sheet C13

(Ordinance 

AS/NZS 60320.1 Standard Sheet C13

K60320-1 / K60799

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

10A, 250V

10A, 250V

10A, 250V

10A, 250V

10A, 250V

7A, 125V  

7A, 125V

7A, 125V

7A, 125V

7A, 125V

7A, 125V

7A, 125V

12A, 125V

12A, 125V

12A, 125V

12A, 125V

15A, 125V

7A, 125V

10A, 250V

7A, 125V

7A, 125V

10A, 250V

12A,125V/250V

12A,125V/250V

Cable Type Size (mm
2
) Rated Current Safety Approval

H05VV-F

VCTF

3-pole Straight Connector

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.00

H05VV-F 3 x 0.75*

H05VV-F 3 x 1.00

3 x 1.50

VCTFK

HVCTF

VCTFK

2 x 1.25

2 x 1.25

2 x 0.75*

VCTF

HVCTFK

2 x 0.75*

2 x 0.75*

VCTF

VFF 2 x 0.75*

HVFF

3 x 0.75*60227 IEC 53 (RVV) 300/500 (Round)
CCC

ENEC

PSE

2 x 0.75*

2 x 0.75*

2 x 1.25

PSE IEC 52 (Flat)

VFF

227 IEC 53

VCTF

HVCTF

HVCTF

227 IEC 53

2 x 0.75*

HVCTF 2 x 1.25

3 x 1.25

3 x 0.75*

3 x 0.75*

3 x 1.00

3 x 1.25

2 x 2.00

3 x 0.75*

3 x 0.75*

VCTF
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Safety

Approval

10A, 250V

15A, 125V/250V

10A, 250V

15A, 125V/250V

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x 1.50 10A, 250V

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 17 12A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

Remarks

* Cable length limit to 2 meters.

3 x 2.00

3 x 2.00

Rated CurrentSize (mm
2
)Cable Type

VCTF

V-75, 250/440 V, Ordinary Duty (Circular) (H05VV-F)

V-75, 250/440 V, Ordinary Duty (Circular) (H05VV-F)

V-75, 250/440 V, Ordinary Duty (Circular) (H05VV-F)

HVCTF

SJTW

SJTOW

60227 KS IEC 53 (H05VV-F)

SJT

SJT Shielded

SJTO

SJT Shielded

SJTOO

SJT

SJTOOW

60227 KS IEC 53 (H05VV-F)

SVT

SJT

SJTO

SVT

SJTOO

SVT Shielded

SJTOOW

SPT-2

SJTOW

SJTW

SAA

UL/C-UL

KC

PSE
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CONNECTORS IEC STD.C13

Cat. No. V1625

Desc. 3-pole Straight Connector

Std. AS/NZS 60320-1 

IEC 60320-1, Standard Sheet C13

GB17465.1

J60320-1 (IEC-J), under Ordinance 2

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

BS 4491-1 

EN 60320-1:1994 Std Sheet C13 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934

K60799

SANS 60799

CNS10917, CNS109717-3, IEC60320-1

RD 7056 (Raydex) 3 x 1.00 10A, 250V SAA, ASTA

NBR 13249 / 00 Cabo Flexivel 

PP, 750V(Round)

60227 IEC 53 H05VV-F 3 x 0.75* 10A, 250V

60227 IEC 53 H05VV-F 3 x 1.00 10A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)

60227 IEC 53 (RVV) 300/500 

(Round)

H05VV-F 3 x 0.75* 10A, 250V ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, IMQ, 

SNI, ASTA, IRAM, SABS, EAC

(H)05VV-F (Screened) 3 x 1.00 10A, 250V ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, SAA, 

ASTA
10A, 250V3 x 1.0005VV-F Screened (Al-Mylar)

3 x 1.00H05VV-F

Cable Type Size (mm
2
) Rated Current Safety Approval

10A, 250V

INMETRO

10A, 250V3 x 1.00

10A, 250V3 x 0.75*

CCC

3 x 0.75*

10A, 250V
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H05VV-F 3 x 1.00 10A, 250V

H05VV-F 3 x 0.75* 10A, 250V

HVCTF 3 x 1.25 10A/13A, 125V

VCTF 3 x 1.25 10A, 125V/250V

60227 KS IEC 53 (H05VV-F) 3 x 0.75* 10A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.00 10A, 250V

PNCTF 3 x 0.75* 7A, 125V

HVCTF (AL/MY) 3 x 0.75* 7A, 125V

IEC-J 53 3 x 1.0 10A, 250V

HHFF 2 x 0.75* 7A, 125V

PSE IEC 53 2 x 0.75* 7A, 125V

VCTF 2 x 0.75* 7A, 125V

HVCTF Shielded 3 x 0.75* 7A, 125V

PNCTF 3 x 1.25 15A, 125V/250V

HVCTF 2 x 2.00 15A, 125V/250V

VCTF 3 x 0.75* 7A, 125V

HVCTF 3 x 0.75* 7A, 125V

HVCTF 3 x 1.25 12A, 125V

VCTF 3 x 1.25 12A, 125V/250V

VCTK 3 x 2.00 15A, 125V/250V

SVT Shielded 3 x AWG 16 13A, 125V

SVTO 3 x AWG 18 10A, 125V

SVTOO 3 x AWG 18 10A, 125V

3 x AWG 18 +

3 x 0.75 *

Remarks: 

* Cable length limit to 2 meters.

Cable Type

KC

Safety ApprovalRated Current

SJT + VCTF UL/CSA + PSE7A, 125V

PSE, BSMI

BSMI

UL/C-UL, CSA

PSE

Size (mm
2
)

ASTA
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Cat. No. V1625A

Desc. 3-pole Right-Angled Connector

Std. AS/NZS 60320-1 

IEC 60320-1, Standard Sheet C13

GB17465.1

J60320-1 (IEC-J), under Ordinance 2

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

BS 4491-1 

EN 60320-1:1994 Std Sheet C13 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934

K60799

CNS10917, CNS109717-3, IEC60320-1

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

RD 7056 (Raydex) 3 x 1.00 10A, 250V SAA, ASTA

60227 IEC 53 H05VV-F 3 x 0.75* 10A, 250V

60227 IEC 53 H05VV-F 3 x 1.00 10A, 250V

60227 IEC 53 (RVV) 

300/500 (Round)

60227 IEC 53 (RVV) 

300/500 (Round)

H05VV-F 3 x 0.75* 10A, 250V

10A, 250V3 x 1.00H05VV-F

3 x 0.75*

10A, 250V

10A, 250V

3 x 1.00

3 x 0.75*

NBR 13249 / 00 Cabo Flexivel 

ENEC- KEMA, CEBEC, DEMKO, 

FIMKO, NEMKO, SEMKO, SEV, 

OVE, VDE, IMQ, SNI, ASTA, 

IRAM

INMETRO

CCC

10A, 250V

Cable Type Safety Approval

SAA

Rated Current

10A, 250V

10A, 250V

3 x 1.00

3 x 0.75*

Size (mm
2
)
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(H)05VV-F (Screened) 3 x 1.00 10A, 250V

VCTF 2 x 0.75* 7A, 125V

VCTFK 2 x 0.75* 7A, 125V

VCTK 2 x 2.00 15A, 125V/250V

PSE IEC 53 3 x 0.75* 7A, 250V 

PSE IEC 53 3 x 1.00 10A, 250V

IEC-J 227 IEC 53 3 x 1.00 10A, 125V

VCTF 3 x 1.25 12A, 250V

HVCTF 3 x 1.25 12A, 125V/250V

VCTF 3 x 2.00 15A, 125V/250V

VCTF 3 x 0.75* 7A, 125V

HVCTF 3 x 0.75 7A, 125V

VCTF 3 x 1.25 10A, 125V/250V

HVCTF 3 x 1.25 10A/13A, 125V

60227 KS IEC 53 (H05VV-F) 3 x 0.75* 10A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.00 10A, 250V

SJT Shielded 3 x AWG 16 13A, 125V

SJT 3 x AWG 16 13A, 125V

SVT 3 x AWG 16 13A, 125V

SVT Shielded 3 x AWG 16 13A, 125V

SJT  3 x AWG 18 10A, 125V

SJT Shielded 3 x AWG 18 10A, 125V

SJTO 3 x AWG 18 10A, 125V

SJTOO 3 x AWG 18 10A, 125V

SJTW 3 x AWG 18 10A, 125V

SJTOW 3 x AWG 18 10A, 125V

SJTOOW 3 x AWG 18 10A, 125V

SVT 3 x AWG 18 10A, 125V

SVT Shielded 3 x AWG 18 10A, 125V

SVTO 3 x AWG 18 10A, 125V

KC

UL/C-UL, CSA

BSMI

3 x 1.0005VV-F Screened (Al-Mylar) 10A, 250V

ENEC- KEMA, CEBEC, DEMKO, FIMKO, 

NEMKO, SEMKO, SEV, OVE, VDE, SAA, 

ASTA

PSE

PSE, BSMI

Cable Type Size (mm
2
) Rated Current Safety Approval
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SVTOO 3 x AWG 18 10A, 125V UL/C-UL, CSA

Remarks: 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Rated Current Safety Approval
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Cat. No. VNC13A

Desc. 3-Pole Angled Connector

Std. IEC 60320-1, EN 60320-1 - C13

GB17465.1-2009

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

JIS C8358, JIS C8306 (Under Ordinance I)

AS/NZS 60320.1 (STANDARD SHEET C13)

H05VV-F 3 x 0.75* 10A, 250V

H05VV-F 3 x 1.00 10A, 250V

H05VV-F 3 x 1.50 10A, 250V

RVV 300/500 IEC 53 3 x 0.75* 10A, 250V

RVV 300/500 IEC 53 3 x 1.00 10A, 250V

RVV 300/300 IEC 53 3 x 0.75* 10A, 250V

VCTF 3 x 0.75* 7A, 125V

VCTF 3 x 1.25 12A, 125V

VCTF 3 x 2.00 15A, 125V

SVT 3 x AWG 18 10A, 125V/250V

SJT 3 x AWG 18 10A, 125V/250V

SJT 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 17 12A, 125V/250V

Remarks 

* Cable length limit to 2 meters.

UL/CUL, CSA

V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)
3 x 0.75* 10A, 250V

SAA
V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)
3 x 1.00 10A, 250V

V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)
3 x 1.50 10A, 250V

CCC

PSE

Cable Type Size (mm
2
) Rated Current Safety Approval

ENEC-KEMA
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C-0337
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Cat. No. V1625LA

Desc. 3-pole Left-Angled Connector

Std. AS/NZS 3109.1 (STANDARD 

SHEET C13)

IEC 60320-1, Standard Sheet C13

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

BS 4491-1 

EN 60320-1:1994 Std Sheet C13 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934

K60799

CNS10917, CNS109717-3, IEC60320-1

60227 IEC 53 (RVV) 300/500 (Round) 3 x 0.75* 10A, 250V

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.00 10A, 250V

60227 IEC 53 (RVV) 300/500 (Round) 3 x 1.50 10A, 250V

H05VV-F 3 x 0.75* 10A, 250V DEMKO, IRAM

H05VV-F 3 x 1.00 10A, 250V DEMKO, ASTA, IRAM

H05VV-F 3 x 1.50 10A, 250V DEMKO

VCTF 3 x 0.75* 7A, 125V

HVCTF 3 x 0.75* 7A, 125V

IEC-J 227 IEC 53 3 x 0.75* 7A, 125V

VCTF 3 x 1.25 12A, 125V

HVCTF 3 x 1.25 12A, 125V

VCTF 3 x 2.00 15A, 125V

HVCTF 3 x 1.25 13A, 125V BSMI

60227 KS IEC 53 (H05VV-F) 3 x 1.00 10A, 250V KC

SJT 3 x AWG 14 15A, 125V

SJT 3 x AWG 16 15A, 125V

V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)

Cable Type Size (mm
2
) Rated Current Safety Approval

UL/C-UL, CSA

CCC

SAA10A, 250V3 x 1.00

PSE
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SJT 3 x AWG 17 12A,125V

SJT  3 x AWG 18 10A, 125V

SJT Shielded 3 x AWG 16 13A, 125V

SJT Shielded 3 x AWG 18 10A, 125V

SJTO 3 x AWG 18 10A, 125V

SJTOO 3 x AWG 18 10A, 125V

SJTW 3 x AWG 18 10A, 125V

SJTOW 3 x AWG 18 10A, 125V

SJTOOW 3 x AWG 18 10A, 125V

SVT 3 x AWG 16 13A, 125V

SVT Shielded 3 x AWG 16 13A, 125V

SVT 3 x AWG 18 10A, 125V

SVT Shielded 3 x AWG 18 10A, 125V

SVTO 3 x AWG 18 10A, 125V

SVTOO 3 x AWG 18 10A, 125V

SPT-2 3 x AWG 18 10A, 125V

Remarks: 

* Cable length limit to 2 meters.

UL/C-UL, CSA

Safety ApprovalCable Type Size (mm
2
) Rated Current
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CONNECTORS IEC STD.C13

Cat. No. V1625BA

Desc. 3-pole Right-Angled Connector For Larger Cable Size

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60320-1, EN 60320-1 - C13

ST 3 x AWG 16 13A, 125V

STW 3 x AWG 16 13A, 125V

SJT 3 x AWG 16 13A, 125V

SJTO 3 x AWG 16 13A, 125V

SJTOO 3 x AWG 16 13A, 125V

SJTW 3 x AWG 16 13A, 125V

SJTOW 3 x AWG 16 13A, 125V

SJTOOW 3 x AWG 16 13A, 125V

SJT 3 x AWG 14 15A, 125V

SJT Shielded 3 x AWG 14 15A, 125V

SJTO 3 x AWG 14 15A, 125V

SJTOO 3 x AWG 14 15A, 125V

SJTW 3 x AWG 14 15A, 125V

SJTOW 3 x AWG 14 15A, 125V

SJTOOW 3 x AWG 14 15A, 125V

ST 3 x AWG 14 15A, 125V

STW 3 x AWG 14 15A, 125V

H05VV-F 3 x 1.50 10A, 250V ENEC

 

CSA

UL/C-UL, CSA

CSA

UL/C-UL, CSA

Safety ApprovalRated CurrentSize (mm
2
)Cable Type
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CONNECTORS IEC STD.C13

Cat. No. V1625BS

Desc. 3-pole Straight Connector For Larger Cable Size

Std. AS/NZS 3109.1 (STANDARD SHEET C13)

IEC 60320-1, Standard Sheet C13

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

EN 60320-1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

CNS10917, CNS109717-3, IEC60320-1

60227 IEC 53 (RVV) 

300/500 (Round) 

H05VV-F 3 x 1.50 10A, 250V KEMA, SNI

VCTF 3 x 2.00 15A, 125V BSMI

SJTW Shielded 3 x AWG 16 13A, 125V

SJT 3 x AWG 14 15A, 125V

SJT Shielded 3 x AWG 14 15A, 125V

SJTW 3 x AWG 14 15A, 125V

SJTO 3 x AWG 14 15A, 125V

SJTOO 3 x AWG 14 15A, 125V

SJTOW 3 x AWG 14 15A, 125V

SJTOOW 3 x AWG 14 15A, 125V

UL/C-UL, CSA

CCC

Cable Type Size (mm
2
) Rated Current Safety Approval

10A, 250V3 x 1.50
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CONNECTORS IEC STD.C13

Cat. No. VAC13AU

Desc. 3-pole Up-Angled Connector

Std. GB17465.1 

JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

VCTF 3 x 1.25 12A, 125V PSE

SJT 3 x AWG 18 10A, 250V

SJT Shielded 3 x AWG 18 10A, 250V

 

Remarks: 

* Cable length limit to 2 meters.

60227 IEC 53 (RVV) 

300/500 (Round)

60227 IEC 53 (RVV) 

300/500 (Round)
3 x 1.00 10A, 250V

CCC

UL/C-UL, CSA

10A, 250V3 x 0.75*

Cable Type Size (mm
2
) Rated Current Safety Approval
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CONNECTORS IEC STD.C13

Cat. No. VAC13AD

Desc. 3-pole Down-Angled Connector

Std. GB17465.1

IEC 60320-1, EN 60320-1 - C13

JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

60227 IEC 53 H05VV-F 3 x 1.00 10A, 125V/250V INMETRO

H05VV-F 3 x 1.00 10A, 125V/250V ENEC - KEMA, IRAM

VCTF 3 x 1.25 12A, 125V/250V PSE

SJT 3 x AWG 18 10A, 125V/250V

SJT Shielded 3 x AWG 18 10A, 125V/250V

SJT 3 x AWG 16 13A, 125V/250V

60227 IEC 53 (RVV) 

300/500 (Round)
3 x 1.00 10A, 125V/250V CCC

UL/C-UL, CSA

Cable Type Size (mm
2
) Rated Current Safety Approval
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CONNECTORS IEC STD.C15

Cat. No. VAC15A

Desc. 3-pole Right-Angled Hot Connector

Std. GB17465.1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

CNS10917, CNS109717-3, IEC60320-1

GB15934

60245 IEC 53 (YZ) 3 x 1.00 10A, 250V

60245 IEC 57 (YZW) 3 x 1.00 10A, 250V

H05RR-F 3 x 1.00 10A, 250V

SJT 3 x AWG 16 13A, 125V

SJT 3 x AWG 14 16A, 125V

SJTW 3 x AWG 16 13A, 125V

SJTW 3 x AWG 14 16A, 125V

PNCTF 3 x 0.75* 7A, 125V

PNCTF 3 x 1.25 10A, 125V

Remarks

* Cable length limit to 2 meters.

Cable Type Rated Current Safety ApprovalSize (mm
2
)

UL/C-UL, CSA

CSA

BSMI

CCC
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CONNECTORS IEC STD.C15

Cat. No. VAC15BS

Desc. 3-pole Straight Hot-Conditions Connector

Std. JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

CNS10917, CNS109717-3, IEC60320-1

VCTF 3 x 1.25 12A, 125V

VCTF 3 x 2.00 15A, 125V

PNCTF 3 x 0.75* 7A / 125V

PNCTF 3 x 1.25 10A, 125V

PNCTF 3 x 2.00 15A, 125V

SJ 3 x AWG 18 10A, 125V UL/C-UL,CSA

3 x AWG 16 + 

3 x 1.25

SJ 3 x AWG 16 13A, 125V

SJ 3 x AWG 14 15A, 125V

SJT 3 x AWG 18 10A, 125V

SJT 3 x AWG 16 13A, 125V

SJT 3 x AWG 14 15A, 125V

SJTO 3 x AWG 18 10A, 125V

SJTO 3 x AWG 16 13A, 125V

SJTO 3 x AWG 14 15A, 125V

SJTOO 3 x AWG 18 10A, 125V

SJTOO 3 x AWG 16 13A, 125V

SJTOO 3 x AWG 14 15A, 125V

SJTW 3 x AWG 18 10A, 125V

SJTW 3 x AWG 16 13A, 125V

SJTW 3 x AWG 14 15A, 125V

SJTOW 3 x AWG 18 10A, 125V

SJTOW 3 x AWG 16 13A, 125V

SJTOW 3 x AWG 14 15A, 125V

SJTOOW 3 x AWG 18 10A, 125V

SJTOOW 3 x AWG 16 13A, 125V

SJTOOW 3 x AWG 14 15A, 125V

Cable Type Size (mm
2
) Rated Current Safety Approval

UL/C-UL,CSA

SJT + VCTF 12A, 250V UL/CSA + PSE

PSE

BSMI

CSA
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CONNECTORS IEC STD.C15 (CONT...)

STO 3 x AWG 16 13A, 125V

STO 3 x AWG 14 15A, 125V

STOO 3 x AWG 18 10A, 125V

STOO 3 x AWG 16 13A, 125V

STOO 3 x AWG 14 15A, 125V

STW 3 x AWG 18 10A, 125V

STW 3 x AWG 16 13A, 125V

STW 3 x AWG 14 15A, 125V

STOW 3 x AWG 18 10A, 125V

STOW 3 x AWG 16 13A, 125V

STOW 3 x AWG 14 15A, 125V

STOOW 3 x AWG 18 10A, 125V

STOOW 3 x AWG 16 13A, 125V

STOOW 3 x AWG 14 15A, 125V

STO 3 x AWG 18 10A, 125V

Cable Type Size Rated Current Safety Approval

UL/C-UL
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CONNECTORS IEC STD.C15

Cat. No. VSCC15

Desc. 3-pole Straight Hot-Conditions 

Double-insulated Connector

Std. AS/NZS 3109.1

IEC 60320-1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

BS 4491-1

EN 60320-1:1994 Std Sheet C15 by A.S.T.A.

GB15934

K60799

IEC 60799

60245 IEC 53 (YZ) 300/500 3 x 0.75* 10A, 250V

60245 IEC 53 (YZ) 300/500 3 x 1.00 10A, 250V

60245 IEC 89 (RQB) 300/300 3 x 0.75* 10A, 250V

60245 IEC 89 (RQB) 300/300 3 x 1.00 10A, 250V

VCTF 3 x 1.25 12A, 125V PSE

60245 IEC 53 (H05RR-F) 3 x 1.00 10A, 250V KC

H03RT-H 3 x 0.75* 10A, 250V KEMA, ASTA

Remarks:  

* Cable length limit to 2 meters.

CCC

H05RR-F 3 x 1.00 10A, 250V

KEMA, CEBEC, SEMKO, DEMKO, 

NEMKO, FIMKO, OVE, SEV, VDE(CB), 

IMQ, ASTA, IRAM

KEMA, CEBEC, SEMKO, DEMKO, 

NEMKO, FIMKO, OVE, SEV, VDE(CB), 

IMQ, ASTA

10A, 250V3 x 0.75*H05RR-F 

Safety Approval

R-EP-90, 250/440 V, Ordinary 

Duty (Circular) (H05RR-F)
3 x 1.00 10A, 250V

SAA

Rated CurrentSize (mm
2
)Cable Type

R-EP-90, 250/440 V, Ordinary 

Duty (Circular) (H05RR-F)
10A, 250V3 x 0.75*
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CONNECTORS IEC STD.C15 (CONT...)

July-2022 Page 254 of 387



CONNECTORS IEC STD.C17

Cat. No. VNBC17S

Desc. 2-pole Straight Connector

Std. AS/NZS 60320.1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

CNS10917, CNS109717-3, IEC60320-1

IEC 60320-1

EN 60320-1

VCTF 2 x 1.25 12A, 125V PSE

SJT 2 x AWG 18 10A, 125V UL/C-UL

SJT 2 x AWG 16 13A, 125V UL/C-UL

SVT 2 x AWG 18 10A, 125V UL/C-UL

H05VV-F 2 x 0.75* 10A, 250V ENEC - NEMKO

H05VV-F 2 x 1.00 10A, 250V ENEC - NEMKO

IS 694 2 x 0.75 10A, 250V Non-Approval

Remarks: 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Rated Current Safety Approval

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
2 x 1.00 10A, 250V SAA

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
2 x 0.75* 10A, 250V SAA

60227 IEC 53 (RVV) 300/500 

(Round) 
2 x 1.00 10A, 250V CCC

60227 IEC 53 (RVV) 300/500 

(Round) 
2 x 0.75* 10A, 250V CCC
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CONNECTORS IEC STD.C17

Cat. No. VAC17A

Desc. 2-pole Right-Angled Connector

Std. AS/NZS 3109.1

IEC 60320-1

EN 60320-1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB15934

K60799

CNS10917, CNS109717-3, IEC60320-1

VCTF 2 x 1.25 12A, 125V PSE

60227 KS IEC 53 (H05VV-F) 2 x 1.00 10A, 250V KC

SJT 2 x AWG 16 13A, 125V UL/C-UL,CSA

H05VV-F 2 x 1.00 10A, 250V ENEC - KEMA

VCTF 2 x 1.25 10A,125V BSMI

60227 IEC 53 (RVV) 300/500 

(Round) 
2 x 1.00 10A, 250V CCC

Safety ApprovalRated CurrentSize (mm
2
)Cable Type

SAA10A, 250V2 x 1.00
V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
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CONNECTORS IEC STD.C17

Cat. No. VAC17S

Desc. 2-pole Straight Connector

Std. AS/NZS 3109.1

IEC 60320-1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

J60320-1 (IEC-J), under Ordinance 2

K60320-1

BS 4491-1

EN 60320-1:1994 Std Sheet C17 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB15934

K60799

SANS 60799

CNS10917, CNS109717-3, IEC60320-1

VCTF 2 x 0.75* 7A, 125V PSE, BSMI

VCTFK 2 x 0.75* 7A, 125V

HVCTF 2 x 1.25 12A, 125V/250V

VCTF 2 x 1.25 10A, 125V BSMI

60227 KS IEC 53 (H05VV-F) 2 x 0.75* 10A, 250V KC

KEMA, CEBEC, SEMKO(CB), DEMKO, 

NEMKO, FIMKO, OVE, SEV, IMQ, 

VDE/ENEC+VDE, ASTA, SABS

KEMA, CEBEC, SEMKO(CB), DEMKO, 

NEMKO, FIMKO, OVE, SEV, IMQ, 

VDE/ENEC+VDE, ASTA

10A, 250V

CCC

10A, 250V

PSE

SAA

2 x 0.75*H05VV-F

H05VV-F 2 x 1.00 10A, 250V

2 x 0.75*
V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)

V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)
2 x 1.00 10A, 250V

2 x 0.75* 10A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)
2 x 1.00 10A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)

Cable Type Size (mm
2
) Rated Current Safety Approval
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CONNECTORS IEC STD.C17 (CONT...)

H05V2V2-F 2 x 0.75* 10A, 250V KEMA, CEBEC, SEMKO(CB), DEMKO,

NEMKO, FIMKO, OVE, SEV, IMQ, 

VDE/ENEC+VDE

SVT 2 x AWG 18 10A, 125V

SVT 2 x AWG 16 13A, 125V

SJT 2 x AWG 18 10A, 125V

SJT 2 x AWG 16 13A, 125V

Remarks: 

* Cable length limit to 2 meters.

Size (mm
2
) Rated Current Safety Approval

H05V2V2-F 2 x 1.00

Cable Type

10A, 250V

UL/C-UL,CSA
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CONNECTORS IEC STD.C17

Cat. No. VAC17BS

Desc. 2-pole Straight Connector For Larger Cbale Size

Std. JIS C 8358 & JIS C8306, under Ordinance 1

J60320-1 (IEC-J), under Ordinance 2

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

VCTF 2 x 2.00 15A, 125V/250V PSE

SJT 2 x AWG 14 15A / 125V UL/C-UL,CSA

Cable Type Size (mm
2
) Rated Current Safety Approval
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CONNECTORS IEC STD.C19

Cat. No. VAC19

Desc. 3-pole Straight Connector

Std. AS/NZS 3109.1 (STANDARD SHEET C19)

GB17465.1

IEC 60320-1, EN 60320-1 - C19

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

K60320-1

JIS C 8358 & JIS C8306, under Ordinance 1

H05VV-F 3 x 1.00* 10A, 250V KEMA, CEBEC, DEMKO, FIMKO

SJT 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 14 15A, 125V/250V

60227 KS IEC 53 (H05VV-F) 3 x 1.00* 16A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.50 16A, 250V

VCTF 3 x 2.00 15A, 125V PSE

IS 3 x 1.50 16A, 250V Non-Approval

Remarks: 

* Cable length limit to 2 meters.

3 x 1.50 16A, 250V

SAA

60227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.00* 16A, 250V

CCC

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

Cable Type Size (mm
2
) Rated Current Safety Approval

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
3 x 1.00* 10A, 250V

3 x 1.50 16A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.50 16A, 250V

UL/c-UL , CSA

KC

NEMKO, SENKO, SEV, OVE, 

VDE, IMQ and/or LCIE
H05VV-F
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CONNECTORS IEC STD.C19

Cat. No. VSC19

Desc. 3-pole Straight Connector

Std. AS/NZS 3109.1

IEC 60320-1

EN 60320-1:1994 Std Sheet C19 by A.S.T.A.

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

IEC 60799

GB15934 , CNS10917, CNS109717-3, IEC60320-1

H05VV-F 3 x 1.00* 16A, 250V KEMA, SEMKO, VDE, ASTA

KEMA, SEMKO, VDE, 

ASTA, IRAM

H05VV-F 3 x 2.50 16A, 250V EURO

60227 KS IEC 53 (H05VV-F) 3 x 1.00* 16A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.50 16A, 250V

VCTF 3 x 1.25 12A,125V

VCTF 3 x 2.00 15A, 250V

VCTF 3 x 2.00 16A, 250V

VCTF 3 x 2.00 15A, 125V

HVCTF 3 x 1.25 13A, 125V

VCT 3 x 3.50 15A, 125V

HVCTF 3 x 2.00 20A, 125V

HVCTF 3 x 2.00 20A, 250V

VCT 3 x 3.50 15A, 250V

PSE

KC

SAA

CCC

Cable Type Size (mm
2
) Rated Current Safety Approval

16A, 250V3 x 1.00*
V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
3 x 1.50 16A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.00*

H05VV-F

16A, 250V

60227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.50 16A, 250V

16A, 250V3 x 1.50
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CONNECTORS IEC STD.C19 (CONT...)

60227 IEC 53 IEC-J 3 x 1.50 15A, 250V PSE

VCTF 3 x 2.00 15A, 125V

HVCFT 3 x 2.00 16A, 250V

SJT 3 x AWG 18 13A, 125V/250V

SJT 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 14 15A, 125V/250V

SJT 3 x AWG 12 15A, 125V/250V

SVT 3 x AWG 16 15A, 125V/250V

SVT 3 x AWG 14 15A, 125V/250V

SVT 3 x AWG 12 15A, 125V/250V

SJTW 3 x AWG 18 13A, 125V/250V

SJTW 3 x AWG 16 13A, 125V/250V

SJTW 3 x AWG 14 15A, 125V/250V

SJTW 3 x AWG 12 15A, 125V/250V

SVT 3 x AWG 18 13A, 125V/250V UL/C-UL

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50

3 x 1.50 +

3 x AWG 16

3 x 1.50 +

3 x AWG 14

3 x 1.50 +

3 x AWG 14 +

 3 x 1.50 +

3 x 1.50

3 x 1.50 + 

3 x AWG 14

 3 x 1.50 

Remarks: 

* Cable length limit to 2 meters.

EURO + UL/CSAH05VV-F + SJT 16A. 250V

H05VV-F + SJT + RVV 300/500 16A. 250V EURO + UL/CSA + CCC

EURO + UL/CSA + CCC + PSE16A, 250V
H05VV-F + SJT + RVV 300/500 

+ IEC-J

Cable Type Size (mm
2
) Rated Current Safety Approval

BSMI

UL/C-UL,CSA

H05VV-F + SJT 13A. 250V EURO + UL/CSA

16A, 250VSJT + H05VV-F + RVV + KETI EURO + UL/CSA + CCC + KC
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CONNECTORS IEC STD.C19

Cat. No. VAC19A

Desc. 3-pole Right-Angled Connector

Std. AS/NZS 3109.1

IEC 60320-1

EN 60320-1:1994 Std Sheet C19 by A.S.T.A.

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

GB15934

K60799

CNS10917, CNS109717-3, IEC60320-1

H05VV-F 3 x 1.50 16A, 250V DEMKO, VDE, IMQ, ASTA

VCTF 3 x 2.00 15A, 125V/250V

HVCTF 3 x 2.00 15A, 125V

60227 KS IEC 53 (H05VV-F) 3 x 1.50 16A, 250V KC

SJT 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 14 15A, 125V/250V

SJT 3 x AWG 12

SJT Shielded 3 x AWG 12

VCTF 3 x 2.00 15A, 250V BSMI

Rated Current Safety Approval

16A, 250V SAA

16A, 250V CCC

Cable Type Size (mm
2
)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

PSE

15A/16A/20A, 

125V/250V

UL/C-UL,CSA

3 x 1.50

60227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.50

July-2022 Page 264 of 387



CONNECTORS IEC STD.C19

Cat. No. VAC19LA

Desc. 3-pole Left-Angled Connector

Std. AS/NZS 3109.1

IEC 60320-1

EN 60320-1

GB17465.1

JIS C 8358 & JIS C8306, under Ordinance 1

K60320-1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

IEC 60799

GB15934

K60799

H05VV-F 3 x 1.50 16A, 250V ENEC-KEMA, IRAM, ASTA, CPS

VCTF 3 x 2.00 15A, 125V

HVCTF 3 x 2.00 15A, 125V

60227 KS IEC 53 (H05VV-F) 3 x 1.50 16A, 250V KC

SJT 
1) 3 x AWG 12 20A, 125V/250V UL/C-UL,CSA

60227 IEC 53 (RVV) 300/500 

(Round)

Safety Approval

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
3 x 1.50 16A, 250V SAA

PSE

3 x 1.50 16A, 250V CCC

Cable Type Size (mm
2
) Rated Current
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CONNECTORS IEC STD.C21

Cat. No. VNC21S

Desc. 3-Pole Straight Connector

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11  

JIS C 8358 & JIS C8306, under Ordinance 1

IEC 60799

K60320-1

AS/NZS 3109.1

GB/T17465.1-2009

Cable Type Size (mm2) Rated Current Safety Approval

HVCTF 3 x 2.00 15A, 250V PSE

60245 IEC 53 (H05RR-F) 3 x 1.50 16A, 250V KC

SJT 3 x AWG 14 16A, 125V/250V UL/c-UL,CSA

H05RR-F

SAA16A, 250V3 x 1.50

R-EP-90, 250/440 V, 

Ordinary Duty (Circular) 

(H05RR-F)

60245 IEC 53 (YZ) 300/500 

(Round)
CCC16A, 250V3 x 1.50

ENEC,KC,SAA,CCC,

EAC
16A, 250V3 x 1.50

New!

July-2022 Page 266 of 387



PLUG
CONNECTORS
03

July-2022 Page 267 of 387
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Cat. No. VNBC14S

Desc. 3-pole Straight Plug Receptacle

Std. EN60320-2-2, IEC320-2-2 (Standard sheet E) 

AS/NZS 3109.1  

GB17465.2 

JIS C 8358 & JIS C8306, under Ordinance 1

EN 60320-2-2 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11  

K60320-2-2

GB15934

K60799

Safety

Approval

VCTF 3 x 1.25 12A, 125V/250V

VCTF 3 x 2.00 15A, 125V/250V

HVCTF 3 x 1.25 12A, 125V/250V

60227 KS IEC 53 (H05VV-F) 3 x 0.75 10A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.00 10A, 250V

SVT 3 x AWG 18 10A,125V/250V

SJT 3 x AWG 18 10A, 125V/250V

SJTW 3 x AWG 18 10A, 125V/250V

SJTO 3 x AWG 18 10A, 125V/250V

SJTOW 3 x AWG 18 10A, 125V/250V

SJT 3 x AWG 17 10A,/12A 125V/250V

SJTW 3 x AWG 17 10A,/12A 125V/250V

SJTO 3 x AWG 17 10A,/12A 125V/250V

SJTOW 3 x AWG 17 10A,/12A 125V/250V

SJT 3 x AWG 16 10A/12A/13A, 125V/250V

UL/C-UL

227 IEC 53 (RVV) 300/500 

(Round)
3 x 0.75* 10A, 250V

CCC
227 IEC 53 (RVV) 300/500 

(Round)
3 x 1.00 10A, 250V

PSE

Cable Type Size (mm
2
) Rated Current

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
3 x 0.75* 10A, 250V

SAA
V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)
3 x 1.00 10A, 250V

KC
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Safety

Approval

3 x 0.75* 10A, 250V NEMKO,IRAM

3 x 1.00 10A, 250V NEMKO,IRAM

3 x 1.00 10A, 250V Non-Approval

Remarks: 

* Cable length limit to 2 meters.

Rated CurrentCable Type Size (mm
2
)

H05VV-F

H05VV-F

IS694
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Cat. No. VAC14S

Desc. 3-pole Straight Plug Receptacle

Std. EN60320-2-2, IEC320-2-2 (Standard sheet E) 

AS/NZS 3109.1  

GB17465.2 

JIS C 8358 & JIS C8306, under Ordinance 1

EN 60320-2-2 by A.S.T.A.

UL 60320-1 , CSA STD C22.2 No. 60320-1-11  

K60320-2-2

GB15934

K60799

Safety

Approval

H05VV-F 3 x 0.75* 10A, 250V

H05RR-F 3 x 1.00 3 x 1.00 ENEC

VCTF 3 x 0.75* 7A, 125V

VCTF 3 x 1.25 12A, 250V

HVCTF 3 x 1.25 12A, 250V

60227 KS IEC 53 (H05VV-F) 3 x 1.00 3 x 1.00

60227 KS IEC 57 (H05V2V2-F) 3 x 1.00 10A, 250V

SJT 3 x AWG 17 10A/12A, 125V/250V

SJT 3 x AWG 18 10A, 125V/250V

SJT (Shielded) 3 x AWG 18 10A, 125V/250V

PSE

KC

UL/C-UL, CSA

KEMA, CEBEC, DEMKO, 

FIMKO, SEMKO, NEMKO, 

VDE, OVE, SEV, IMQ, LCIE, 

ASTA

227 IEC 53 (RVV) 300/500 

(Round)

SAA

227 IEC 53 (RVV) 300/500 

(Round)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

V-75, 250/440 V, Ordinary Duty 

(Circular) (H05VV-F)

Cable Type Size (mm
2
) Rated Current

10A, 250V

3 x 0.75*

10A, 250V3 x 1.00

H05RR-F 

10A, 250V3 x 0.75*

H05VV-F

KEMA, CEBEC, DEMKO, 

FIMKO, SEMKO, NEMKO, 

VDE, OVE, SEV, IMQ

10A, 250V 3 x 0.75*

10A, 250V3 x 1.00

3 x 1.00

CCC

10A, 250V
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Safety

Approval

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x 0.75* + 

3 x AWG 18 +

3 x 0.75* 

3 x 1.00 +

3 x 1.00 +

3 x AWG 17 +

3 x 1.00 

3 x 1.00 +

3 x AWG 17 

RVV 300/500 + K60227 IEC 53 3 x 1.00 10A, 250V CCC + KC

3 x 1.00 +

3 x AWG 18 

3 x 0.75 +

3 x AWG 18 

3 x AWG 18 +

3 x 1.00 

3 x 1.00 +

3 x 1.00 

3 x 1.00 10A, 250V EURO + EAC

Remarks: 

* Cable length limit to 2 meters.

H05VV-F + RVV 300/500 10A, 250V
EURO + CCC + IEC-

J

H05VV-F

10A, 250V
UL/CSA + EURO + 

CCC

SJTOW 

SVTO 

SVTOO 

UL/C-UL, CSA

UL/CSA + EURO + 

CCC + KC

SVT (Shielded) 

SVT  

SJTOOW 

10A, 250V
KOREA + UL/CSA 

+ EIRO + CCC

10A, 250V

Rated Current

EURO + UL/CSA + 

SAA + EAC

10A, 250V

CCC + IEC-J + 

UL/CSA + EURO + 

SAA

10A, 250V

SJTO 

SJTOO 

SJTW

H05VV-F + SVT + Circular Oridinary V-75

RVV 300/500 + IEC-J + SJT + H05VV-F

K60227 RVV 300/500 IEC 53 + SJT

H05VV-F + SJT

10A, 250V UL/CSA + CCC

H05VV-F + SVT

SJT + RVV 300/500

Cable Type Size (mm
2
)
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CONNECTORS IEC STD.C14

Cat. No. VNC14S

Desc. 3-Pole Straight Plug Receptacle

Std. EN/IEC 60320-1 Standard Sheet C14

GB17465.1  

JIS C8358, JIS C8306 (Under Ordinance I)

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

H05VV-F  3 x 0.75* 10A, 250V

H05VV-F 3 x 1.00 10A, 250V

H05VV-F 3 x 1.50 10A, 250V

RVV 300/500  3 x 0.75* 10A, 250V

RVV 300/500 3 x 1.00 10A, 250V

SVT 3 x AWG 18 10A, 125V

SJT 3 x AWG 18 10A, 125V

SJT 3 x AWG 17 12A, 125V

SJT 3 x AWG 16 13A, 125V

VCTF  3 x 0.75* 7A, 125V

VCTF 3 x 1.25 12A, 125V

3 x AWG 18 +

 3 x 0.75*

3 x AWG 17 +

3 x 1.00

Remarks 

* Cable length limit to 2 meters.

UL/CSA + EURO

10A, 250V

SVT + H05VV-F

JIS

UL/CSA

Cable Type Size (mm
2
) Rated Current

Safety

Approval

ENEC

CCC

10A, 250V

SJT + H05VV-F
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Cat. No. VAC14LS

Desc. 3-pole Straight Plug Receptacle

Std. EN60320-2-2, IEC320-2-2 (Standard sheet E) 

GB17465.2 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB15934

H05VV-F 3 x 1.50 10A, 250V KEMA

SJT 3 x AWG 14 16A, 125V/250V

SJTW 3 x AWG 14 16A, 125V/250V

SJT 3 x AWG 16 13A, 125V/250V

SJTO 3 x AWG 16 13A, 125V/250V

SJTW 3 x AWG 16 13A, 125V/250V

SJTOW 3 x AWG 16 13A, 125V/250V

3 x AWG 16 +

3 x 1.50

3 x AWG 14 +

3 x 1.50
10A, 250V

Cable Type

UL/CSA + EURO

UL/CSA + CCC + EURO + 

IEC-J

Size (mm
2
)

Safety

Approval

3 x 1.50 10A, 250V CCC

UL/C-UL, CSA

Rated Current

SJT + H05VV-F 10A, 250V

SJT + H05VV-F

60227 IEC 53 (RVV) 

300/500 Round
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Cat. No. VAC14A

Desc. 3-pole Right-Angled Plug Receptacle

Std. EN60320-2-2, IEC320-2-2 (Standard sheet E) 

AS/NZS 3109.1  

GB17465.2 

EN 60320-2-2 by A.S.T.A.

UL817 , CSA STD C22.2

GB15934

Safety

Approval

H05VV-F 3 x 0.75* 10A, 250V

H05VV-F 3 x 1.00 10A, 250V

SJT 3 x AWG 18 10A, 125V/250V

SJT (Shielded) 3 x AWG 18 10A, 125V/250V

SJTO 3 x AWG 18 10A, 125V/250V

SJTOO 3 x AWG 18 10A, 125V/250V

SJTW 3 x AWG 18 10A, 125V/250V

SJTOW 3 x AWG 18 10A, 125V/250V

SJTOOW 3 x AWG 18 10A, 125V/250V

SVT  3 x AWG 18 10A, 125V/250V

SVT (Shielded) 3 x AWG 18 10A, 125V/250V

H05RR-F  3 x 0.75* 10A, 250V

KEMA, CEBEC, DEMKO, FIMKO, SEMKO, 

NEMKO, VDE, OVE, SEV, IMQ, LCIE, ASTA

10A, 250V

SAA

227 IEC 53 (RVV) 

300/500 (Round)
3 x 0.75*

UL/C-UL, CSA

Cable Type

3 x 1.00

Size (mm
2
) Rated Current

KEMA, CEBEC, DEMKO, FIMKO, SEMKO, 

NEMKO, VDE, OVE, SEV, IMQ

3 x 1.00 10A, 250V
227 IEC 53 (RVV) 

300/500 (Round)

V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)

10A, 250V

CCC

3 x 0.75* 10A, 250V

V-75, 250/440 V, Ordinary 

Duty (Circular) (H05VV-F)
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Safety

Approval

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 17 12A, 125V/250V

3 x 1.00 +

3 x AWG 17 +

3 x 1.00 +

3 x 1.00 

3 x 1.00 +

3 x AWG 17 +

3 x 1.00 

3 x 1.00 +

3 x AWG 18

3 x 0.75 +

3 x AWG 18

Remarks: 

* Cable length limit to 2 meters.

10A, 250VH05VV-F + SJT

H05VV-F + SJT 10A, 250V

SVTO 

SVTOO 

SJT

EURO + UL/CSA

Size (mm
2
) Rated CurrentCable Type

H05VV-F + SJT + RVV 300/500 + K60227 IEC 

53
10A, 250V

UL/C-UL, CSA

EURO + UL/CSA + 

CCC + KC + SAA

H05VV-F + SJT + RVV 300/500 + IEC-J 10A, 250V
EURO + CCC + 

UL/CSA + IEC-J
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Cat. No. VAC14LA

Desc. 3-pole Left-Angled Plug Receptacle

Std. EN60320-2-2, IEC320-2-2 (Standard sheet E) 

GB17465.2 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

Safety

Approval

H05VV-F 3 x 0.75* 10A, 250V

H05VV-F 3 x 1.50 10A, 250V

SVT 3 x AWG 18 10A, 250V

SJT 3 x AWG 16 13A, 125V/250V

SJTO 3 x AWG 16 13A, 125V/250V

SJTW 3 x AWG 16 13A, 125V/250V

SJTOW 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 14 15A, 125V/250V

K60227 IEC 53 3 x 0.75* 10A, 250V

K60227 IEC 53 3 x 1.50 10A, 250V

3 x 1.50 +

3 x AWG 14

3 x 0.75* +

3 x AWG 18

Remarks: 

* Cable length limit to 2 meters.

KC

60227 IEC 53 (RVV) 

300/500 Round
3 x 0.75*

H05VV-F + SJT 10A, 250V

EURO + UL/CSA + CCC

60227 IEC 53 (RVV) 

300/500 Round

H05VV-F + SVT 10A, 250V

Cable Type Size (mm
2
) Rated Current

10A, 250V

10A, 250V3 x 1.50

CCC

ENEC - KEMA

UL/C-UL, CSA
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Cat. No. VAC14BS

Desc. 3-pole Straight Plug Receptacle

Std. JIS C8303 & JIS C8306 (Under Ordinance 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

Safety

Approval

VCTF 3 X 2.00 15A, 125V/250V PSE

SJT 3 x AWG 16 13A, 125V/250V

SJT (Shielded) 3 x AWG 16 13A, 125V/250V

3 x AWG 16 +

3 x 1.25
13A, 125V UL/CSA + PSESJT + HVCTF

Cable Type Size (mm
2
) Rated Current

UL/C-UL, CSA
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Cat. No. VAC20AD

Desc. 3-pole Down-Angled Plug Receptacle

Std. EN 60320-2-2, IEC 60320-2-2, Standard Sheet I

GB17465.2 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB15934

Cable Type Size (mm
2
) Rated Current Safety Approval

H05VV-F 3 x 1.50 16A, 250V ENEC, KEMA

SJT 3 x AWG 12 20A, 125/250V

SJTO 3 x AWG 12 20A, 125/250V

SJTOO 3 x AWG 12 20A, 125/250V

SJTW 3 x AWG 12 20A, 125/250V

SJTOW 3 x AWG 12 20A, 125/250V

SJTOOW 3 x AWG 12 20A, 125/250V

SJT 3 x AWG 14 16A, 125/250V

K60227 IEC 53 3 x 1.50 16A, 250V KC

3 x 1.50 +

3 x AWG 14
H05VV-F + SJT 16A, 250V EURO + UL/CSA + CCC

UL/C-UL, CSA

60227 IEC 53 (RVV) 

300/500 Round 
3 x 1.50 16A, 250V CCC
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Cat. No. VAC20S

Desc. 3-pole Straight Plug Receptacle

Std. EN 60320-2-2, IEC 60320-2-2, Standard Sheet I

IEC 60799

GB17465.2 

JIS C 8358 & JIS C8306, under Ordinance 1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

K60320-2-2

GB15934

K60799

H05VV-F 3 x 1.50 16A, 250V KEMA, VDE, EAC, IRAM

VCTF 3 x 2.00 16A, 250V

HVCTF 3 x 2.00 16A, 250V

SJT 3 x AWG 16 13A, 125V/250V

SJT 3 x AWG 14 16A, 125V/250V

H05RR-F 3 x 1.50 16A, 250V ENEC, KC,SAA,CCC,EAC,IRAM

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50 

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 

PSE

60227 IEC 53 (RVV) 

300/500 Round
CCC16A, 250V3 x 1.50

V-75, 250/440 V, Ordinary 

Duty

(Circular) (H05VV-F)

SAA

SJT + H05VV-F + RVV 16A, 250V UL/CSA + EURO + CCC

KC16A, 250V3 x 1.50

UL/C-UL, CSA

SJT + H05VV-F + K60227 

IEC 53 + RVV 300/500 + 

IEC-J

UL/CSA + EURO + KC + CCC + 

IEC-J + SAA
16A, 250V

60227 KS IEC 53 (H05VV-

F)

Cable Type Size (mm
2
) Rated Current Safety Approval

16A, 250V3 x 1.50
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Safety

Approval

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50

3 x AWG 16 +

3 x 1.50

3 x AWG 14 +

3 x 1.50

Size (mm
2
) Rated Current

UL/CSA + SAA + 

EU
13A, 250VSJT + H05VV-F

SJT + H05VV-F + RVV + KETI 16A, 250V
UL/CSA + EURO + 

CCC + KC

Cable Type

UL/CSA + EUSJT + H05VV-F 16A, 250V
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Cat. No. VAC20BS

Desc. 3-pole Straight Plug Receptacle

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11

GB 17465.2

JIS C8303 & JIS C8306 Under Ordinance 1

SJT 3 x AWG 12 20A, 125V/250V UL/CSA

3 x AWG 12 + 

3 x 2.50 +

3 x 2.50

PSE 60227 IEC 53 IEC-J 3 x 2.50 20A, 125V/250V PSE

Safety Approval

SJT + H05VV-F + RVV 

300/500
16A, 250V UL/C-UL + CCC

Size (mm
2
) Rated Current Cable Type
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V-LOCK PLUG CONNECTORS

Cat. No. VAC14KC

Desc. 3-pole Straight Plug Connector with locking feature

Std. AS/NZS 60320-2-2 (STANDARD SHEET E)

GB17465.2

EN / IEC 60320-2-2 (STANDARD SHEET E)

JIS C8303 & JIS C8306 (Under Ordinance 1)

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x 0.75 7A, 125V

3 x 2.00 15A, 125V

3 x 1.00 10A, 250V

3 x 1.25 12A, 250V

3 x AWG 18 10A, 125 / 250V

3 x AWG 16 13A, 125 / 250V

3 x AWG 18 10A, 125 / 250V

3 x 1.00 +

3 x 1.00 +

3 x 1.00 

3 x AWG 18 +

3 x 1.00 +

3 x 1.00 +

3 x 1.00

3 x 1.00 +

3 x AWG 18 

3 x 0.75 +

3 x AWG 18 

Safety ApprovalMax. Rating

H05VV-F + SVT 10A, 250V

UL/CSA + EURO

10A, 250V
EURO + CCC + 

PSE

SJT + H05VV-F + 227 IEC 53(RVV) 

+ IEC-J
10A, 250V

UL/CSA + EURO + 

CCC + PSE

H05VV-F + 227 IEC 53(RVV)  + IEC-J

H05VV-F + SJT 10A, 250V

3 x 1.00

SAA

CCC

VDE/KEMA+EAC+

ASTA

SJT

V-75, 250/440 V, Ordinary Duty 

V-75, 250/440 V, Ordinary Duty 

60227 IEC 53 (RVV) 300/500 (Round) 

60228 IEC 53 (RVV) 300/500 (Round) 

(Circular) (H05VV-F)

PSE

UL/C-UL, CSA

10A, 250V

SJT

SVT

H05VV-F

H05VV-F

VCTF

VCTF

PSE 227 IEC 53 IEC-J

VCTF 

Size (mm
2
)Cable Type

10A, 250V3 x 0.75*
(Circular) (H05VV-F)
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3 x 0.75 +

3 x AWG 18 +

3 x 0.75

Remarks: 

* Cable length limit to 2 meters.

Safety Approval

H05VV-F + SVT + 227 IEC 52(RVV) 10A, 250V
UL/CSA + EURO + 

CCC

Cable Type Size (mm
2
) Max. Rating
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Cat. No. VAC20KC

Desc. 3-pole Straight Plug Connector with locking device

Std. AS/NZS 60320-2-2 (STANDARD SHEET I)

GB17465.2

EN / IEC 60320-2-2 (STANDARD SHEET I)

JIS C8303 & JIS C8306 (Under Ordinance 1)

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

3 x 1.50 16A, 250V CCC

3 x 1.50 16A, 250V KEMA, VDE, ASTA

3 x 1.50 14A, 125V / 250V

3 x 2.00 15A,125V / 250V

3 x AWG 14 16A, 125V / 250V UL/C-UL, CSA

3 x 1.50 +

3 x AWG 14

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 1.50

SJT + H05VV-F + RVV300/500 + IEC-J 16A, 250V

UL/CSA + EURO + 

CCC + PSE

16A, 250V UL/CSA + EURO

SJT + H05VV-F + RVV 300/500 + VCTF 16A, 250V

H05VV-F + SJT

SJT

60227 IEC 53 (RVV) 300/500 (Round) 

H05VV-F

Safety ApprovalMax. RatingSize (mm
2
)Cable Type

PSE 227 IEC 53 IEC-J
PSE

V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)
3 x 1.50 16A, 250V SAA, EURO

VCTF
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Cat. No. VAC17KS

Desc. 2-pole Straight Connector with Locking device 

Std. EN 60320-1, IEC 60320-1 

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

AS/NZS 60320.1 (Standard Sheet C17) 

H05VV-F 2 x 1.00 10A, 250V VDE

SJT 2 x AWG 18 10A, 125V/250V UL/CSA

2 x 1.00 10A, 250V SAA

Cable Type Size (mm
2
) Max. Rating

Safety 

Approval

V-75, 250/440 V, Ordinary Duty (Circular)
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Cat. No. VAC13KS

Desc. 3-pole Straight Connecor with Locking feature

Std. J60320-1 (IEC-J), under Ordinance 2

JIS C 8358 & JIS C8306, under Ordinance 1

GB17465.1 (CONNECTOR) 

EN 60320-1:1994 Std Sheet C13 by A.S.T.A.

IEC 60320-1, EN 60320-1 - C13

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

AS/NZS 60320.1 (STANDARD SHEET C13)

3 x 1.00 10A, 250V

3 x 1.25 12A, 125V

3 x 1.25 12A, 125V/250V

3 x 0.75* 7A, 125V

3 x 2.00 15A, 125V

3 x 1.25 10A, 250V

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x 1.50 10A, 250V

3 x 1.50 10A, 250V EURO

3 x 0.75* 10A, 250V

3 x 1.00 10A, 250V

3 x AWG 18 10A, 125V/250V

3 x AWG 16 13A, 125V/250V

3 x AWG 14 15A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 18 10A, 125V/250V

3 x AWG 16 13A, 125V

V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)
3 x 1.50 10A, 250V

SAA

CCC

10A, 250V3 x 0.75*
V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)

10A, 250V3 x 1.00
V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)

UL/c-UL, CSA

H05VV-F

H05VV-F

SJT

SJT

Size (mm
2
) Max. Rating

Safety 

Approval

ASTA, KEMA, 

VDE

PSE

SJT

ST 

SVT

SJT (Shielded) 

Cable Type

227 IEC 53 (IEC-J) Round

HVCTF

VCTF

VCTF

VCTF

VCTF

60227 IEC 53 (RVV) 300/500

60227 IEC 53 (RVV) 300/500

60227 IEC 53 (RVV) 300/500

H05VV-F
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V-LOCK PLUG CONNECTORS IEC STD.C13 (CONT..)

3 x 1.00 +

3 x 1.00 +

3 x 1.00

3 x AWG 18 +

3 x 1.00 +

3 x 1.00 +

3 x 1.00

3 x AWG 18 +

3 x 1.00

3 x 0.75 * +

3 x AWG 18 +

3 x 0.75* 

3 x AWG 18 +

3 x 0.75* 

Remarks: 

* Cable length limit to 2 meters.

10A, 250VSVT + H05VV-F UL/CSA + EURO

10A, 250V
UL/CSA + VDE + 

KEMA
SJT + H05VV-F

H05VV-F + SVT + 227 IEC 53(RVV) 10A, 250V
UL/CSA + EURO + 

CCC

SJT + H05VV-F + 227 IEC 53(RVV) 10A, 250V
UL/CSA + EURO + 

CCC + PSE

Cable Type Size (mm
2
) Max. Rating Safety Approval

H05VV-F + 227 IEC 53 (RVV) + IEC-J 10A, 250V
EURO + CCC + IEC-

J
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V-LOCK CONNECTORS

Cat. No. VAC19KS

Desc. 3-pole Straight Connecor with Locking feature

Std. JIS C 8358 & JIS C8306, under Ordinance 1

GB17465.1 (CONNECTOR) 

EN / IEC 60320-1 Sandard Sheet C19                     

 IEC 60320-1, EN 60320-1 - C19

UL 60320-1 , CSA STD C22.2 No. 60320-1-11

AS/NZS 60320-1 (STANDARD SHEET C19)

3 x 1.50 16A, 250V CCC

3 x 1.50 16A, 250V ASTA, KEMA, VDE

3 x AWG 14 15A/16A, 125V/250V

3 x AWG 12 20A, 125V/250V

3 x 2.00 15A, 125V/250V

3 x 3.50 20A, 125V/250V

3 x AWG 14 +

3 x 1.50 +

3 x 1.50 +

3 x 2.00

3 x AWG 14 +

3 x 2.00

3 x 1.50 +

3 x AWG 14 
16A, 250V

EURO + UL.CSA + 

CCC + IEC-J
H05VV-F + SJT

SJT + H05VV-F + RVV 300/500 + VCTF 16A, 250V
UL/CSA + EURO + 

CCC + PSE

SJT + VCTF 15A, 125V/250V UL/CSA + PSE

PSE

Cable Type Size (mm
2
) Max. Rating Safety Approval

SAA16A, 250V3 x 1.50
V-75, 250/440 V, Ordinary Duty (Circular) 

(H05VV-F)

UL/c-UL, CSA
SJT

VCTF

VCT

227 IEC 53 (RVV) 300/500 (Round) 

H05VV-F

SJT
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V-LOCK CONNECTORS

Cat. No. VNC21KS

Desc. 3-pole Straight Connecor with Locking feature

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11

                     

3 x AWG 12 20A, 250V UL/C-UL

Cable Type Size Max. Rating Safety Approval

SJT

New!
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V-LOCK CONNECTORS

Cat. No. VNC21KBS

Desc. 3-pole Straight Connecor with Locking feature

with big strain relief.

Std. JIS C 8358 & JIS C8306, under Ordinance 1

                     

3 x 3.50 20A, 250V PSE

Cable Type Size (mm
2
) Max. Rating Safety Approval

VCT

New!
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V-LOCK INLET

Cat. No. VAC14KS 

Desc. 3-wire Inlet with notch to match IEC Std. C13

Locking Connector (Screw-on Cable Type)

Std. UL817, CSA Std C22.2

GB17465.1

IEC 60320-1 Standard Sheet C14

Max. Rating 10, 15A / 250V

Safety Mark UL/c-UL, CSA, CCC, KEMA, VDE 
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V-LOCK INLET

Cat. No. VAC18S

Desc. 3-wire Inlet with notch to match IEC 

Std. C17 Locking Connector 

Std. UL817, CSA Std C22.2 

IEC / EN 60320-1 Standard Sheet C18

Max. Rating 10A, 15A / 250V

Safety Mark UL/c-UL, CSA, SEMKO
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V-LOCK INLET

Cat. No. RF-2004-VA-K

Desc. 3-wire Inlet with notch and built-in fuse carrier 

to match IEC Std. C13 Locking Connector (Clip-on Type)

Std. UL 498, UL 817, CSA Std C22.2

GB17465.1

IEC/EN 60320-1 Standard Sheet C14

Max. Rating 10A / 250V

Safety Mark UL/c-UL, CSA, CCC, KEMA
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V-LOCK INLET

Cat. No. SS-7B-1-T7-VA-K  

Desc. 3-wire Angular Inlet with notch to match IEC Std. 

C13 Locking Connector(Screw-on Type)

Std. UL 498, CSA Std C22.2

GB17465.1

IEC/EN 60320-1 Standard Sheet C14

Max. Rating 10A, 15A / 250V

Safety Mark UL/c-UL, CSA, CCC, KEMA
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V-LOCK INLET

Cat. No. VAC20KS 

Desc. 3-wire Inlet with notch to match IEC Std. 

C19 Locking Connector (Screw-on Type)

Std. UL 498, UL 817, CSA STD C22.2

GB17465.1

IEC/EN 60320-1 Standard Sheet C20

Max. Rating 16A, 20A / 250V

Safety Mark UL/c-UL, CSA, CCC, KEMA, VDE
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V-LOCK OUTLET

Cat. No. VAC19KI

Desc. 3-pole Outlet with notch to match IEC Std. C20

Locking Plug Connector (Screw-on Type)

Std. UL817, CSA Std C22.2

IEC/EN 60320-2-2 Standard Sheet J

Max. Rating 16A, 250V

Safety Mark UL/c-UL, CSA, KEMA
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HALOGEN-FREE
PLUGS AND
CONNECTORS 
05
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                   ARGENTINA

Cat. No. VPAR10S2

Desc. Small Profile Straight Plug for Class II Applicance, 

Halogen Free (RoHS 2)

Std. IRAM 2063 & IRAM-NM 60884-1

Max. Rating 10A, 250V

Safety Mark IRAM 

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 -
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                   ARGENTINA

Cat. No. VPAR10S3

Desc. Straight Plug for Class I Appliance, Halogen Free

(RoHS 2)

Std. IRAM 2073 & IRAM-NM 60884-1

Max. Rating 10A, 250V

Safety Mark IRAM 

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 1.00 VCC13
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                   AUSTRALIA

Cat. No. VPAU10LS2

Desc. Straight Plug with Insulated Pins  

for Class II Appliance,Halogen Free (RoHS 2)

Std. AS/NZS 3112:2000

Max. Rating 10A, 250V

Safety Mark SAA

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 VCC7

Remarks 

* Cable length limit to 2 meters.
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                   AUSTRALIA

Cat. No. VPAU10LS3

Desc. Straight Plug with Insulated Pins for Class I 

and Class II Appliance, Halogen Free (RoHS 2)

Std. AS/NZS 3112:2000

Max. Rating 10A, 250V

Safety Mark SAA

Cable Type Size (mm
2
) Matching Connector

VCC5S 

VCC13*

H05Z1Z1-F 3 x 1.00 VCC13

H03Z1Z1-F  3 x 0.75 VCC5S

Remarks 

* Cable length limit to 2 meters.

 3 x 0.75 H05Z1Z1-F

July-2022 Page 303 of 387



                   BRAZIL

Cat. No. VPBR10S2

Desc. Straight Plug with Insulated Pins

for Class II Appliance, Halogen Free

Std. NBR 6147

Max. Rating 10A, 250V

Safety Mark INMETRO

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 -
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                  DENMARK

Cat. No. VPDM10S3

Desc. Straight Plug with Earth Pin for Class I Appliance, 

Halogen Free

Std. IEC 60884-1 & SB 107-2-DI (STANDARD 

SHEET DK 2-5A)

Max. Rating 10A, 250V

Safety Mark DEMKO

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 VCC13*

H05Z1Z1-F 3 x 1.00 VCC13

Remarks 

* Cable length limit to 2 meters.
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                    EUROPE

Cat. No. GPEU2.5S2

Desc. Straight Plug for Class II Appliance, Halogen Free

Std. EN 50075

Max. Rating 2.5A, 250V

Safety Mark ENEC - KEMA

H03Z1Z1H2-F 2 x 0.75 -

NOTE:

Please check tooling availability.

Matching ConnectorSize (mm
2
)Cable Type
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                    EUROPE

Cat. No. VPEU2.5CS2

Desc. Filtered Straight Plug with Radio Interference                                              

Halogen Free

Std. EN 50075

Max. Rating 2.5A, 250V

Safety Mark ENEC - VDE

H03Z1Z1H2-F 2 x 0.75 -

NOTE:

Please check tooling availability.

Cable Type Size (mm
2
) Matching Connector
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                   EUROPE

Cat. No. VPEU16S2

Desc. Straight Plug with Dual-earth contacts for Class II  

Appliance,Halogen Free

Std. IEC 60884-1

Max. Rating 16A, 250V

Safety Mark ENEC - VDE

H05Z1Z1-F 2 x 0.75 -

Cable Type Size (mm
2
) Matching Connector
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                   EUROPE

Cat. No. GPEU16S3

Desc. Straight Plug with Dual Earth Contacts for Class I 

Appliance, Halogen Free

Std. IEC 60884-1

Max. Rating 16A, 250V

Safety Mark KEMA, CEBEC, DEMKO, NEMKO, FIMKO, 

SEMKO, OVE, VDE

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 VCC13* 

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Matching Connector
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                   EUROPE

Cat. No. VPEU16S3

Desc. Straight Plug with Dual Earth Contacts for Class I 

Appliance, Halogen Free

Std. IEC 60884-1

Max. Rating 16A, 250V

Safety Mark KEMA , CEBEC, DEMKO, NEMKO, FIMKO, 

SEMKO, OVE, VDE

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 VCC13*

H05Z1Z1-F 3 x 1.00 VCC13

Remarks 

* Cable length limit to 2 meters.

Cable Type Size (mm
2
) Matching Connector
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                   GULF COUNTRIES

Cat. No. VPUK13A3

Desc. Non-rewirable 13A Fused Plug Molded in 

Thermoplastic HF Material

Std. IEC 60884

Max. Rating 13A, 250V

Safety Mark GCC

Cable Type Size (mm
2
) Matching Connector                        

H05Z1Z1-F 3 x 0.75 VCC13*

Remarks 

* Cable length limit to 2 meters.

NOTE:

Gulf countries include Bahrain, Kuwait, Iraq, Oman, Qatar, Saudi Arabia and the United Arab Emirates (UAE)

Subject to safety approval availability.

July-2022 Page 311 of 387



                  JAPAN

Cat. No. VPJS15THS2

Desc. Anti Tracking Straight Plug with Sleeve for Class II 

Appliance, Halogen Free (RoHS 2)

Std. JIS C8303 & JIS C8306

Max. Rating 15A, 125V

Safety Mark PSE

Cable Type Size (mm
2
) Matching Connector

OOCTFK/F 2 x 0.75 VCC7S, VCC7

QFF/F 2 x 0.75 -

QQCTFK/F 2 x 0.75 -

EM-CFF 2 x 0.75 VCC7S

* Cable length limit to 2 meters.
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                  JAPAN

Cat. No. VPJS15S2

Desc. Straight Plug for Class II Appliance, Halogen Free

(RoHS 2)

Std. JIS C8303 & JIS C8306

Max. Rating 15A, 125V

Safety Mark PSE

Cable Type Size (mm
2
) Matching Connector

EM-CFF 2 x 0.75 VCC7S

ECTFK 2 x 0.75 VCC7S, VCC7

* Cable length limit to 2 meters.
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                  JAPAN

Cat. No. VPJS15MS3

Desc. Straight Plug with External Earth Wire 

for Class I Appliance, Halogen Free (RoHS 2)

Std. JIS C8303 & JIS C8306

Max. Rating 15A, 125V

Safety Mark PSE

Cable Type Size (mm
2
) Matching Connector

OOCTF/F 3 x 0.75 -

ECTF 3 x 0.75 -

* Cable length limit to 2 meters.
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                  JAPAN

Cat. No. GPJS15S3

Desc. Straight Plug for Class I Appliance, Halogen Free

(RoHS 2)

Std. JIS C8303 & JIS C8306

Max. Rating 7A, 125V

Safety Mark PSE

Cable Type Size (mm
2
) Matching Connector

QQCTF/F 3 x 0.75 VCC5S, VCC13*

ECTF/F 3 x 0.75 VCC13*

Remarks 

* Cable length limit to 2 meters.
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                  JAPAN

Cat. No. GPJS15HS3

Desc. Straight Plug with Housing Cable Type for 

Class I Appliance, Halogen Free (RoHS 2)

Std. JIS C8303 & JIS C8306

Max. Rating 7A, 125V

Safety Mark PSE

Cable Type Size (mm
2
) Matching Connector

QQCTF/F 3 x 0.75 VCC5S, VCC13*

ECTF 3 x 0.75 VCC5S

Remarks 

* Cable length limit to 2 meters.
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                    SWITZERLAND

Cat. No. VPSW10ZS2

Desc. Staight Plug for Class II Appliance, Halogen Free

Std. IEC 60884-1 and SEV 1011

Max. Rating 10A,  250V

Safety Mark SEV

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 -

H05Z1Z1-F 2 x 0.75 -

* Cable length limit to 2 meters.
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                    SWITZERLAND

Cat. No. VPSW10ZS3

Desc. Staight Plug for Class I Appliance, Halogen Free

Std. IEC 60884-1 and SEV 1011

Max. Rating 10A,  250V

Safety Mark SEV

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 VCC13*

H05Z1Z1-F 3 x 1.00 VCC13

Remarks 

* Cable length limit to 2 meters.
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                 UNITED KINGDOM

Cat. No. VPUK13A2

Desc. Cable Type 4 Angled Plug for Class II apppliance,

Halogen Free

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Mark ASTA

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 -

Remarks 

* Cable length limit to 2 meters.

Subject to safety approval availability.
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                 UNITED KINGDOM

Cat. No. VPUK13A3

Desc. Cable Type 4 Angled Plug for Class I 

and II apppliance, Halogen Free

Std. BS 1363/A

Max. Rating 13A, 250V

Safety Mark ASTA

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1-F 3 x 0.75 -

H05Z1Z1-F 3 x 0.75 VCC13*

H05Z1Z1-F 3 x 1.00 VCC13

H05Z1Z1-F 2 x 0.75 -

Remarks 

* Cable length limit to 2 meters.

Subject to safety approval availability.
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                  SOUTH AFRICA

Cat. No. VPSA16A3

Desc. Angled Plug for Class I and II Appliance, 

Halogen Free

Std. SANS164-1

Max. Rating 16A, 250V

Safety Mark Not Mandatory

Cable Type Size (mm
2
) Matching Connector

H05Z1Z1-F 3 x 0.75 VCC5S, VCC13*

Remarks 

* Cable length limit to 2 meters.
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                  THAILAND

Cat. No. VPTI16S2

Desc. Straight Plug for Class II Appliance, Halogen Free

Std. TIS 166-2549

Max. Rating 16A, 250V

Safety Mark Non Mandatory (TIS 166 Compliant)

Cable Type Size (mm
2
) Matching Connector

H03Z1Z1H2-F 2 x 0.75 VCC7

NOTE:

Subject to TIS Safety Mark Application.

* Cable length limit to 2 meters.

NOTE:

Subject to TIS Safety Mark Application.
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                 THAILAND

Cat. No. VPTI16S3

Desc. Straight Plug for Class I Appliance, Halogen Free

Std. TIS 166-2549

Max. Rating 16A, 250V

Safety Mark Non Mandatory (TIS 166 Compliant)

Cable Type Size (mm
2
) Matching Connector

H05Z1Z1-F  3 x 0.75 VCC5S, VCC13* 

H05Z1Z1-F 3 x 1.00 VCC13

H03Z1Z1-F  3 x 0.75 VCC5S

Remarks 

* Cable length limit to 2 meters.

NOTE:

Subject to TIS Safety Mark Application.
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                   U.S.A

Cat. No. VPUS15S2

Desc. NEMA 1-15P Straight Plug for Class II Appliance,

Halogen Free (RoHS 2)

Std. UL498, UL817, CSA STD C 22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

Cable Type Size Matching Connector

NISPE-2 / NISPT-2 (TPE) 2 x AWG 18 VCC7S
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                   U.S.A

Cat. No. VPUS15S3

Desc. NEMA 5-15P Straight Plug for Class I Appliance, 

Halogen Free

Std. UL498, UL817, CSA STD C 22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

Cable Type Size Matching Connector

SJE/SJT (TPE) 3 x AWG 18 VCC13

SVE/SVT (TPE) 3 x AWG 18 VCC5S, VCC13
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                    U.S.A

Cat. No. VPUS15DS3

Desc. NEMA 5-15P Straight Plug with inner housing 

for Class  I Appliance, Halogen Free

Std. UL498, UL817, CSA STD C 22.2

Max. Rating 15A, 125V

Safety Mark UL, CSA

Cable Type Size Matching Connector

SJE/SJT (TPE) 3 x AWG 18 VCC13

SVE/SVT (TPE) 3 x AWG 18 VCC5S, VCC13 

SVE 3 x AWG 16 -

SPE-2/SPT-2 (TPE) 3 x AWG 18 VCC5S
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CONNECTORS IEC STD.C5

Cat. No. VCC5S

Desc. 3-Pole Straight Connector, Halogen Free

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11

JIS C8358 & JIS C8306

AS/NZS 60320.1 (STANDARD SHEET C5)

Cable Type Size (mm2) Rated Current
Safety 

Approval

SVE/SVT(TPE) 3 x AWG 18 2.5A, 125V/250V UL, CSA

H03Z1Z1-F 3 x 0.75 2.5A, 250V

H05Z1Z1-F 3 x 0.75 2.5A, 250V

QQCTF/F 3 x 0.75 7A,125V

ECTF 3 x 0.75 7A,125V

SAA

JIS
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CONNECTORS IEC STD.C7

Cat. No. VCC7

Desc. 2-Pole Straight Connector, Halogen Free

Std. IEC60302-1, EN60320-1

JIS C8358 & JIS C8306

AS/NZS 60320.1

Cable Type Size (mm2) Rated Current Safety Approval

H03Z1Z1H2-F 2 x 0.75 2.5A, 250V ENEC,SAA

ECTFK 2 x 0.75 7A,125V

OOCTFK/F 2 x 0.75 7A,125V

ECTFK 2 x 0.75 2.5A, 250V

PSE
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CONNECTORS IEC STD.C7

Cat. No. VCC7S

Desc. 2-Pole Straight Connector, Halogen Free

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11

JIS C8358 & JIS C8306

Cable Type Size (mm2) Rated Current Safety Approval

NISPE-2/NIPST-2(TPE) 2 x AWG 18 7A, 125V/250V UL, CSA
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CONNECTORS IEC STD.C13

Cat. No. VCC13

Desc. 3-Pole Straight Connector, Halogen Free

Std. UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

JIS C8358 & JIS C8306

IEC60302-1, EN60320-1

AS/NZS 60320.1 (STANDARD SHEET C13)

CNS15663, CNS690, CNS15767-1

Cable Type Size (mm2) Rated Current
Safety 

Approval

ECTF/F 3 x 0.75* 7A,125V

OOCTF/F 3 x 0.75* 7A,125V

QQCTF/F 3 x 0.75* 7A,125V

QQCTF/F 3 x 1.25 12A,125V

H05Z1Z1-F 3 x 0.75* 10A, 250V

H05Z1Z1-F 3 x 1.00 10A, 250V

SJE/SJT(TPE) 3 x AWG 18 10A, 125V

SVE/SVT(TPE) 3 x AWG 18 10A, 125V

H05Z1Z1-F 3 x 1.00 10A, 125V

H05Z1Z1-F 3 x 0.75* 6A, 125V

Remarks 

* Cable length limit to 2 meters.

BSMI

JIS

EU, SAA

UL, CSA
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CONNECTORS IEC STD.C13

Cat. No. VCC13BS

Desc. 3-Pole Straight Connector, Halogen Free

Std. JIS C8358 & JIS C8306

Cable Type Size (mm2) Rated Current Safety Approval

ECTF 3 x 2.00 15A,125V PSE
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SPLASH-PROOF
SPLITTERS
PDU
06
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SPLASH-PROOF (IP44) PLUG CONNECTOR

Cat. No. VAW10S

Desc. 2-pole Splash-Proof Straight Plug Receptacle

for Class II Appliance

Std. EN 60320-2-3 Standard Sheet B 

Cable Type Size (mm
2
) Max. Rating Safety Approval

H05VV-F 2 x 1.00 10A, 250V ENEC-KEMA
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Socket-Outlet (IP44)

Cat. No. EU16CS3SPR

Desc. Non-rewirable and portable Socket-outlet

Degree of Protection IP44

Std. DIN VDE 0620-2-1 (DIN 49440-2-D)

Cable Type Size (mm
2
) Max. Rating Safety Approval

H05VV-F 3 x 1.50 16A, 250V VDE

NOTE:

Subject to tooling availability.
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SPLITTER

Cat. No. Duo Cord

Desc. Splitter with 2 outputs

Std. UL817, CSA Std C22.2

Max. Rating 16A / 125V, 250V

Configuration Input 18 AWG - Two Outputs 18 AWG 

Input 16 AWG - Two Outputs 16 AWG

Input 14 AWG - Two Outputs 14 AWG

Cable Type Size Matching Plug Matching Connector Rated Current
Safety 

Approval

PS204, US15S3, VNBC13S, V1625A, 

PS204A V1625LA

VNBC13S, V1625A, 

V1625LA, V1625BA

SJT 3 x AWG 14 PS204 V1625BS,V1625BA 15A

PS204, US15S3, VNBC13S, V1625A, 

V1625LA, VAC5S, 

VAC5AR, VAC5AL

VNBC13S, V1625A, 

V1625LA, V1625BA

VNBC13S, V1625A, 

V1625LA

VNBC13S + VAC5S

V1625A + VAC5S

V1625LA + VAC5S

VNBC13S + VAC5S

V1625A + VAC5S

V1625LA + VAC5S

VNBC13S, V1625A,

V1625LA, V1625BA

VNBC13S, V1625A,

V1625LA, V1625BA

VNBC13S, V1625LA, 

V1625BS, V1625BA

VNBC13S, V1625LA, 

V1625BS, V1625BA

3 x AWG 18SVT
PS204A

3 x AWG 18SJT

PS204, PS204A3 x AWG 16SJT

SVT 3 x AWG 18 VAC14S, VAC14A

PS204, PS204A3 x AWG 16SVT

SVT 3 x AWG 16 VAC14LS

SVT 3 x AWG 16 VAC14BS

SJT 3 x AWG 16 VAC14LS

13A

10A

UL/c-UL
10A

10A

13A

10A

13A

13A

10A

13A

13A

VAC14BS3 x AWG 16SJT

3 x AWG 18SJT VAC14S, VAC14A

VAC14S, VAC14A3 x AWG 18SJT
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SPLITTER (CONT…)

Cable Type Size
Matching 

Plug
Matching Connector Rated Current

Safety 

Approval

SJT 3 x AWG 14 VAC14LS V1625BS, V1625BA 15A

SJT 3 x AWG 18 VAC14KC VAC13KS 10A

SVT 3 x AWG 18 VAC14KC VAC13KS 10A

SJT 3 x AWG 16 VAC14KC VAC13KS 13A

SJT 3 x AWG 18 VAC14KC VAC13SS, VAC13AU 10A

SJT 3 x AWG 18 VAC14SS VAC13AD 10A

VSC19, VSC19A, VAC19

VNBC13S, V1625A, 

V1625LA, V1625BA

VNBC13S, V1625A, 

V1625LA, V1625BA

VSC19, VSC19A, VAC19

V1625BS, V1625BA

SJT 3 x AWG 14 VAC20KC VAC19KS 15A

NOTE:

Subject to tooling availability.

UL/c-UL
SJT 3 x AWG 16

SVT 3 x AWG 16

SJT 3 x AWG 14

VAC20S 13A

VAC20S 13A

VAC20S 15A
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SPLITTER

Cat. No. Trident Cord

Desc. Splitter with 3 outputs

Std. UL817, CSA Std C22.2

Max. Rating 15A / 125V, 250V

Configuration Input 18 AWG - Three Outputs 18 AWG 

Input 16 AWG - Three Outputs 16 AWG

Input 14 AWG - Three Outputs 14 AWG

Cable Type Size Matching Plug Matching Connector Rated Current
Safety 

Approval

VNBC13S, V1625A, 

V1625LA

VNBC13S, V1625A, 

V1625LA

VAC14BS, VNBC13S, V1625A, 

VAC14LS V1625LA, V1625BA

VAC14BS, VNBC13S, V1625A, 

VAC14LS V1625LA, V1625BA

SJT 3 x AWG 14 VAC14LS V1625BS, V1625BA 15A

NOTE:

Subject to tooling availability.

UL/c-UL

SVT 3 x AWG 16

10A

10A

13A

13A

VAC14S, VAC14A3 x AWG 18SJT

SVT 3 x AWG 18 VAC14S, VAC14A

3 x AWG 16SJT
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V-LOCK DISTRIBUTION STRIP

Cat. No. PDU-C20-C13I

Desc. Power Distribution Unit with V-Lock 

Compatible Inlet and Outlets

Std. UL 60950-1, CSA C22.2

Safety Mark UL/c-UL, CB

Unit Rated Current Input Voltage

1 inlet (C20) 16A 100-120 V, 50/60 Hz

6 outlet (C13) 8A 200-240 V, 50/60 Hz

Note:

Jumper cords and power cords are sold seperately.
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V-LOCK DISTRIBUTION STRIP

Cat. No. PDU2013-8-1

Desc. Power Distribution Unit with 

V-Lock Compatible Inlet and Outlets

Std. UL 60950-1, CSA C22.2

Safety Mark UL/c-UL

Unit Rated Current Input Voltage

1 inlet (C20) 16A 100-120 V,  50/60 Hz

8A 200-240 V, 50/60 Hz

10A 100-120 V,  50/60 Hz

Note:

Jumper cords and power cords are sold seperately.

6 outlet (C13)
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GENERIC EV
PRODUCTS
07
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                 AUSTRALIA

Cat. No. VEAU10TH2A3 

Desc. Australia 3-Pins EV Plug with 2 NTC 

for Class I Equipment

Std. AS/NZS 3112: 2000

Max. Rating 10A, 250V

Safety Approval SAA

Cable Type Size (mm
2
) Rated Current Matching Connector

3 x 2.50 + 

3 x 0.50
H07BZ5-F 10A, 250V -

New!
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                 BRAZIL

Cat. No. VEBR20TH2A3

Desc. Brazilian 3-Pins EV Plug with 2 NTC 

for Class I Equipment

Std. IEC 60884-1 & NBR 14136

Max. Rating 20A, 250V

Safety Approval INMETRO

Cable Type Size (mm
2
) Rated Current Matching Connector

3 x 2.50 + 

3 x 0.50
H07BZ5-F 20A, 250V -

New!
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                 DENMARK

Cat. No. VEDK13TH2A3 

Desc. Denmark 3-Pins EV Plug with 2 NTC 

for Class I Equipment

Std. IEC 60884-1, 

DS 60884-2 D1 (STANDARD SHEET DK 2-1a)

Max. Rating 16A, 250V

Safety Approval KEMA-Denmark

Cable Type Size (mm
2
) Rated Current Matching Connector

3 x 2.50 + 

3 x 0.50
-H07BZ5-F 16A, 250V

New!
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                 ITALY

Cat. No. VEIT10TH2A3

Desc. Italian 3-Pins EV Plug with 2 NTC 

for Class I Equipment

Std. CEI 23-50, IEC 60884-1

Max. Rating 10A, 250V

Safety Approval KEMA-Italy

Cable Type Size (mm
2
) Rated Current Matching Connector

3 x 2.50 + 

3 x 0.50
H07BZ5-F 10A, 250V -

New!

July-2022 Page 344 of 387



                 SWITZERLAND

Cat. No. VESW10TH2A3 

Desc. Swiss 3-Pins EV Plug with 2 NTC 

for Class I Equipment

Std. IEC 60884-1

Max. Rating 10A, 250V

Safety Approval KEMA-Swiss

Cable Type Size (mm
2
) Rated Current Matching Connector

3 x 2.50 + 

3 x 0.50
H07BZ5-F 10A, 250V -

New!
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GENERIC
POWERCORD
SETS
08
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Cat. No: BAUSD3SX18B

Description: Australian/New Zealand Power Supply  

Cordset (PB FR)

Standards: AS/NZS 3112: 2011 + A1

Max. Rating: 10A, 250V

Safety Approval: SAA

Cable Type Size Plug Connector Binding: 210 +/- 30 mm (w/ pin cap)

① (mm
2
) ② ③ Standard Packaging: 70 pcs per box

Circular Ordinary 

(H05VV-F)
3 x 1.00

VNBAU10S

3
VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196831/2

Cat. No: BAUSC5SW18B

Description:

Cordset (PB FR)

Standards: AS/NZS 3112: 2011 + A1

Max. Rating: 2.5A, 250V

Safety Approval: SAA

Cable Type Size Plug Connector Binding: 190 +/- 30 mm(w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

Circular Light 

(H03VV-F) 
3 x 0.75

VNBAU10S

3
VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209238/2

                 Generic Australia Powercord Set (Class I) 1.8M BLACK

Australian/New Zealand Power Supply 

                 Generic Australia Powercord Set (Class I) 1.8M BLACK
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Cat. No: BAUSA7SW18B

Description:

Cordset (PB FR)

Standards: AS/NZS 3112: 2011 + A1

Max. Rating: 2.5A, 250V

Safety Approval: SAA

Cable Type Size Plug Connector Binding: 220 +/- 30 mm(w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 150 pcs per box

Light Duty (H03VVH2-F) 2 x 0.75 AU10LSF2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196833/2

Australian/New Zealand Power Supply 

Generic Australia Powercord Set (Class II) 1.8M BLACK
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                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Cat. No: BGBSD3SX18B

Description: Chinese Power Supply Cordset (PB FR) 

Standards: GB15934

Max. Rating: 10A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

RVV 300/500 3 x 1.00 VNBGB10S3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192931/2

Cat. No: BGBSD3SW18B

Description:

Standards: GB15934

Max. Rating: 10A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

RVV 300/500 3 x 0.75 VNBGB10S3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196633/2

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)
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Cat. No: BGBSA7SV18B

Description:

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 200 pcs per box

RVV 300/300 2 x 0.50 VNBGB10S2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196634/2

Cat. No: BGBSA7SW18B

Description:

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 170 pcs per box

RVV 300/300 2 x 0.75 VNBGB10S2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192933/2

                 Generic Chinese Powercord Set (Class II) 1.8M Black 

Chinese Power Supply Cordset (PB FR)

                 Generic Chinese Powercord Set (Class II) 1.8M Black 

Chinese Power Supply Cordset (PB FR)
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Cat. No: BGBAD3SX18B

Description:

Standards: GB15934

Max. Rating: 10A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 70 pcs per box

RVV 300/500 3 x 1.00 VNBGB10A3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 203023/2

Cat. No: BGBAD3SW18B

Description:

Standards: GB15934

Max. Rating: 10A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

RVV 300/500 3 x 0.75 VNBGB10A3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 203024/2

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)
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Cat. No: BGBSC5SW18B

Description: Chinese Power Supply Cordset (PB FR)

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 90 pcs per box

RVV 300/300 3 x 0.75 VNBGB10S3 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209234/2

Cat. No: BGBSD5SW18B

Description:

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

RVV 300/500 3 x 0.75 VNBGB10S3 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209236/2

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)

                 Generic Chinese Powercord Set (Class I) 1.8M Black 
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Cat. No: BGBAC5SW18B

Description:

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 90 pcs per box

RVV 300/300 3 x 0.75 VNBGB10A3 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209235/2

Cat. No: BGBAD5SW18B

Description:

Standards: GB15934

Max. Rating: 2.5A, 250V

Safety Approval: CCC

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 80 pcs per box

RVV 300/500 3 x 0.75 VNBGB10A3 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209237/2

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)

                 Generic Chinese Powercord Set (Class I) 1.8M Black 

Chinese Power Supply Cordset (PB FR)
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Cat. No: BEUSD3SX18B

Description: European+Russian+Korean+Cambodian Power 

Supply Cordset (PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 , CS0017 , K60884-1

Max. Rating: 10A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F + 

K60227 IEC 53
3 x 1.00 VNBEU16S3 VNBC13S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192934/2

Cat. No: BEUAD3SX18B

Description: European+Russian+Korean+Cambodian Power    

Supply Cordset (PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 , CS0017 , K60884-1

Max. Rating: 10A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F + 

K60227 IEC 53
3 x 1.00 VNBEU16A3 VNBC13S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196636/2

             Generic European Powercord Set (Class I) 1.8M Black

             Generic European Powercord Set (Class I) 1.8M Black
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Cat. No: BEUSD3SW18B

Description: European+Russian+Korean+Cambodian Power    

Supply Cordset (PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 , CS0017 , K60884-1

Max. Rating: 10A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F +

K60227 IEC 53
3 x 0.75 VNBEU16S3 VNBC13S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196635/2

Cat. No: BEUAD3SW18B

Description: European+Russian+Korean+Cambodian Power    

Supply Cordset (PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 , CS0017 , K60884-1

Max. Rating: 10A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F + 

K60227 IEC 53
3 x 0.75 VNBEU16A3 VNBC13S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192935/2

             Generic European Powercord Set (Class I) 1.8M Black

             Generic European Powercord Set (Class I) 1.8M Black
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Cat. No: BEUSA7SW18B

Description:

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating: 2.5A, 250V

Safety Approval: ENEC-VDE

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25 mm

H03VVH2-F 2 x 0.75 EU2.5S2 VNBC7S Standard Packaging: 180 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192938/2

Cat. No: BEUSA7SV18B

Description:

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating: 2.5A, 250V

Safety Approval: ENEC-VDE

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H03VVH2-F 2 x 0.50 EU2.5S2 VNBC7S Standard Packaging: 210 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196638/2

European Power Supply Cordset (PB FR)   

               Generic European Powercord Set (Class II) 1.8M Black 

             Generic European Powercord Set (Class II) 1.8M Black 

European Power Supply Cordset (PB FR)   
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Cat. No: BEUSC5SW18B

Description: European+Russian+Korean+Cambodian Power    

(PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 ,CS0017 , K60884-1

Max. Rating: 2.5A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25mm

H03VV-F + 60227 KS 

IEC 52
3 x 0.75 VNBEU16S3 VNBC5S Standard Packaging: 90 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209231/2

Cat. No: BEUAC5SW18B

Description: European+Russian+Korean+Cambodian Power    

(PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 ,CS0017 , K60884-1

Max. Rating: 2.5A, 250V

Safety Approval: EAC, ISC, KC,VDE

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25mm

H03VV-F + 60227 KS 

IEC 52
3 x 0.75 VNBEU16A3 VNBC5S Standard Packaging: 90 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209230/2

             Generic European Powercord Set (Class I) 1.8M Black 

             Generic European Powercord Set (Class I) 1.8M Black 

July-2022 Page 357 of 387



Cat. No: BEUSD5SW18B

Description: European+Russian+Korean+Cambodian Power Supply Cordset    

(PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 ,CS0017, K60884-1

Max. Rating: 2.5A, 250V

Safety Approval: EAC,ISC, KC,VDE

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25mm

H05VV-F+60227 KS 

IEC 53 (H05VV-F)
3 x 0.75 VNBEU16S3 VNBC5S Standard Packaging: 80 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209232/2

Cat. No: BEUAD5SW18B

Description: European+Russian+Korean+Cambodian Power Supply Cordset    

(PB FR)

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

GOST R 51322.1 ,CS0017, K60884-1

Max. Rating: 2.5A, 250V

Safety Approval: EAC,ISC, KC,VDE

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25mm

H05VV-F+60227 KS 

IEC 53 (H05VV-F)
3 x 0.75 VNBEU16A3 VNBC5S Standard Packaging: 80 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209233/2

             Generic European Powercord Set (Class I) 1.8M Black

             Generic European Powercord Set (Class I) 1.8M Black
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Cat. No: BEUSF7SW18B

Description: European+Russian Power Supply Cordset (PB FR)   

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)

Max. Rating: 2.5A, 250V

Safety Approval: VDE

Cable Type Size Plug Connector Binding: 200 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50x25mm

H03VVH2-F 2 x 0.75 VNBEU16S2 VNBC7S Standard Packaging: 140 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209244/2

             Generic European Powercord Set (Class II) 1.8M Black
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                 Generic Indian  Powercord Set (Class I) 1.8M Black 

Cat. No: BIAAD3SX18B

Description: Indian Power Supply Cordset (RoHs Compliant)

Standards: IS 1293: 2005

Max. Rating: 6A, 250V

Safety Approval: BIS

Cable Type Size Plug Connector Binding: 210 +/- 30 mm(No pin cap)

① (mm
2
) ② ③ Standard Packaging: 70 pcs per box

IS 694 3 x 1.00  VNBIA6A3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192939/2

Cat. No: BIASB7SW18B

Description:

Standards: IS 1293: 2005

Max. Rating: 2.5A, 250V

Safety Approval: BIS

Cable Type Size Plug Connector Binding: 210 +/- 30 mm(No pin cap)

① (mm
2
) ② ③ Standard Packaging: 130 pcs per box

IS 694 2 x 0.75 IA6S2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196835/2

                 Generic Indian  Powercord Set (Class II) 1.8M BLACK 

Indian Power Supply Cordset (RoHs Compliant)
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Cat. No: BIAAD5SW18B

Description:

Standards: IS 1293: 2005

Max. Rating: 2.5A, 250V

Safety Approval: BIS

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Standard Packaging: 70 pcs per box

IS 694 3 x 0.75 VNBIA6A3 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196834/2

                 Generic Indian  Powercord Set (Class I) 1.8M Black 

Indian Power Supply Cordset (RoHs Compliant)
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                   Generic Japanese Powercord Set (Class I) 1.8M Black 

Cat. No: BJPSC3SW18B

Description: Japanese Power Supply Cordset (PB FR)

Standards: JIS C8303 & JIS C8306 (Under Ordinance 1)

Max. Rating: 7A, 125V

Safety Approval: PSE

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 90 pcs per box

VCTF 3 x 1.00 VNUS15S3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196836/2

Cat. No: BJPSC5SW18B

Description:

Standards: JIS C8303 & JIS C8306 (Under Ordinance 1)

Max. Rating: 7A, 125V

Safety Approval: PSE

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 90 pcs per box

VCTF 3 x 0.75 VNUS15S3-V VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209242/2

                   Generic Japanese Powercord Set (Class I) 1.8M Black 

Japanese Power Supply Cordset (PB FR)
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Cat. No: BJPS7SW18B

Description:

Standards: JIS C8303 & JIS C8306 (Under Ordinance 1)

Max. Rating: 7A, 125V

Safety Approval: PSE

Cable Type Size Plug Connector Binding: 220 +/-30 mm (w / pin cap)

① (mm
2
) ② ③ Standard Packaging: 210 pcs per box

VFF 2 x 0.75 VNJS15FS2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196838/2

                   Generic Japanese Powercord Set (Class I) 1.8M Black 

Japanese Power Supply Cordset (PB FR)
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Cat. No: BJ1SO3SX18B 

Description: Universal Jumper Cord (PB FR) 

Standards: IEC 60884-1 (CEE 7 Standard Sheet VII)/GOST R 51322.1

UL 60320-1 , CSA STD C22.2 No. 60320-1-11 

JIS C8303 & JIS C8306 (Under Ordinance 1)

GB15934/K60799/AS/NZS 3112: 2011 + A1

Max. Rating: 10A, 250V

Safety Approval: EU+EAC+UL+PSE+CCC+ KC+SAA

Cable Type Size Plug Connector Binding: 190 +/- 20 mm (No pin cap)

① (mm
2
) ② ③ Label CE&UKCA&ROHS: 50x25 mm

Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No:

               Generic Jumper Cordset Set (Class I) 1.8M Black 

224314/2

H05VVF+SJT+RVV

300/500+K60227 

IEC53+GTSA-3

3 x 

17AWG

3 x 1.00

VNBC14S VNBC13S
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Cat. No: BUSSD3SX18B

Description: North-Amercian Power Supply Cordset (PB FR) 

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 10A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 210 +/- 30 mm (w / pin cap)

① ① ② ③ Standard Packaging: 70 pcs per box

SJT 3 x 1.00 MP204 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196637/2

Cat. No: BUSSH7SX18B

Description:

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 2.5A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (w / pin cap)

① ① ② ③ Standard Packaging: 160 pcs per box

SPT-2 AWG 18X2 VNUS15S2 VNBC7S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196840/2

North-Amercian Power Supply Cordset (PB FR)

                 Generic North-American Powercord Set (Class I) 1.8M Black 

                 Generic North-America Powercord Set (Class II) 1.8M BLACK 
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Cat. No: BUSSD3SY18G

Description:

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 13A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (w / pin cap)

① ① ② ③ Standard Packaging: 50 pcs per box

SJT AWG 16X3 PS206 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192940/2

Cat. No: BUSSC5SX18B

Description:

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 7A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (w / pin cap)

① ① ② ③ Standard Packaging: 90 pcs per box

SVT 3 x AWG 18 MP204 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209241/2

North-Amercian Power Supply Cordset (PB FR)

                     Generic N.American Hospital-Grade Powercord Set (Class I)1.8M GREY

North-Amercian Power Supply Cordset (PB FR)

                 Generic North-American Powercord Set (Class I) 1.8M Black
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Cat. No: BUSSC3SX18B

Description:

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 10A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 220 +/- 30 mm (w / pin cap)

① ① ② ③ Standard Packaging: 90 pcs per box

SVT 3 x AWG 18 US15S3 VNBC13S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 205020/1

Cat. No: BUSSH5SX18B

Description:

Standards: UL498

UL817

CSA Std C22.2

Max. Rating: 7A, 125V

Safety Approval: UL/cUL

Cable Type Size Plug Connector Binding: 200 +/- 30 mm (w / pin cap)

① ① ② ③ Standard Packaging: 90 pcs per box

SPT-2 3 x AWG 18 MP204 VNBC5S Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209243/2

North-Amercian Power Supply Cordset (PB FR)

                 Generic North-American Powercord Set (Class I) 1.8M Black

North-Amercian Power Supply Cordset (PB FR)

                 Generic North-American Powercord Set (Class I) 1.8M Black
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Cat. No: SSAAD3SX18B

Description: European+US+Australia+Japan Power Supply Cordset (PB FR) 

Standards: SABS 164-1 

(Re-designated as SANS 164-1)

Max. Rating: 10A, 250V

Safety Approval: SABS Compliant

Cable Type Size Plug Connector Binding: 210 +/- 30 mm(No pin cap)

① (mm
2
) ② ③ Standard Packaging: 50 pcs per box

H05VV-F 3 x 1.00  SA16A V1625 Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192941/2

                 Generic South-Africa Powercord Set (Class I) 1.8M Black 
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Cat. No: BSWSD3SX18B

Description: Swiss Power Supply Cordset (PB FR)

Standards: IEC 60884-1 & SEV 1011 

(CH type 11, Standard Sheet SEV 6533-2)

Max. Rating: 10A, 250V

Safety Approval: SEV

Cable Type Size Plug Connector Binding: 210 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F 3 x 1.00 SW10ZS3 VNBC13S Standard Packaging: 80 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192942/2

Cat. No: BSWSD5SW18B

Description:

Standards: IEC 60884-1 & SEV 1011 

(CH type 11, Standard Sheet SEV 6533-2)

Max. Rating: 2.5A, 250V

Safety Approval: SEV

Cable Type Size Plug Connector Binding: 190 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H05VV-F 3 x 0.75 SW10ZS3 VNBC5S Standard Packaging: 80 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209239/2

                 Generic Switzerland Powercord Set (Class I) 1.8M Black 

Swiss Power Supply Cordset (PB FR)

                 Generic Switzerland Powercord Set (Class I) 1.8M Black 
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Cat. No: BSWSA7SW18B

Description:

Standards: IEC 60884-1 & SEV 1011 

(CH type 11, Standard Sheet SEV 6533-2)

Max. Rating: 2.5A, 250V

Safety Approval: SEV

Cable Type Size Plug Connector Binding: 220 +/- 30 mm  (No pin cap)

① (mm
2
) ② ③ Label CE & ROHS: 50 x 25 mm

H03VVH2-F 2 x 0.75 SW10ZS2 VNBC7S Standard Packaging: 170 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192943/2

                 Generic Switzerland Powercord Set (Class II) 1.8M Black 

Swiss Power Supply Cordset (PB FR)
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Cat. No: BUKAD3SX18B

Description: British+Singapore+GCC Power Supply CordSet  

(PB FR)

Standards: BS 1363/A

SS145/A, IEC 60884

Max. Rating: 10A, 250V

Safety Approval: ASTA,CPS,GCC

Cable Type Size Plug Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② Label CE&UKCA&ROHS: 50 x 25 mm

H05VV-F 3 x 1.00 VNBUK13A3 VNBC13S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 206521/10

Cat. No: BUKAD3SW18B

Description: British+Singapore+GCC Power Supply CordSet  

(PB FR)

Standards: BS 1363/A

SS145/A, IEC 60884

Max. Rating: 10A, 250V

Safety Approval: ASTA,CPS,GCC

Cable Type Size Plug Binding: 210 +/- 30 mm  (w / pin cap)

① (mm
2
) ② Label CE&UKCA&ROHS: 50 x 25 mm

H05VV-F 3 x 0.75 VNBUK13A3 VNBC13S Standard Packaging: 80 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 192944/2

Connector

③

Connector

③

             Generic British Powercord Set (Class I) 1.8M Black

             Generic British Powercord Set (Class I) 1.8M Black
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Cat. No: BUKAA7SV18B

Description: British+Singapore+GCC Power Supply CordSet  

(PB FR)

Standards: BS 1363/A

SS145/A,IEC 60884

Max. Rating: 2.5A, 250V

Safety Approval: ASTA,CPS,GCC

Cable Type Size Plug Connector Binding: 220 +/- 20 mm (w / pin cap)

① (mm
2
) ② ③ Label CE&UKCA&ROHS: 50 x 25 mm

H03VVH2-F 2 x 0.50 VNBUK13A2 VNBC7S Standard Packaging: 150 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 196632/2

Cat. No: BUKAA7SW18B

Description: British+Singapore+GCC Power Supply CordSet  

(PB FR)

Standards: BS 1363/A

SS145/A, IEC 60884

Max. Rating: 2.5A, 250V

Safety Approval: ASTA,CPS,GCC

Cable Type Size Plug Binding: 220 +/- 30 mm  (w / pin cap)

① (mm
2
) ② Label CE&UKCA&ROHS: 50x 25 mm

H03VVH2-F 2 x 0.75 VNBUK13A2 VNBC7S Standard Packaging: 130 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 206521/12

             Generic British Powercord Set (Class II) 1.8M Black 

             Generic British Powercord Set (Class II) 1.8M Black 

Connector③
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Cat. No: BUKAD5SW18B

Description: British+Singapore+GCC Power Supply CordSet  

(PB FR)

Standards: BS 1363/A

SS145/A, IEC 60884

Max. Rating: 2.5A, 250V

Safety Approval: ASTA,CPS,GCC

Cable Type Size Plug Binding: 190 +/- 30 mm  (w / pin cap)

① (mm
2
) ② Label CE&UKCA&ROHS: 50 x 25 mm

H05VV-F 3 x 0.75 VNBUK13A3 VNBC5S Standard Packaging: 70 pcs per box

Master Box Dimensions: 560 x 330 x 250 mm

SKU Spec Ref No: 209240/2

             Generic British Powercord Set (Class I) 1.8M Black

Connector

③
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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Generic Powercord Set Configurator
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